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Page Reference Correction
64 3.2238.(11) Reinstate at the end: (See Appendix A.).
90 323.11.(2) Delete the first 4 lines and substitute:

(2) Where there is a common attic or roof space
above more than 2 suites of residential occupancy or
above more than 2 patients' bedrooms, and the soffit
of a roof overhang adjacent to this space is located
over a window or door opening within 2.5 m of the
overhang, the soffit shall be protected by

148 3.7.3.6.(1)(e) Add at the end: "and"

149 3.7.38. Reinstate at the end: “and”
((a)(iv)

166 4.1.9.1. Add vertical line.
(4) and (5)

171 4.1.9.1. Add vertical line.

(22) to (24)
402 Appendix A Reinstate Note A-3.2.2.8.(1)

Where indicated in Columns 1 and 2, substitute the expression or reference in
Column 4 for that in Column 3:

Page | Reference Text to be Correction
Corrected
2 Table 2.7.3.A., Column 2, {C315-78c C315-78c (1983)
tenth entry
28 Table 2.7.3.A., Column 2, | B365-M1984 CAN4-B365-M84
first line

88 3.2.3.5.(1)(a), first line exposed building |exposing building

face face
98 3.2.5.2.(3)(a), third line 3.2.5.5.(5) 3.2.5.5.(4)
126 | 3.4.2.1.(6), first line Sentence (1) Sentence (5)
172 1 4.1.9.3.(5), second line 3.1.8. 4.1.6.

Col. 1 2 3 4




Page | Reference Text to be Correction
Corrected

189 16.2.1.3.(1)(g) CSA B365 CAN3-B365

245 | Table 9.10.3.A., Column 3,|1.2 km/m?2 1.2 kg/m?
No 22, sixth line

320 [9.27.8.2., second line brand band

455 | CONVERSION FACTORS, |0.6853 0.0174
last line

Col. 1 2 3 4






