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REVISIONS 
to the 

National Building Code of Canada 
1980 

The following revisions to  the National Building Code of Canada have been ap- 
proved by the Associate Committee o n  the National Building Code. 

Page Reference Revision 

32 3.1.4.4.(2) to  (7) Delete and substitute: 

(2) The actual dimensions of solid sawn lumber used in heavy timber con- 
struction in this Article shall conform to CSA 0141-1970, "Softwood 
Lumber." 

(3) Except as  provided in Sentences (4) to (6), the minimum dimensions 
of  wood elements in heavy timber construclion shall conform to  Table 
3.1.4.A. 

Table 3.1.4.A. 
Forming Part of Sentence 3.1.4.4.(3) 

Supported Assembly 

1 Roofs only 

Structural Element 

Columns 

Arches supported on  
the tops of walls o r  
abutments 

Beams, girders and 
trusses 

Solid Sawn 
Width x Depth, 
mm x mm 

140 x 191 

1 / Arches supported at  140 x 140 

and arches 
19;: 191 

Floors, 
Floors plus roofs 

1 Column 1 I 2 3 

Glued-Laminated 
Width x Depth, 

o r  near the floor line 

Columns 

Round 
Diam, 

1 
191 x 191 

(4) Roof arches supported on the tops of walls or  abutments, roof 
trusses, roof beams and roof girders shall be spliced where necessary with 
splice plates at least 64 mm thick and be 

(a) at least 64 mm thick where 2 01. more spaced members are used for 
the construction with intervening spaces blocked solidly throughout 
o r  tightly closed by a continuous wood cover plate of at least 38 mm 
thickness secured to the underside of the members, o r  

(b)  at least 64 mm thick when protected by automatic sprinklers under 
the roof deck. 

Beams, girders, trusses 140 x 241 
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Page Reference Correction 

(5) Floors shall be of glued-laminated or solid-sawn plank that is at least 
64 mm thick, splined or tongued and grooved, or at least 38 mm wide and 
89 mm deep set on edge and well-spiked together 

(a) laid so that no continuous line of end joints will occur except at 
points of support, and covered with at least 19 mm tongued and 
grooved flooring laid cross-wise or diagonally, or at least 12.5 mm 
tongued and grooved phenolic-bonded plywood or 12.5 mm 
tongued and grooved phenolic-bonded waferboard, and 

(b) laid not closer than 15 mm to the walls to provide for expansion, and 
the gap covered at the top or bottom. 

(6) Roofs shall be of at least 28 mm thick tongued and grooved phenolic- 
bonded plywood, or glued-laminated or solid-sawn plank that is 

(a) at least 38 mm thick, splined or tongued and grooved, or 
(b) at least 38 mm wide and 64 mm deep set on edge and laid so that no 

continuous line of end joints will occur except at the points of 
support. 

(7) Wood columns shall be continuous or superimposed throughout all 
storeys. 

Delete and substitute: 

9.6.4.2. Aluminum frame sliding glass doors shall conform to CGSB 
82-GP-lM(1977) (Amended October 1979), "Doors, Glass, Aluminum 
Frame, Sliding, Standard-Duty" or to CGSB 82-GP-2M(1977) (Amended 
October 1979), "Doors, Glass, Aluminum Frame, Sliding, 
Medium-Duty." 

Page 

8 

8 

9 

9 

11 

18 

18 

Reference 

1.3.2. 

ERRATA 
to  the 

National Building Code of Canada 1980 
(Additional to the Errata published May 1980) 

Correction 

In the third line of the definition of "Industrial occupancy, medium 
hazard" italicize the words "floor area." 

In the third line of the definition "Industrial occupancy, low hazard" itali- 
cize the words "floor area." 

In the definition of "project" italicize the word "alteration." 

In the first line of the definition of "public way" italicize the word 
"street ." 
In the fourth and fifth lines italicize the words "business and personal serv- 
ices occupancy." 

In the first line change "datufm" to read "datum." 

In the second line change "rting" to read "rating." 
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Page Reference 

3.2.2.28.(2)(e) 

3.2.4.4.(6)(~) 

3.2.6.2.(5) 

3.3.2.7.(2) 

3.3.2.10.(3) 

3.5.3.2.(6) 

6.2.3.9.(2) 

Table 9.4.2.A. 

9.4.3.4. 

9.8.9.1. 

9.9.3.9. 

Correction 

Italicize the word "mezzanines." 

In the second line change "Article 3.3.3.5." to read "Sentence 3.3.3.6.(1)." 

At the end of the Sentence, add "(See Appendix A)." 

In the first line, change "or" to read "and." 

In the first line change "600 m" to read "600 mm." 

In the first line add a comma after the word "chute." 

In the third line change "smoked-actuated" to read "smoke-actuated." 

In the last line of Column 1 italicize the words "residential occupancies." 

In the fourth line change "not withstanding" to read "notwithstanding." 

In the fifth line change "grade" to read "ground level." 

In the first line change "Article 9.8.3.8." to read "Articles 9.8.3.7. and 
9.8.4.6." (supercedes change in first errata series). 

In the fourth and fifth lines italicize the term "fire-resistance rating." 

In the sixth line change "Article 9.10.14.18." to read "Article 9.10.14.17." 

Add the following Sentence at  the end of the Article: 

"Individual panes of such glass shall not exceed 0.84 m2 in area or  1.4 m in 
height or width, and the area of glass between structural mullions shall not 
exceed 7.5 m2. " 

Add the following Sentence at the end of the Article: 

"The area of an exposing building face shall be calculated as the total area 
of exterior wall facing in 1 direction on any side of a building measured 
from the finished ground level to the uppermost ceiling, except that where a 
building is divided by fire separations into fire compartments, the area of 
exposing building face may be calculated for each fire compartment pro- 
vided such separations have not less than a 2 h fire-resistance rating in the 
case of mercantile and medium hazard industrial occupancies and 3/4 h for 
other occupancies." 

In the last line add "A" after "Appendix." 

In the second line change "thaw to read "than." 

In the third line italicize the word "buildings." 

In the sixth line add "A" after "Appendix." 

In the second line from the top of the page add "A" after "Appendix." 

In the last line add "A" after "Appendix." 

APPENDIX B 
Entry for Table Change "1,000 sq in" t o  read "100 sq in." 
3.1.6.(b), Column 4 
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