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EMERGENCY REVISIONS
to the
National Building Code of Canada
1980

The following revisions to the National Building Code of Canada have been ap-
proved by the Associate Committee on the National Building Code.

Page  Reference Revision
223 9.7.2.2. Delete and substitute:

9.7.2.2. Except as required in Article 9.7.2.3.,
the minimum window glass area for rooms in
buildings of residential occupancy or which
are used for sleeping shall conform to Table
9.7.2.A. The unobstructed glass area of a door
or skylight is considered equivalent to that of

awindow.
223 Table9.7.2.A. Delete the last entry and substitute:
Bedrooms Spercentof | 5percentof
and other areaserved'" | areaserved!"
rooms not
mentioned
above
Column | 2 3

Noteto Table9.7.2.A.:
USee Article9.7.2.3.

223 9.7.2. Add new Article 9.7.2.3. as follows and
renumber former Article 9.7.2.3. as 9.7.2.4.

9.7.2.3 At least | window in each bedroom
shall have an unobstructed openable area or an
unobstructed glazed area of at least 0.50 m*and
a width of at least 500 mm.

323 9.28.10.2. Delete the second sentence and substitute:

Type S hardboard siding shall be at least 9 mm
thick when applied over sheathing that
provides continuous support or over furring
or framing members spaced not more than
400 mmo.c.

ERRATA
to the
National Building Code of Canada
1980

Page  Reference Correction

203 8.1.1.3. In the first line change *“construction™ to read
“*demolition™ and in the second line change
“*CSA S350-M79" to read ““CSA S350-M80.""





