
NATIONAL RESEARCH COUNCIL O F  CANADA 

ASSOCIATE COMMITTEE ON THE 

NATIONAL BUILDING CODE 

NATIONAL BUILDING CODE O F  CANADA 1980 

REVISIONS AND ERRATA 

January 1983 

Incorporates emergency revisions published in January 1981, June 1981 and March 1982, plus two new 
revisions approved in October 1982 and revisions that are necessary to reference standards updated during 
the period June 30, 1979 to June 30, 1982. Errata does not include those issued prior to March 1982, since 
they have been incorporated in the second printing of the National Building Code. 
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REVISIONS 
to the 

National Building Code of Canada 
1980 

The following revisions to the National Building Code of Canada 
have been approved by the Associate Committee on the National 
Building Code. 

Page Reference 

17 2.2.3. 

3 2 3.1.4.4.(2) to (7) 

Revision 

In the last line change " 1979" to  read " 1982." 

Delete and substitute: 

(2) The actual dimensions of solid-sawn lumber used in 
heavy timber construc.rion in this Article shall conform to 
CSA 0141-1970, "Softwood Lumber." 

(3) Except as provided in Sentences (4) to (6), the minimum 
dimensions of wood elements in heav,v limber c*onstruc'lion 
shall conform to Table 3.1.4.A. 

Table 3.1.4.A. 
Forming Part of Sentence 3.1.4.4.(3) 

(4) Roof arches supported on the tops of walls or abutments, 
roof trusses, roof beams and roof girders shall be spliced where 
necessary with splice plates at least 64 mm thick and be 

(a) at least 64 mrn thick where 2 or more spaced 
members are used for the construction with inter- 
vening spaces blocked solidly throughout or tightly 

Supported 
Assembly 

Roofs only 

Floors, 
Floors plus 

roofs 

Column I 

Structural Element 

Columns 

Arches supported on 
the tops of walls 
or  abutments 

Beams, girders and 
trusses 

Arches supported at  
or near the floor 
line 

Columns 
Beams, girders, 

trusses and arches 

2 

Round 
Diam, 
mm 

180 

- 

- 

200 

- 

5 

Solid Sawn 
width X depth 
mm X mm 

140X 191 

89 X 140 

140 X 140 

191 X 191 
140 X 241 

o r 
191 X 191 

3 

Glued-Laminated 
width X depth 
mm X mm 

130 X 190 

80X 152 

130 X 152 

175 X 190 
130 X 228 

or 
175 X 190 

4 
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Page Reference 

32 3.1.4.442) to (7) 

Revision 

closed by a continuous wood cover plate of at least 
38 mm thickness secured to the underside of the 
members, or 

(b) at least 64 mm thick when protected by automatic 
sprinklers under the roof deck. 

(5) Floors shall be of glued-laminated or solid-sawn 
plank that is at least 64 mm thick, splined or tongued and 
grooved, or at least 38 mm wide and 89 mm deep set on 
edge and well-spiked together 

(a) laid so that no continuous line of end joints will 
occur except at points of support, and covered with 
at least 19 mm tongued and grooved flooring laid 
cross-wise or diagonally. or at  least 12.5 mm tongued 
and grooved phenolic-bonded plywood or 12.5 mm 
tongued and grooved phenolic-bonded waferboard, 
and 

(b) laid not closer than 15 mm to the walls to provide 
for expansion, and the gap covered at the top or 
bottom. 

(6) Roofs shall be of at least 28 mm thick tongued and 
grooved phenolic-bonded plywood, or glued-laminated or solid- 
sawn plank that is 

(a) at least 38 mm thick, splined or tongued and grooved, 
or 

(b) at least 38 mm wide and 64 mm deep set on edge 
and laid so that no continuous line of end joints 
will occur except at the points of support. 

(7) Wood columns shall be continuous or superimposed 
throughout all storpys. 

122 3.4.8.4.(1) In the first line change "3.6 m" to read "3.7 m." 

152 Table 4.1.9.C. Delete category 4 and substitute: 

Delete and substitute: 

9.6.4.2. Aluminum frame sliding glass doors shall conform to 
CGSB 82-GP-I M(1977) (Amended October 1979), "Doors, 
Glass, Aluminum Frame, Sliding, Standard-Duty" or to CGSB 
82-GP-2M(1977) (Amended October 1979). "Doors, Glass, 
Aluminum Frame, Sliding. Medium-Duty." 

4 

Machinery, fixtures, equipment and pipes that are both 
rigid and rigidly connected to or forming part of a 
building 

Tanks completely filled with liquids, rigidly connected 

Tanks or bins containing non-liquids. rigidly connected 

Machinery, fixtures, equipment, pipes and tanks including 
contents other than those listed above (see Appendix A) 

Any direction 

Any direction 

2 

10 

J 

C
op

yr
ig

ht
 ©

 N
R

C
 1

94
1 

- 2
01

9 
W

or
ld

 R
ig

ht
s 

R
es

er
ve

d 
©

 C
N

R
C

 1
94

1-
20

19
 D

ro
its

 ré
se

rv
és

 p
ou

r t
ou

s 
pa

ys



Page Reference 

223 Table 9.7.2.A. 

Revision 

Delete and substitute: 

9.7.2.2. Except as required in Article 9.7.2.3.. the minimum 
window glass area for rooms in buildings of residential ocLc.u- 
pan(:\* or which are  used for sleeping shall conform to Table 
9.7.2.A. The unobstructed glass area of a door or  skylight is 
considered equivalent to  that of a window. 

Delete the last entry and substitute: 

finished rooms not of area of area 
mentioned above served") served") 

Note to  Table 9.7.2.A.: 
'"See Article 9.7.2.3. 

Add new Article 9.7.2.3. as follows and renumber former 
Article 9.7.2.3. as 9.7.2.4. 

9.7.2.3. At least I window in each bedroom shall have an 
unobstructed openable area or  a n  unobstructed glazed area o fa t  
least 0.50 ml and a width of at least 500 mm. 

Change "3.6 m" to read "3.7 m." 

Delete the second sentence and substitute: 

Type 5 hardboard siding shall be at least 9 mm thick when 
applied over sheathing that provides continuous support or  over 
furring o r  framing members spaced not more than 400 mm O.C. 

Referenced Standards 

Revise standards in the locations shown in Column 4 of  the following table to  conform to  those shown 
in Column 3. 

Item 
No. 

I .  

2. 

3. 

Col. 1 

1980 Standard 
Designation 

ASTM A252-77A, 
Welded and Seamless Steel Pipe 
Piles 

ASTM A283-78, 
Low and intermediate Tensile 
Strength Carbon Steel Plates. 
Shapes and Bars 

ASTM A444-78, 
Steel Sheet, Zinc-Coated 
(Galvanized) by the Hot-Dip 
Process for Culverts and 
Underdrains 

2 

Revised 
Designation 

ASTM A252-8 1 ,  
Welded and Seamless Steel Pipe 
Piles 

ASTM A283-81, 
Low and Intermediate Tensile 
Strength Carbon Steel Plates, 
Shapes and Bars 

A S T  M A444-8 1,  
Steel Sheet. Zinc-Coated 
(Galvanized) by the Hot-Dip 
Process for Culverts and 
Underdrains 

3 

Code 
Reference 

4.2.3.8. 

4.2.3.8. 

9.14.3.1. 

4 
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Item 
No.  

. 4. 

1980 Standard 
Designation 

Col. I 

I 

Revised 
Designation 1 Reference (Ode 1 

1 

ASTM A525-79, 
Steel Sheet, Zinc-Coated 
(Galvanized) by the Hot-Dip 
Process, General Requirements 

ASTM A570-78, 
Hot-Rolled Carbon Steel Sheet 
and Strip. Structural Quality 

ASTM C4-62( 1975), 
Clay Drain Tile 

ASTM C 105-47( 1976), 
Ground Fire Clay as  a Refractory 
Mortar for Laying-Up Fireclay 
Brick 

ASTM C126-7 1(1976), 
Ceramic Glazed Structural Clay 
Facing Tile, Facing Brick, and 
Solid Masonry Units 

ASTM C2 12-60(1975), 
Structural Clay Facing Tile 

ASTM C279-54( 1972), 
chemica l -~es i s t an t  Masonry 
Units 

ASI'M C4 1 1-6 1 ( 1975), 
Hot-Surface Performance of 
High-Temperature Thermal 
Insulation 

ASTM C412-78, 
Concrete Drain Tile 

ASTM C444-77, 
Perforated Concrete Pipe 

ASTM C645-76, 
Non-Load (Axial) Bearing Steel 
Studs, Runners (Track) and 
Rigid Furring Channels for 
Screw Application of Gypsum 
Board 

ASTM D 1 143-74, 
Piles Under Axial Compressive 
Load 

ASTM E90-75, 
Laboratory Measurements of 
Airborne-Sound Transmission 
Loss of Building Partitions 

ASTM A525-8 1, 
Steel Sheet, Zinc-Coated 
(Galvanized) by the Hot-Dip 
Process, General Requirements 

ASTM A570-79, 
Hot-Rolled Carbon Steel Sheet 
and Strip, Structural Quality 

ASTM C4-62( 198 1 ), 
Clay Drain Tile 

ASTM C 105-8 1, 
Ground Fire Clay as  a Refractory 
Mortar for Laying-Up Fireclay 
Brick 

ASTM C 126-82, 
Ceramic Glazed Structural Clay 
Facing Tile, Facing Brick, and 
Solid Masonry Units 

ASTM C2 12-8 1, 
Structural Clay Facing Tile 

ASTM C279-79, 
Chemical-Resistant Masonry 
Units 

ASTM C41 1-82, 
Hot-Surface Performance of 
High-Temperature Thermal 
Insulation 

ASTM C4 12-8 1 a ,  
Concrete Drain Tile 

ASTM C444-80, 
Perforated Concrete Pipe 

ASTM C645-8 1.  
Non-Load (Axial) Bearing Steel 
Studs, Runners (Track) and 
Rigid Furring Channels for 
Screw Application of Gypsum 
Board 

I 

ASTM D l  143-81, 
Testing Piles Under Static Axial 
Compression Loads 

ASTM E90-81, 
1-aboratory Measurements of 
Airborne-Sound Transmission 
Loss of Building Partitions 
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Item 
No. 

17. 

18. 

19. 

20. 

2 1. 

22. 

23. 

24. 

25. 

26. 

27. 

28. 

29. 

Col. I 

1980 Standard 
Designation 

:AN I-9149.1-1978. 
nstallation Code for Natural 
2as Burning Appliances and 
Equipment 

XNI-B149.2-1978, 
lnstallation Code for Propane 
Burning Appliances and 
Equipment 

CGSB 10-GP-3M( 1976), 
Mortar, Refractory, Air Setting 

CGSB 19-G P-24M( 1977), 
Sealing Compound, Multi- 
Component, Chemical Curing 

CAN2-5 1.33-M77, 
Vapour Barrier, Sheet for Use 
In Above-Grade Building 
Construction 

CSA A82.30-1965, 
Interior Furring, Lathing and 
Gypsum Plastering 

CSA A82.42-1950, 
Quicklime for Structural 
Purposes 

CSA A82.43- 1950, 
Hydrated Lime for Masonry 
Purposes 

CSA A82.44-1950. 
Normal Finishing Hydrated 
Lime 

CSA A82.46- 1962, 
Special Finishing Hydrated 
Lime 

CSA A123.1-1964, 
Asphalt Shingles Surfaced 
with Mineral Granules 

CSA A 1 23.2- 1976, 
Asphalt Roofing Surfaced 
with Mineral Granules 

CSA A123.3-1973, 
Asphalt Roofing Surfaced 
w ~ t h  Fine Mineral Matter 

Revised 
Designation 

CAN 1-8149. I-M80, 
Installation Code for Natural 
Gas Burning Appliances and 
Equipment 

CAN I-B 149.2-M80, 
Installation Code for Propane 
Burning Appliances and 
Equipment 

CGSB 10-GP-3Ma(1981), 
Mortar. Refractory, Air Setting 

CAN2-19.24-M80, 
Sealing Compound, Multi- 
Component, Chemical Curing 

CAN2-51.33-M80, 
Vapour Barrier, Sheet for Use 
in Above-Grade Building 
Construction 

CSA A82.30-M 1980, 
Interior Furring, Lathing and 
Gypsum Plastering 

Delete - Standard Withdrawn 

Delete -- Standard Withdrawn 

Delete - Standard Withdrawn 

Delete - Standard Withdrawn 

CSA A 123.1-M 1979, 
Asphalt Shingles Surfaced 
with Mineral Granules 

CSA A 123.2-M 1979, 
Asphalt Coated Roofing 
Sheets 

CSA A 123.2-M 1979, 
Asphalt Coated Roofing 
Sheets 

Code 
Reference 
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1980 Standard 
Designation 

30. CSA A 123.4-1965. 
Wide Selvage Asphalt 
Roofing Surface with 
Mineral Granules 

3 1 .  CSA A 123.6-1953, 
Asphalt-Saturated Roofing 
Felt for Use in Constructing 
Built-Up Roofs 

32. CSA A 123.7-1973, 
Asphalt for Use in Construction 
of Built-Up Roof Coverings 
and Dampproofing and Water- 
proofing Systems 

33. CSA A123.8-1953, 
Coal-'Tar Saturated Roofing 
Felt for Use in Waterproofing 
and in Constructing Built-Up 
Roofs 

34. CSAA123.9-1953, 
Asphalt-Saturated Asbestos 
Felts for Use in Waterproofing 
and in Constructing Built-Up 
Roofs 

35. CSAA123.10-1953, 
Coal-Tar Saturated Asbestos 
Felts for Use in Waterproofing 
and in Constructing Built-Up 
Roofs 

36. 

CSA C22.1-1978. 
Canadian Electrical Code, 

CSA A 123.13- 1953, 
Coal-Tar Pitch for Roofing, 
Damproofing, and Water- 
proofing 

37. CSA B51-1975, 
Code for the Construction 
and lnspection of Boilers 
and Pressure Vessels 

Revised 
Designation I Reference Code 

I 
Col. 1 

CSA A123.2-M 1979, 
Asphalt Coated Roofing 
Sheets 

Structural Quality Steels 

2 

CSA A123.3-M 1979, 
Asphalt or Tar Saturated 
Roofing Felt 

CSA A123.4-M1979, 
Bitumen for Use in Construction 
of Built-Up Roof Coverings 
and Dampproofing and Water- 
proofing Systems 

CSA A 123.3-M 1979, 
Asphalt or Tar Saturated 
Roofing Felt 

CSA A 123.3-M 1979, 
Asphalt or Tar Saturated 
Roofing Felt 

Delete - Standard Withdrawn 

CSA A 123.4-M 1979, 
Bitumen for Use in Construction 
of Built-Up Roof Coverings 
and Dampproofing and Water- 
proofing Systems 

CSA B51-M1981, 
Code for the Construction 
and lnspection of Boilers 
and Pressure Vessels 

CSA C22.1-1982, 
Canadian Electrical Code, 
Part I 

CAN3-G40.21-M8 1 
Structural Quality Steels 
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1980 Standard 
Designation 

CSA 086- 1976, 
Code for the Engineering 
Design of Wood 

CSA 0 1 18- 1960, 
Western Red Cedar Shingles. 
Machine Grooved Shakes, and 
Handsplit Red Cedar Shakes 

CSA 0 153-1976. 
Poplar Plywood 

CSA 01 77-1977, 
Qualification Code for 
Manufacturers of Structural 
Glued-Laminated Timber 

NFPA 13-1978, 
Installation of Sprinkler 
Systems 

NFPA 14-1978, 
Installation of Standpipe and 
Hose Systems 

N FPA 72D- 1975, 
Installation, Maintenance and 
Use of Proprietary Protective 
Signalling Systems for Watchman, 
Fire Alarm and Supervisory 
Service 

N FPA 80- 1979, 
Fire Doors and Windows 

Revised 
Designation 

CAN3-086-M80, 
Code for the Engineering 
Design of Wood 

CSA 0 1 1  8. I-M 1980, 
Western Red Cedar Shingles, 
Handsplit Western Red Cedar 
Shakes and Machine-Grooved 
Shakes 

CSA 0 153-M 1980, 
Poplar Plywood 

CSA 077-M 198 1 .  
Qualification Code for 
Manufacturers of Structural 
Glued-Laminated Timber 

NFPA 13-1980, 
Installation of Sprinkler 
Systems 

NFPA 14-1980, 
Installation of Standpipe and 
Hose Systems 

NFPA 72D-1979, 
Installation, Maintenance and 
Use of Proprietary Protective 
Signalling Systems 

NFPA 80-1981, 
Fire Doors and Windows 

Code 
Reference 

4.3.2. I. 

9.27.2.1. 
9.28.7.1. 

9.23.14.2. 
9.23.15.1. 
Table 
9.23.16.A. 
9.24.3.1. 
9.28.9.1. 
9.3 1.2.3. 

4.3.2.2. 

1.3.2. 
(Definition 
of Proprietary 
control centre) 
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Item 
No. 

- 48. 

49. 

50. 

51. 

52. 

53. 

54. 

55. 

56. 

57. 

58. 

59. 

Col. I 

1980 Standard 
Designation 

NFPA 96-1978, 
Installation of Equipment for 
the Removal of Smoke and 
Grease-Laden Vapors from 
Commercial Cooking Equipment 

NFPA101-1976, 
Code for Safety to Life from 
Fire in Buildings and Structures 

ULC SIOI-1977, 
Standard Methods of Fire 
Endurance Tests of Building 
Construction and Materials 

ULC S102-1978. 
Standard Method of Test for 
Surface Burning Characteristics 
of Building Materials 

ULC S102.2-1978, 
Standard Method of Test for 
Surface Burning Characteristics 
of Flooring, Floor Covering 
and Miscellaneous Materials 

ULCS102.3-1979, 
Standard Method of Fire Test 
of Light Diffusers and Lenses 

CAN4-S 104-77, 
Standard Method of Fire Tests 
of Door Assemblies 

CAN4-S 106-77, 
Standard Method For Fire 
Tests of Window and Glass 
Block Assemblies 

ULCS107-1969, 
Test Method for Fire 
Resistance of Roof Covering 
Materials 

ULC S109-1969, 
Standard For Flame Tests 
of Flame-Resistant Fabrics 
and Films 

ULC S110-1970, 
Standard for Air Ducts 

ULCS111-1977, 
Standard Method of Fire 
Tests for Air Filter Units 

2 

Revised 
Designation 

NFPA 96-1980, 
Installation of Equipment for 
the Removal of Smoke and 
Grease-Laden Vapors from 
Commercial Cooking Equipment 

NFPA 101-1981, 
Code for Safety to Life from 
Fire in Buildings and Structures 

ULC S101-M1980, 
Standard Methods of Fire 
Endurance Tests of Building 
Construction and Materials 

CAN4-S 102-M80, 
Standard Method of Test for 
Surface Burning Characteristics 
of Budding Materials 

CAN4-S 102.2-M80. 
Standard Method of Test For 
Surface Burning Characteristics 
of Flooring, Floor Covering 
and Miscellaneous Materials 

ULC S102.3-M 1982, 
Standard Method of Fire Test 
of Light Diffusers and Lenses 

CAN4-S 104-M80, 
Standard Method of Fire Tests 
of Door Assemblies 

CAN4-S 106-M80, 
Standard Method for Fire 
Tests of Window and Glass 
Block Assemblies 

ULC S107-M 1980, 
Test Method for Fire 
Resistance of Roof Covering 
Materials 

ULC S109-M1980, 
Standard for Flame Tests 
of Flame-Resistant Fabrics 
and Films 

ULC S110-M1980, 
Standard for Air Ducts 

CAN4-S I I I-M80, 
Standard Method of Fire 
Tests for Air Filter Units 

3 

Code 
Reference 

6.2.2.3.(4) 

3.2.9.1 .(7) 

3.1.4.5.(2) 
3.1.5.1.(1) 
3.2.3.5.(3) 
3.2.6.4.(7) 
6.2.10.5.(7) 

3.1.10.1.(1) 

3.1.4.5.(2) 
3.1.10.1 .(2) 
3.1.1 1 . 1  .(2) 

3.1.1 1.1.(2) 

3.1.6.4.(1) 
3.1.6.5.(4) 
3.2.6.4.(3) 

3.1.6.4.(1) 

3.1.13.1 .(I) 

3.1.4.7.(5) 
6.2.3.4.(1) 
6.2.3.5. 

6.2.3.2.(2) 
6.2.3.2.(3) 

6.2.3.14.(1) 

4 
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Item 
No. 

-C1 
60. 

61, 

62. 

63. 

Col. I 

1980 Standard 
Designation 

U1.C S112-1976, 
Standard for Fire Dampers 

CAN4-S 1 14-78, 
Standard Method of Test 
for Determination of Non- 
Combustibility in Building 
Materials 

ULC S524-1978, 
Standard for the Installation 
of Fire Alarm Systems and 
Emergency Voice Communication 
Systems 

U1.C S610-1978, 
Standard for Factory-Built 
Fireplaces 

2 

U LC S6 10- 1979, 9.22.8.1. 
Standard for Factory-Built 

Revised 
Designation 

ULC S112-M1980, 
Standard for Fire Dampers 

CAN4-S 1 14-M80, 
Standard Method of Test 
for Determination of Non- 
Combustibility in Building 
Materials 

CAN4-S524-M82. 
Standard for the Installation 
of Fire Alarm Systems 

Page 

80 

Code 
Reference 

3.1.6.4.(1) 
3.1.6.5.(3) 

1.3.2. 
(Definitions 
of Combus/ihle 
and 
Nonc~omhustible 

3.2.4.4.(6) 
3.2.4.6.(1) 
3.2.6.9.(3) 

Reference 

3.2.3.8.(2) 

ERRATA 
to the 

National Building Code of Canada 1980 

(Errata to Second Printing, October 1981. Does not include 
Errata to First Printing.) 

3.2.5.2.(3) 

6.3.7.l.(l)(b) 

8.2.5.5.(1)(b) 

9.8.3.7. 

9.10.8.1. 

Table 9.23.3.8. 

Correction 

In the first line change "esposed building,face" to read "e.rposing 
buil~ling jac.e." 

In the first line delete "Except as provided in Sentences (3) 
and (5)," 

In the first line delete "Except as provided in Sentence 5," 

Change "that" to read "than." 

Change "extended" to read "extend." 

In the first line change "head room" to read "headroom." 

In the second line italicize the word "mezzanines." 

In the third entry of Column 3 change "45" to read "51." 
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