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REVISIONS 

to the 

National Building Code of Canada 1980 

These revisions to the National Building Code of Canada have been approved 
by the Associate Committee on the National Building Code. 

Page Reference 

32 3.1.4.1 .(2)(b) 

Revision 

Delete and substitute: 

(b) sheet metal mechanically fastened to the supporting assembly 
independent of the insulation and having a thickness of at 
least 0.38 mm and a melting point of not less than 650°C 
provided the building does not contain a Group B or Group 
C major occupancy. 

Add new Clause (h) and renumber remaining clauses accordingly. 

(h) thermosetting foamed plastic insulation having a flame- 
spread rating of not more than 500 which forms part of a 
factory-assembled exterior wall panel that does not incor- 
porate an air space provided 

(i) the foamed plastic is protected on both sides by sheet 
steel which has a thickness of at least 0.38 mm and 
which will remain in place for at least 10 min when 
the wall panel is tested in conformance with ULC 
S101-1977, "Standard Methods of Fire Endurance 
Tests of Building Construction and Materials," 

(ii) the flame-spread rating of the wall panel, determined 
by subjecting a sample including an assembled joint 
to the appropriate test described in Subsection 3.1. lo., 
does not exceed the flame-spread rating permitted for 
the room or space which it bounds, 

(iii) the building does not contain a Group B or Group C 
major occupancy, and 

(iv) the building does not exceed 18 m in height, measured 
between grade and the ceiling of the uppermost storey. 

Add new Article 9.10.17.8. and renumber existing Article 
9.10.17.8. as 9.10.17.9. 

9.10.17.8 Where foamed plastic is used in an assembly permit- 
ted to be of combustible construction, it shall be protected on 
the interior surfaces by one of the finishes described in Subsec- 
tions 9.30.4. to 9.30.12. or, in buildings that do not contain a 
Group C major occupancy, by sheet metal not less than 0.38 
mm in thickness, mechanically fastened to the supporting 
assembly independent of the insulation and having a melting 
point of not less than 650°C. 
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