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REVISIONS 
to the 

National Building Code of Canada 
1980 

The following revisions to the National Building Code of Canada 
have been approved by the Associate Committee on the National 
Building Code. 

Page Reference Revision 

17 2.2.3. In the last line change the date to read "30 June 1983." 

Referenced Standards 

Revise standards in the location shown in Column 4 of the following Table to conform to those in Column 3. 

Item 
No.  

1 

2 

3 

4 

5 

Col. 1 

1980 Standard 
Designation 

ASTM A252-77A, 
Welded and Seamless Steel 
Pipe Piles 

ASTM A444-78, 
Steel Sheet, Zinc Coated (Galva- 
nized) by the Hot-Dip Process 
for Culverts and Underdrains 

ASTM A61 1-72 (1979), 
Steel, Cold-Rolled Sheet, 
Carbon, Structural 

CGSB19-GP-9Ma(1978), 
Sealing Compound, One 
Component, Silicone Base, 
Chemical Curing 

CGSB 19-GP-13M(1976), 
Sealing Compound, One 
Component, Polysulphide 
Base, Chemical Curing 

2 

Revised 
Designation 

ASTM A2.52-82, 
Welded and Seamless Steel 
Pipe Piles 

ASTM A444-83, 
Steel Sheet, Zinc Coated (Galva- 
nized) by the Hot-Dip Process 
for Culverts and Underdrains 

ASTM A61 1-82, 
Steel, Cold-Rolled Sheet, 
Carbon, Structural 

CAN2-19.13-M82, 
Sealing Compound, One 
Component, Elastomeric, 
Chemical Curing 

CAN2- 19.13-M82, 
Sealing Compound, One 
Component, Elastomeric, 
Chemical Curing 

3 

Code 
Reference 

4.2.3.8. 

9.1.4.3.1. 

4.2.3.8. 

9.28.4.3. 
9.30.13.4. 

9.28.4.3. 
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Item 
No. 

6 

7 

8 

9 

10 

1 1 

12 

13 

14 

15 

16 

Col. 1 

Revised 
Designation 

CAN2-19.13-M82, 
Sealing Compound, One 
Component, Elastomeric, 
Chemical Curing 

CGSB 37-GP-8Ma(1982), 
Asphalt, Cutback, Filled 
for Roof Coating 

CAN3-AS-M83, 
Portland Cements 

CAN3-A8-M83, 
Masonry Cement 

CAN3-A93, M82, 
Vents for Buildings 

CSA 080-M1983, 
Wood Preservation 

CSA 0 1  15-M1982, 
Hardwood and Decorative 
Plywood 

NFPA 13-1983, 
Installation of Sprinkler 
Systems 

NFPA 14-1983, 
Installation of Standpipe 
and Hose Systems 

NFPA 71-1982, 
Installation, Maintenance 
and Use of Central Station 
Signaling Systems 

NFPA 80-1983, 
Fire Doors and Windows 

3 

1980 Standard 
Designation 

CGSB 19-GP-16M(1977), 
Sealing Compound, One 
Component, Polyurethane 
Base, Chemical Curing 

CGSB 37-GP-8M(1976), 
Asphalt, Cutback Filled 
for Roof Coating 

, 

CAN3-AS-M77, 
Portland Cements 

CAN3-A8-M77, 
Masonry Cement 

CSA A93-1965, 
Vents for Buildings 

CSA 080- 1974, 
Wood Preservation 

CSA 0115-1967, 
Hardwood Plywood 

NFPA 13-1978, 
Installation of Sprinkler 
Systems 

NFPA 14-1978, 
Installation of Standpipe 
and Hose Systems 

NFPA71-1977, 
Installation, Maintenance 
and Use of Central Station 
Signaling Systems 

NFPA 80-1979, 
Fire Doors and Windows 

2 

Code 
Reference 

9.28.4.3. 

9.27.2.1. 

9.3.1.2. 
9.20.3.1. 
9.29.2.1. 

9.20.3.1. 

9.19.1.1. 

3.1.4.2.(1) 
4.2.3.2.(1) 
9.3.2.10. 

9.28.9.1. 
9.31.2.3. 

3.1.11.1.(3) 
3.2.5.5.(1) 
3.2.9.1 .(7) 

3.2.5.4.(4) 

1.3.2. 
(Definition of 
independent 
central 
station) 

3.1.6.4.(4) 
3.1.6.6.(2) 
3.1.6.7.(5) 
3.1.6.8.(1) 
3.3.3.3.(2) 
9.10.14.1. 
9.10.14.11. 
9.10.14.18. 
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Item 
No. 

17 

18 

19 

20 

21 

22 

23 

Col. 1 

Revised 
Designation 

NFPA 82- 1983, 
Incinerators, Waste and 
Linen Handling Systems 
and Equipment 

NFPA 214-1983, 
Water Cooling Towers 

CAN4-S101-M82, 
Standard Methods of Fire 
Endurance Tests of Building 
Construction and Materials 

CAN4-S102-M83, 
Standard Method of Test for 
Surface Burning Characteris- 
tics of Building Materials 
and Assemblies 

CAN4-S102.2-M83, 
Standard Method of Test for 
Surface Burning Characteris- 
tics of Flooring, Floor Cover- 
ing and Miscellaneous 
Materials and Assemblies 

CAN4-S112-M82, 
Standard Method of Fire 
Test of Fire-Damper 
Assemblies 

CAN4-S604-M82, 
Standard for Factory-Built, 
Type A Chimneys 

3 

1980 Standard 
Designation 

NFPA 82-1977, 
Incinerators, Waste and 
Linen Handling Systems and 
Equipment 

NFPA 214-1977, 
Water Cooling Towers 

ULC S101-1977, 
Standard Methods of Fire 
Endurance Tests of Building 
Construction and Materials 

ULC S102-1978, 
Standard Method of Test for 
Surface Burning Characteris- 
tics of Building Materials 

ULC S102.2-1978, 
Standard Method of Test for 
Surface Burning Characteris- 
tics of Flooring, Floor Cover- 
ing and Miscellaneous 
Materials 

ULC S112-1976, 
Standard for Fire Dampers 

CAN4-S604-78, 
Standard for Factory-Built, 
Type A Chimneys 

2 

Code 
Reference 

6.2.7.1. 
9.10.10.7. 

6.2.3.14.(5) 

3.1.4.5.(2) 
3.1.5.1.(1) 
3.2.3.5.(3) 
3.2.6.4.(7) 
6.2.10.5.(7) 

3.1.10.1 .(I) 

3.1.4.5.(2) 
3.1.10.1 .(2) 
3.1.11.1.(2) 

3.1.6.4.(1) 
3.1.6.5.(3) 

6.3.6.1. 
9.21.1.3. 
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