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Guide to Calculating Airborne Sound 

Transmission in Buildings 
 

Applying ISO Measurement and Prediction Standards in a North American Context 

Abstract: In recent years, the science and engineering for controlling sound transmission in buildings have 

shifted from a focus on individual assemblies such as walls or floors, to a focus on performance of the 

complete system. Standardized procedures for calculating the overall transmission, combined with 

standardized measurements to characterize sub-assemblies, provide much better prediction of sound 

transmission between adjacent indoor spaces. The International Organization for Standardization (ISO) 

has published a calculation method, ISO 15712-1 (now replaced by ISO 12354-1) that uses laboratory test 

data for sub-assemblies such as walls and floors as inputs for a detailed procedure to calculate the 

expected sound transmission between adjacent rooms in a building. This standard works very well for 

some types of construction, but to use it in a North American context one must overcome two obstacles 

– incompatibility with the ASTM standards used by our construction industry, and low accuracy of its 

predictions for lightweight wood or steel frame construction. To bypass limitations of ISO 15712-1, this 

Guide explains how to merge ASTM and ISO test data in the ISO calculation procedure, and provides 

recommendations for applying extended measurement and calculation procedures for specific common 

types of construction. This Guide was developed in a project established by the National Research Council 

Canada to support the transition of construction industry practice to using the apparent sound 

transmission class (ASTC) rating for noise protection objectives in the 2015 edition of the National Building 

Code of Canada (NBCC). However, the potential range of application goes beyond the minimum 

requirements of the NBCC – the Guide also facilitates design to provide enhanced sound insulation, and 

should be generally applicable to construction in both Canada and the USA. 

This publication contains a limited set of examples for several types of construction, to provide an 

introduction and overview of the ASTC calculation procedure. Additional examples and measurement data 

can be found in the companion documents to this Guide, namely NRC Research Reports RR-333 to RR-

337. Furthermore, the calculation procedure outlined and illustrated in this Guide is also used by the 

software web application soundPATHS, which is available for free on the website of the National Research 

Council Canada (see the references in Section 7 of this Guide for access details). 

Although it is not repeated at every step of this Guide, it should be understood that some variation in 

sound insulation is to be expected in practice due to changes in the specific design details, quality of 

ǁoƌkŵaŶship, suďstitutioŶ of ͞geŶeƌiĐ eƋuiǀaleŶts͟, or simply rebuilding the construction. It would be 

prudent to allow a margin of error of 2-3 ASTC points to ensure that a design will satisfy a specific 

requirement.  

Despite this caveat, the authors believe that methods and results shown here do provide a good estimate 

of the apparent sound insulation for the types of constructions presented. 
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Changes in the Fifth Edition  

This fifth edition supersedes all prior editions of the NRC Research Report RR-331. 

Changes in the fourth and fifth editions include: 

 Reorganization of Chapter 1 and consolidation of descriptions for worked examples 

 Update of the worked examples with hollow concrete block masonry walls and precast concrete 

floors in Chapters 2 and 5, based on two new NRC Research Reports: 

o 2nd edition of RR-ϯϯϰ, ͞AppaƌeŶt “ouŶd IŶsulatioŶ iŶ CoŶĐƌete BloĐk BuildiŶgs͟, and  

o 1st edition of RR-ϯϯϯ, ͞AppaƌeŶt “ouŶd IŶsulatioŶ iŶ PƌeĐast CoŶĐƌete BuildiŶgs͟ 

 Update of the worked examples for wood-framed constructions in Section 4.2, based on the new 

NRC Research Report RR-ϯϯϲ, ͞AppaƌeŶt “ouŶd IŶsulatioŶ iŶ Wood-Fƌaŵed BuildiŶgs͟ 

 Update of the specimen descriptions in the worked examples for CFS-framed constructions in 

Section 4.3 

 New appendix on ASTC calculations involving composite assemblies, e.g. walls with doors 

 Various editorial updates and corrections 
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1. Sound Transmission via Many Paths 

The simplest approach to controlling sound transmission between adjacent rooms in buildings considers 

only the sound transmission through the separating wall or floor between the rooms. This approach has 

been entrenched in North American building codes which for many decades have only included 

requirements for the single number ratings for the common assembly between dwellings.  The single 

number ratings used by this approach have been the sound transmission class (STC) rating for airborne 

sources and the impact insulation class (IIC) rating for footstep noise.  

Implicit in this approach is the simplistic assumption that sound is only transmitted through the separating 

assembly between rooms – the separating wall assembly when the rooms are side-by-side (illustrated in 

Figure 1.1) or the floor/ceiling assembly when rooms are one-above-the-other.  Under this approach, if 

there is a noise complaint, the problem is often incorrectly attributed to errors in either the design of the 

separating assembly or the workmanship of those who built it and remediation only focusses on that 

assembly. 

 

 

Figure 1.1: A cross-section through two side-by-

side rooms of a building showing the historic 

perspective that sound from an airborne noise 

source (represented by red loudspeaker in the 

drawings, which could include anything from a 

home theatre to people talking loudly) is only 

transmitted directly through the separating 

assembly between the rooms (in this case the 

wall).    

Figure 1.2: In reality, there are many paths for 

sound transmission between adjacent rooms 

including both direct transmission through the 

separating assembly and indirect flanking paths, 

a few of which are indicated here. The flanking 

paths usually significantly affect the overall sound 

transmission.  See Section 1.4 for more detail 

about the different paths. 

In reality, there is direct transmission of sound through the separating assembly, but that is only part of 

the story of how sound is transmitted between adjacent rooms. As illustrated in Figure 1.2, the airborne 

sound source excites all the surfaces in the source room and all of these surfaces vibrate in response.  

Some of this vibrational energy is transmitted as structure-borne sound across the surfaces abutting the 

separating assembly, through the junctions where these surfaces join the separating assembly and into 

the surfaces of the adjoining space. The surfaces in the receiving room then radiate part of the vibrational 

energy as airborne sound. The sound transmission by these paths is called flanking sound transmission. 
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The occupants of the adjacent room hear the combination of the radiated sound due to the direct 

transmission through the separating assembly plus the radiated sounds due to structure-borne flanking 

transmission involving all the other elements coupled to the separating assembly. There may also be the 

transmission of sound through leaks (openings) in the walls.  Therefore, it follows that in reality, the sound 

insulation between adjacent rooms is always worse than just the sound insulation of the separating 

assembly. The importance of including all of the transmission paths has long been recognized in principle 

and the fundamental science was largely explained decades ago by Cremer et al. [8].   

Whereas the STC rating is used as the single number rating for sound transmitted only through a wall or 

floor, there is a single number rating called the apparent sound transmission class (ASTC) rating which 

includes the contribution of the sound transmitted directly through the separating assembly plus the 

sound transmitted by all of the flanking paths.  Although the measurement of the ASTC rating in a building 

according to the standard, ASTM E336 is quite straightforward, estimating the ASTC rating of a building is 

more complex. The challenge has been to reduce the complicated calculation of the sound transmission 

by multiple paths into manageable engineering that yields trustworthy quantitative estimates and to 

standardize that process to facilitate its inclusion in a regulatory framework.   

For design or regulation, there are standardized frameworks for estimating the overall sound transmission 

which have been developed and have been in use to support performance-based European building 

codes.  For example, in 2005, the International Organization for Standardization (ISO) published the 

standard, ISO 15712-ϭ, ͞BuildiŶg aĐoustiĐs — Estimation of acoustic performance of buildings from the 

performance of elements — Part 1: Airborne sound insulation between rooŵs͟ [ϳ]. This staŶdaƌd is oŶe 
part of four dealing with sound transmission in buildings.  In 2017, the four parts of ISO 15712 were 

replaced by the corresponding parts of ISO 12354. However, this Report continues to reference ISO 15712, 

for the reasons which will be discussed in Section 1.1. 

ISO 15712-ϭ outliŶes a pƌoĐeduƌe foƌ estiŵatiŶg the ǁeighted appaƌeŶt souŶd ƌeduĐtioŶ iŶdeǆ ;R’ǁͿ of 
building assemblies.  The weighted apparent sound reduction index has a corresponding rating called the 

apparent sound transmission class (ASTC) rating as described in the standard, ASTM E336 [2].  It is the 

ASTC rating that is used in the 2015 edition of the National Building Code of Canada as explained in detail 

in the NRC Report RR-331 [15].  

However, there were two significant impediments to applying the standard, ISO 15712-1 in a North 

American context.  Although ISO 15712-1 provides reliable estimates for some types of building 

constructions such as buildings with concrete floors and concrete or masonry walls, the estimates are 

more difficult to make for the lightweight framed construction widely used for buildings in North America.  

Secondly, the ISO standards for building acoustics differ from the ASTM standards used by the 

construction industry in North America, both in terms of the terminology and in the specific technical 

requirements for measurement procedures and ratings.  The following sections of this chapter outline a 

strategy for dealing with these limitations, both explaining how to merge ASTM and ISO test data and 

procedures, and providing recommendations for adapting the calculation procedures for common types 

of construction. 
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1.1. Predicting Sound Transmission for Common Types of Construction  

As noted in the last section, ISO 15712-1 provides reliable estimates for buildings with concrete floors and 

walls of concrete or masonry, but it is less accurate for other common types of construction, especially 

for lightweight wood-frame and steel-frame constructions. ISO 15712-1 has other limitations, too. For 

example, in several places the Standard identifies situations where the detailed calculation is not 

appropriate, but does not provide specific guidance on how to deal with such cases. Many of these 

limitations can be overcome by using data from laboratory testing according to the ISO 10848 series of 

standards [7]. The four parts of ISO 10848 were developed to deal with measuring flanking sound 

transmission for various combinations of construction types and junctions.  

The 2015 edition of the National Building Code of Canada (NBCC) deals with these constraints by 

specifying suitable procedures and test data to deal with calculating the ASTC rating for different types of 

construction, with direct references to ISO 15712-1 and the ISO 10848 series.  

In 2017, the 4 parts of ISO 15712 were replaced by the corresponding parts of ISO 12354. The procedures 

in ISO 12354-1 are equivalent to those of ISO 15712-1, and resolve most of the concerns identified in the 

preceding paragraphs. At the time of preparing this Guide, the NBCC has not been updated to replace 

references to ISO 15712-1 with the corresponding links to the new ISO 12354-1. For consistency with the 

NBCC, this Guide outlines the steps of the standardized calculation procedures with references to 

ISO 15712-1. Referencing ISO 12354-1 instead would have negligible impact on the contents of this Guide 

other than the different number of the referenced standard. 

 

Following the approach in the 2015 NBCC, and to provide more guidance to users on how to use the 

calculation procedure, this Guide presents an approach suited to each type of construction:  

 For types of construction where the calculation procedure of ISO 15712-1 is accurate, the Guide 

outlines the steps of the standardized calculation process. The Guide does not reproduce the 

equations of ISO 15712-1, but it does indicate which equations apply in each context;  

 For types of construction where the calculation procedure of ISO 15712-1 is not so accurate, the 

Guide presents an alternative approach. This is based on experimental data obtained using the 

ISO 10848 series of standards for laboratory measurement of flanking sound transmission. It 

combines the sound power due to direct and flanking sound transmission in the same way as 

ISO 15712-1, as described in Section 1.4 of this Guide.  

Each type of construction is presented in a separate chapter of this Guide, as follows: 

 Concrete and masonry structures in Chapter 2 

 Cross-laminated timber (CLT) structures in Chapter 3 

 Lightweight wood-framed and steel-framed structures in Chapter 4 

 Hybrid structures integrating different types of construction in Chapter 5  
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1.2. Applying the Concepts of ISO Standards in an ASTM Environment 

Although the building acoustics standards developed by ASTM are very similar in concept to the 

corresponding ISO standards, there are differences in the terminology and technical requirements 

between the two which present numerous barriers to using a mix of standards from the two domains.  

The standard, ASTM E336 recognizes the contribution of flanking to apparent sound transmission, but 

there is neither an ASTM standard for measuring the structure-borne flanking sound transmission that 

often dominates sound transmission between rooms, nor an ASTM counterpart of ISO 15712-1 for 

estimating the combination of direct and flanking sound transmission. In the absence of suitable ASTM 

standards, this Guide uses the procedures of ISO 15712-1 and data from the complementary ISO 10848 

series for some constructions, but connects this ISO calculation framework to the ASTM terms and test 

data widely used by the North American construction industry. This methodology combines the 

identification of data from ASTM laboratory tests which can reasonably be used in place of their ISO 

counterparts and presenting the results using ASTM terminology (or new terminology for flanking sound 

transmission that is consistent with existing ASTM terms) to facilitate their use and understanding by a 

North American audience. Some obvious counterparts in the terminology are presented in Table 1.1.  

ISO Designation Description ASTM Counterpart 

ISO 10140 Parts 1 and 2 

 (formerly ISO 140-3) 

Laboratory measurement of airborne 

sound transmission through a wall or floor 

ASTM E90 

sound reduction index, R  

(ISO 10140-2) 

Fraction of sound power transmitted (in 

dB) at each frequency, in laboratory test 

sound transmission loss, 

TL    (ASTM E90) 

weighted sound reduction 

index, Rw  (ISO 717-1) 

Single-number rating determined from R 

or TL values in standard frequency bands 

sound transmission class, 

 STC   (ASTM E413) 

apparent sound reduction 

iŶdeǆ, R’ ;I“O 16283-1) 

Fraction of sound power transmitted (in 

dB) at each frequency, including all paths 

in a building 

apparent sound 

transmission loss, ATL    

(ASTM E336) 

weighted apparent sound 

reduction iŶdeǆ, R’w   

(ISO 717-1) 

Single-number ƌatiŶg deteƌŵiŶed fƌoŵ R’ 
or ATL values in standard frequency bands 

apparent sound 

transmission class, ASTC 

(ASTM E413) 

Table 1.1: Standards and terms used in ISO 15712-1 for which ASTM has close counterparts  

Note that the desĐƌiptioŶ ͞ĐouŶteƌpaƌt͟ does Ŷot iŵplǇ that the A“TM aŶd I“O staŶdaƌds oƌ teƌŵs aƌe 
exactly equivalent. For example, the descriptors RW aŶd “TC aƌe Ŷot iŶteƌĐhaŶgeaďle. Neitheƌ aƌe R’W and 

ASTC because of systematic differences in the calculation procedures. However, the laboratory test used 

to measure airborne sound transmission through wall or floor assemblies – ASTM E90 and its counterpart 

ISO 10140-2 – are based on essentially the same procedure, with minor variants in facility requirements. 

Theƌefoƌe, the ŵeasuƌed ƋuaŶtities ͞souŶd tƌaŶsŵissioŶ loss͟ fƌoŵ the A“TM EϵϬ test aŶd ͞souŶd 
ƌeduĐtioŶ iŶdeǆ͟ fƌoŵ the I“O staŶdaƌd aƌe suffiĐieŶtlǇ siŵilaƌ so that data fƌoŵ A“TM EϵϬ tests ĐaŶ ďe 
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used in place of data from ISO 10140-2 tests in the calculations of ISO 15712-1 to obtain a sensible answer. 

Similarly, the simplified calculation of ISO 15712-1 may be performed using STC ratings to predict the ASTC 

ƌatiŶg. The Đlose paƌallel ďetǁeeŶ ͞ souŶd ƌeduĐtioŶ iŶdeǆ͟ aŶd ͞ souŶd tƌaŶsŵissioŶ loss͟ also means that 

results from ISO 15712-ϭ ĐalĐulatioŶs ;ŶoƌŵallǇ eǆpƌessed as R’ ǀaluesͿ ĐaŶ ĐoŶfideŶtlǇ ďe tƌeated as 
calculated apparent sound transmission loss (ATL) values and then used in the procedure of ASTM E413 

to calculate the ASTC rating, which is the objective for designers or regulators in the North American 

context. 

For purposes of this Guide, a glossary of new terms with counterparts in ISO 15712-1 (using terminology 

consistent with measures used in ASTM standards) and of other key terms from pertinent ISO standards 

such as ISO 15712-1 and ISO 10848 is presented in Table 1.2.  

In addition, several scientific terms used in ISO 15712-1 at various stages of the calculation have been 

used without change. These include: radiation efficiency, velocity level difference, internal loss factor, 

total loss factor, equivalent absorption length, and transmission factor. They are described in the glossary 

in Annex A of ISO 15712-1. 
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Terms used in this Guide Description 

Structural reverberation 

time (TS) 

Structural reverberation time is a measure indicating the rate of decay of 

vibration energy in an element and can apply either to a laboratory wall or 

floor assembly, or to a wall or floor assembly in-situ in a building. 

Sound transmission loss 

in-situ (TLsitu) 

Sound transmission loss in-situ is the counterpart of sound reduction index 

in-situ (Rsitu) described in ISO 15712-1 as "the sound reduction index of an 

element in the actual field situation".  

Change in sound 

tƌaŶsŵissioŶ loss ;ΔTLͿ 
Change in sound transmission loss is the difference in sound transmission 

loss due to a lining applied on one side of a wall or floor assembly when 

measured according to ASTM E90, compared with the sound transmission 

loss of the same assembly without a lining. 

Change in sound 

tƌaŶsŵissioŶ Đlass ;Δ“TCͿ 
Change in sound transmission class is the difference in single-number rating 

due to a lining applied on one side of a wall or floor assembly. The calculation 

pƌoĐeduƌe foƌ Δ“TC is desĐƌiďed iŶ AppeŶdiǆ Aϭ of this Guide. 

Vibration reduction index 

(Kij) 

Vibration reduction index (Kij) is described in ISO 15712-1 as "direction-

averaged vibration level difference over a junction, normalised to the 

junction length and the equivalent sound absorption length to make it an 

invariant quantity". Depending on the type of building element, Kij values 

may be determined using equations in Annex E of ISO 15712-1 or the 

measurement procedures of ISO 10848.  

Velocity level difference 

(VLD) 

Velocity level difference (VLD) is described in ISO 15712-ϭ as ͞juŶĐtioŶ 
velocity level difference in-situ between an excited element (wall or floor) 

aŶd the ƌeĐeiǀiŶg eleŵeŶt ;ǁall oƌ flooƌͿ.͟ It is ĐalĐulated ďǇ ĐoƌƌeĐtiŶg the 
Kij value to allow for edge loss conditions (identified through structural 

reverberation times) of the assemblies in-situ. 

Flanking sound 

transmission loss  

(Flanking TLij) 

Flanking sound transmission loss is the counterpart of flanking sound 

reduction index (Rij) in ISO 15712-1. It is a measure of sound transmission via 

the flanking path from element i in the source room to element j in the 

receiving room, normalised like apparent sound transmission loss. 

Flanking sound 

transmission class 

(Flanking STCij) 

Flanking STC is the single-number rating calculated from the flanking sound 

transmission loss following the STC calculation procedure of ASTM E413. 

Table 1.2:  Key terms used in this Guide to deal with concepts from ISO 15712-1 and ISO 10848 for which 

current ASTM acoustics standards have no counterparts.  
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1.3. Combining Sound Transmitted via Many Paths 

The calculations of ISO 15712-1 must combine the sound power transmitted via the direct path and via a 

set of flanking paths. To keep track of the sound transmission paths, it is useful to introduce the labeling 

convention for the paths that is used in ISO 15712-1 and is shown in Figure 1.3.  

 

Figure 1.3: This figure shows the labelling 

convention for transmission paths used in 

ISO 15712-1. Consider the transmission of 

airborne sound from a source room (left) to 

a receiving room (right). Each transmission 

path involves one surface in the source room 

(denoted by a capital letter) and one in the 

receiving room (denoted by a lower case 

letter). Direct transmission through the 

separating assembly is path Dd. For each 

edge of the separating assembly there are 

three flanking paths: Ff from flanking surface 

F to flanking surface f, Df from direct surface 

D to flanking surface f, and Fd from flanking 

surface F to direct surface d.  

Note that the letteƌ ͞F͟ oƌ ͞f͟ deŶotes flaŶkiŶg suƌfaĐe, aŶd ͞D͟ oƌ ͞d͟ deŶotes the suƌfaĐe foƌ direct 

transmission, i.e. the surface of the separating assembly. These surfaces may be either wall or floor/ceiling 

assemblies.  

1.3.1. Calculation of the ASTC Rating 

In Canada, building elements are normally tested according to the ASTM E90 standard, and building code 

requirements are given in terms of apparent sound transmission class (ASTC) determined from the 

apparent sound transmission loss (ATL) for the set of frequency bands from 125 Hz to 4000 Hz, following 

the procedure described in ASTM E413. Merging this context with using the ISO 15712-1 procedures in 

this Guide, the teƌŵs ͞diƌeĐt sound tƌaŶsŵissioŶ loss͟ aŶd ͞flaŶkiŶg sound tƌaŶsŵissioŶ loss͟ haǀe ďeeŶ 
introduced to provide consistency with ASTM terminology while matching the function of the direct and 

flanking sound reduction indices defined in ISO 15712-1.  

Section 4.1 of ISO 15712-1 defines a process to calculate the apparent sound transmission by combining 

the sound power transmitted via the direct path and the twelve first-order flanking paths (three paths at 

each of the four edges of the separating assembly, as illustrated in Figure 1.3). Equation 14 in ISO 15712-

1 is recast here with slightly different grouping of the paths (treating the set of paths at each edge of the 

separating assembly in turn) to match the presentation approach chosen for the examples in this Guide.  
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The apparent sound transmission loss is the logarithmic expression of the total transmission factor (’Ϳ: �ܶܮ = −ͳͲ log �′ dB Eq. 1.1 

The total transmission factor (’Ϳ is ĐalĐulated fƌoŵ a suŵ of tƌaŶsŵissioŶ factors for individual paths: 

�′ = �஽ௗ + ∑ (�ி௙ + �ிௗ + �஽௙)4
ாௗ௚௘=ଵ  

Eq. 1.2 

The transmission factors are defined as follows:  

’ is the ratio of the total sound power radiated into the receiving room relative to the sound 

power incident on the separating element; 

Dd is the ratio of the sound power radiated by the separating element relative to the sound power 

incident on the separating element;  

Df is the ratio of the sound power radiated by a flanking element f in the receiving room due to 

structure-borne transmission from element D in the source room, relative to the sound power 

incident on the separating element; 

Ff is the ratio of the sound power radiated by a flanking element f in the receiving room due to 

structure-borne transmission from element F in the source room, relative to the sound power 

incident on the separating element; 

Fd is the ratio of the sound power radiated by element d in the receiving room due to structure-

borne transmission from flanking element F in the source room, relative to the sound power 

incident on the separating element. 

Each of the transmission factors ij can be related to a corresponding path transmission loss associated 

with a specific pair of surfaces by the following expressions: 

Direct transmission loss (for the separating assembly) = −ͳͲ log �஽ௗ dB  

Flanking transmission loss (for flanking path ij) = −ͳͲ log �௜௝  dB Eq. 1.3 

                   or conversely, ij  = ͳͲ−்�೔ೕ/ଵ଴    

To connect this more obviously to standard laboratory test results, the expressions of Equations 1.1 to 1.3 

can readily be recast in terms of sound transmission loss values, as shown in Eq. 1.4.  
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The apparent sound transmission loss (ATL) between two rooms (assuming the room geometry of Section 

1.4.1 and neglecting the sound that by-passes the ďuildiŶg stƌuĐtuƌe, e.g. leaks, duĐts,…Ϳ is the ƌesultaŶt 
of the direct sound transmission loss (TL஽ௗ) through the separating wall or floor element and the set of 

flanking sound transmission loss contributions (TLி௙ , TLிௗ, and TL஽௙) of the three flanking paths for 

every junction at the edges of the separating element (as shown in Fig. 1.3) such that: 

ܮܶ�  =  −ͳͲ ∙ logଵ଴ ቌͳͲ−଴.ଵ∙்��� + ∑ (ͳͲ−଴.ଵ∙்��� + ͳͲ−଴.ଵ∙்���  +  ͳͲ−଴.ଵ∙்���) 4
௘ௗ௚௘=ଵ ቍ Eq. 1.4 

Note that this equation differs slightly from the calculation of the apparent sound transmission defined in 

Equation 14 of ISO 15712-1. Eq. 1.4 of this Guide treats the set of paths at each edge of the separating 

assembly in turn to match the presentation for the examples in this Guide. Eq. 1.4 is universally valid for 

all building systems, and the remaining challenge is to find the right expressions to calculate the sound 

transmission for the different paths for the chosen building system and situation.  

The standard ISO 15712-1 describes two methods of calculating the apparent sound insulation in a 

building: the Detailed Method and the Simplified Method. This Guide describes both methods to calculate 

the apparent sound insulation in a building.  

The Simplified Method uses the single-number ratings (STC or Flanking STC for each transmission path, as 

appropriate) instead of the frequency-dependent sound transmission loss values, and yields the ASTC 

directly: 

    �ܵܶ� = −ͳͲ ∙ logଵ଴ [ͳͲ−଴.ଵ⋅ௌ்஼�� + ∑ (ͳͲ−଴.ଵ⋅ௌ்஼�� + ͳͲ−଴.ଵ⋅ௌ்஼�� + ͳͲ−଴.ଵ⋅ௌ்஼��)4௘ௗ௚௘=ଵ ] Eq. 1.5 

The Simplified Method has been widely used by designers in Europe for many years for calculations based 

on RW data. Its primary advantage is the simplicity of the procedure, which makes it usable by non-

specialists. Although it is less rigorous than the Detailed Method, the differences between the results 

using the two methods are small, and the calculations for the Simplified Method use approximations that 

should ensure the results are slightly conservative. 

The calculation process for each type of construction is presented in a separate chapter of this Guide: 

 Concrete and masonry structures in Chapter 2 

 Cross-laminated timber (CLT) structures in Chapter 3 

 Lightweight wood-framed and steel-framed structures in Chapter 4 

 Hybrid structures integrating different types of construction in Chapter 5 

For each of these types of construction, an appropriate type of laboratory data should be used, as detailed 

in that chapter.  
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The set of transmission factors used in this Guide is less general than the corresponding list of transmission 

factors in ISO 15712-1 to reflect the simplifications due to the Standard Scenario (see Section 1.4) and 

some further simplifications noted in the following cautions.  

 

Cautions and limitations to examples presented in this Guide: 

This Guide was developed to support the transition to ASTC ratings for sound control objectives in the 

National Building Code of Canada. Simplifications were made to meet the specific needs of that 

application, where sound insulation is addressed only in the context of multi-unit residential buildings. 

The simplifications include that:  

 Transmission around or through the separating assembly due to leaks at its perimeter or 

penetrations such as ventilation systems are assumed negligible.  

 Indirect airborne sound transmission (for example airborne flanking via an unblocked attic or 

crawl space) is assumed to be suppressed by normal fire blocking requirements. 

For adjacent units in a multi-family residential building, these two issues should be dealt with by using 

normal good practice for fire and sound control between adjoining dwellings.  

If this Guide is applied to situations other than separation between adjacent units in multi-family 

residential buildings, some of these issues may have to be explicitly addressed in the calculation 

process. For example, for adjoining rooms within a single office or home, flanking paths such as 

ventilation ducts or open shared plenum spaces may be an issue. The flanking sound transmission 

associated with these additional paths should be determined and included in the calculated ASTC. ISO 

15712-1 includes specific guidance for such issues, and the examples in this Guide allow for such a 

correction. A worked example of a scenario with two side-by-side rooms and a door is presented in 

Appendix A2. 
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1.4. Worked Examples in this Guide 

This Guide contains more than 50 worked examples that demonstrate the calculation of the ASTC rating 

for various construction types. Each worked example presents the pertinent physical characteristics of the 

wall and floor assemblies and their junctions, together with a summary of key steps in the calculation 

process for these constructions. 

1.4.1. Standard Scenario for the Worked Examples in this Guide 

The prediction of the sound transmitted in buildings depends not only on the construction details of the 

transmission paths, but also on the size and shape of each of the room surfaces and on the sound 

absorption in the receiving room. The ability to adjust the calculation to fit the dimensions in a specific 

building or to normalize to different receiving room conditions enables a skilled designer to obtain more 

accurate predictions.  

For purposes of this Guide, where results are presented for a variety of constructions, easy and meaningful 

comparison of results is facilitated by calculating all the examples for a common set of room geometry 

and dimensions. This is particularly useful where only small changes are made between the construction 

details in the examples, since any change in the ASTC rating can then be attributed to the changes that 

were made in the construction details. 

Therefore, a Standard Scenario has been adopted for all the examples, with the following constraints: 

 Sound is transmitted between adjacent rooms, either side-by-side or one-above-the-other. 

 The adjacent rooms are mirror images of each other, (with one side of the separating assembly 

facing each room, and constituting one complete face of each rectangular room). 

The Standard Scenario is illustrated in Figures 1.4 and 1.5, for the cases where one room is beside the 

other, or one is above the other, respectively. 
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Figure 1.4: 

Standard Scenario for 

͞hoƌizoŶtal ƌooŵ 
paiƌ͟ Đase ǁheƌe the 
pair of rooms are 

side-by side with a 

separating wall 

assembly between 

the two rooms. 

 

 

Figure 1.5: 

Standard Scenario for 

the ͞ǀeƌtiĐal ƌooŵ paiƌ͟ 
case where one of the 

pair of rooms is above 

the other,  

with the floor/ceiling 

assembly between the 

two rooms. 
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The pertinent dimensions and junction details are shown in Figures 1.4 and 1.5. 

 Note the labelling of junctions at the four edges of the separating assembly (J1 to J4) in Figures 1.4 

and 1.5. These junction designations are used in the design examples throughout this Guide. 

 For horizontal room pairs (i.e. rooms are side-by-side) the separating wall is 2.5 m high by 5 m wide, 

flanking floor/ceilings are 4 m by 5 m and flanking walls are 2.5 m high by 4 m wide.  

 For vertical room pairs (i.e. one room is above the other) the separating floor/ceiling is 4 m by 5 m 

wide and flanking walls in both rooms are 2.5 m high. 

 In general, it is assumed that junctions at one side of the room (at the separating wall if rooms are 

side-by-side) are cross-junctions, while one or both of the other two junctions are T-junctions. This 

enables the examples to illustrate typical differences between the two common junction cases. 

 For a horizontal room pair, the separating wall has T-junctions with the flanking walls at both the 

façade and corridor sides, and cross-junctions at floor and ceiling.  

 For a vertical room pair, the façade wall has a T-junction with the separating floor, but the opposing 

corridor wall has a cross-junction, as do the other two walls. 

Deviations from the Standard Scenario, such as for rooms with different dimensions or for room pairs 

where one room is an end unit with T-junctions instead of cross-junctions, can be calculated by 

substituting the appropriate room dimensions and junction details in the calculation procedures and in 

the worked examples in this Guide.  

Following the labeling convention described in Figure 1.3, the labels for the flanking surfaces of the 

Standard Scenarios are detailed in the following Table 1.3.  

Room Pair Surfaces D and d Flanking Surfaces F and f Junction 

Horizontal 

(Fig. 1.4) 
Separating wall 

Junction 1:  floor F and f 

Junction 2:  façade wall F and f  

Junction 3:  ceiling F and f  

Junction 4:  corridor wall F and 

f 

Cross-junction 

T-junction 

Cross-junction 

T-junction 

Vertical 

(Fig. 1.5) 
Separating floor/ceiling 

Junction 1:  wall F and f 

Junction 2:  façade wall F and f  

Junction 3:  wall F and f  

Junction 4:  corridor wall F and 

f 

Cross-junction 

T-junction 

Cross-junction 

Cross-junction 

Table 1.3: Surfaces (D, d, F and f) for flanking paths at each junction, as in the Standard Scenario. 
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1.4.2. Calculation Spreadsheets for the Worked Examples 

The calculation of the ASTC rating for each worked example is illustrated step by step in a calculation 

spreadsheet. Figure 1.6 shows two examples of calculation spreadsheets – one for a calculation using the 

Detailed Method of ISO 15712-1, and one for a calculation using the Simplified Method.  

Colour is used to highlight input and output values in the worked examples: 

 Bright yellow is used to indicate section headings, i.e. blocks of data for the separating assembly 

and the four junctions 

 Light red is used to indicate input values 

 Blue is used to indicate the direct sound transmission loss, including the effect of in-situ loss 

corrections and any added lining(s) on the separating assembly 

 Pale yellow is used to indicate calculated values of the combined flanking sound transmission due 

to a set of flanking paths 

 Green is used to indicate the final result for the ASTC rating 

     

Figure 1.6: Examples of calculation spreadsheets for the determination of the ASTC rating: The layouts 

for the Detailed Method (on the left) and the Simplified Method (on the right) are similar, 

but the former presents more detailed information. Larger versions of these images are given 

in the following discussion of each method. 

  

ISO Symbol Reference 125 250 500 1000 2000 4000 STC or ASTC

Separating Partition (190 mm concrete block)

Sound Transmission Loss (TL)  R_D,lab RR-334, NRC Mean BLK190(NW) 35 38 44 50 58 62 49

Structural Reverberation Time  T_s,lab ISO 15712-1, Eq. C.5 0.299 0.191 0.119 0.072 0.042 0.024

Change by Lining on source side ΔR_D No Lining , 0 0 0 0 0 0

Change by Lining on receive side ΔR_d No Lining , 0 0 0 0 0 0

Structural Reverb. Time in-situ T_s,situ ISO 15712-1, Eq. C.1-C.3 0.256 0.169 0.108 0.067 0.040 0.023

Leakage or Airborne Flanking Sealed & Blocked 0.0 0.0 0.0 0.0 0.0 0.0

Direct TL in-situ R_D,situ ISO 15712-1, Eq. 19, 24 36 39 44 50 58 62 49

ISO Symbol Reference 125 250 500 1000 2000 4000 STC or ASTC

Junction 1 (Rigid cross-junction, 190 mm block separating wall / 150 mm concrete floor)

Sound Transmission Loss, F1 or f1  R_F1,lab RR-333, CON150, TLF-15-045 40 42 50 58 66 75 53

Structural Reverberation Time T_s,lab Measured T_s 0.439 0.369 0.250 0.205 0.146 0.077

Change by Lining on source side ΔR_F1 No Lining , 0 0 0 0 0 0

Change by Lining on receive side ΔR_f1 No Lining , 0 0 0 0 0 0

Structural Reverb. Time in-situ  T_s,situ ISO 15712-1, Eq. C.1-C.3 0.347 0.238 0.159 0.104 0.066 0.041

TL in-situ for F1  R_F1,situ ISO 15712-1, Eq. 19 41.0 43.9 52.0 60.9 69.4 77.8 55

TL in-situ for f1  R_f1,situ ISO 15712-1, Eq. 19 41.0 43.9 52.0 60.9 69.4 77.8 55

Junction J1 - Coupling

Velocity Level Difference for Ff  D_v,Ff_1,situISO 15712-1, Eq. 21, 22 9.3 9.4 9.7 10.0 10.5 11.1

Velocity Level Difference for Fd  D_v,Fd_1,situISO 15712-1, Eq. 21, 22 11.6 11.8 12.2 12.6 13.2 14.0

Velocity Level Difference for Df  D_v,Df_1,situISO 15712-1, Eq. 21, 22 11.6 11.8 12.2 12.6 13.2 14.0

Flanking Transmission Loss - Path data

Flanking TL for Path Ff_1 R_Ff ISO 15712-1, Eq. 25a 48 51 60 69 78 87 62

Flanking TL for Path Fd_1 R_Fd ISO 15712-1, Eq. 25a 49 52 59 67 76 83 63

Flanking TL for Path Df_1 R_Df ISO 15712-1, Eq. 25a 49 52 59 67 76 83 63

Junction 1: Flanking STC for all paths - 10*LOG10(10^-6.2 + 10^- 6.3 + 10^- 6.3 ) = 58

Junction 2 (Rigid T-Junction, 190 mm block separating wall / 190 mm block flanking wall)

Sound Transmission Loss, F2 or f2  R_F2,lab RR-334, NRC Mean BLK190(NW) 35 38 44 50 58 62 49

Structural Reverberation Time  T_s,lab ISO 15712-1, Eq. C.5 0.299 0.191 0.119 0.072 0.042 0.024

Change by Lining on source side ΔR_F2 No Lining , 0 0 0 0 0 0

Change by Lining on receive side ΔR_f2 No Lining , 0 0 0 0 0 0

Structural Reverb. Time in-situ  T_s,situ ISO 15712-1, Eq. C.1-C.3 0.219 0.146 0.094 0.059 0.036 0.021

TL in-situ for F2  R_F2,situ ISO 15712-1, Eq. 19 36.4 39.2 45.0 50.8 58.7 62.5 50

TL in-situ for f2  R_f2,situ ISO 15712-1, Eq. 19 36.4 39.2 45.0 50.8 58.7 62.5 50

Junction J2 - Coupling

Velocity Level Difference for Ff  D_v,Ff_2,situISO 15712-1, Eq. 21, 22 10.9 11.1 11.5 12.0 12.7 13.5

Velocity Level Difference for Fd  D_v,Fd_2,situISO 15712-1, Eq. 21, 22 11.0 11.3 11.7 12.3 13.0 13.8

Velocity Level Difference for Df  D_v,Df_2,situISO 15712-1, Eq. 21, 22 11.0 11.3 11.7 12.3 13.0 13.8

Flanking Transmission Loss - Path data

Flanking TL for Path Ff_2 R_Ff ISO 15712-1, Eq. 25a 48 51 58 64 72 77 62

Flanking TL for Path Fd_2 R_Fd ISO 15712-1, Eq. 25a 48 51 57 63 72 77 62

Flanking TL for Path Df_2 R_Df ISO 15712-1, Eq. 25a 48 51 57 63 72 77 62

Junction 2: Flanking STC for all paths - 10*LOG10(10^-6.2 + 10^- 6.2 + 10^- 6.2 ) = 57

Junction 3 (Rigid cross-junction, 190 mm block separating wall / 150 mm concrete ceiling)

All input values the same as for Junction 1

Junction 3: Flanking STC for all paths 58

Junction 4 (Rigid T-junction, 190 mm block separating wall / 190 mm block flanking wall)

All input data the same as for Junction 2, but different junctions at ceiling and floor change in-situ loss factors from Junction 2

Structural Reverb. Time in-situ  T_s,situ ISO 15712-1, Eq. C.1-C.3 0.238 0.158 0.102 0.063 0.038 0.021

TL in-situ for F4  R_F4,situ ISO 15712-1, Eq. 19 36.0 38.8 44.7 50.6 58.4 62.3 50

TL in-situ for f4  R_f4,situ ISO 15712-1, Eq. 19 36.0 38.8 44.7 50.6 58.4 62.3 50

Junction J4 - Coupling

Velocity Level Difference for Ff  D_v,Ff_4,situISO 15712-1, Eq. 21, 22 10.5 10.8 11.2 11.8 12.5 13.3

Velocity Level Difference for Fd  D_v,Fd_4,situISO 15712-1, Eq. 21, 22 10.8 11.1 11.6 12.1 12.9 13.7

Velocity Level Difference for Df  D_v,Df_4,situISO 15712-1, Eq. 21, 22 10.8 11.1 11.6 12.1 12.9 13.7

Flanking Transmission Loss - Path data

Flanking TL for Path Ff_4 R_Ff ISO 15712-1, Eq. 25a 47 51 57 63 72 77 62

Flanking TL for Path Fd_4 R_Fd ISO 15712-1, Eq. 25a 47 51 56 63 72 76 61

Flanking TL for Path Df_4 R_Df ISO 15712-1, Eq. 25a 47 51 56 63 72 76 61

Junction 4: Flanking STC for all paths - 10*LOG10(10^-6.2 + 10^- 6.1 + 10^- 6.1 ) = 57

Total Flanking (for all 4 junctions) 51

ASTC due to Direct plus Flanking Paths RR-331, Eq. 1.4 34 37 42 49 57 61 47

ISO Symbol STC or DSTC STC or ASTC

Separating Partition (78 mm 3-ply CLT)

Laboratory STC for Dd R_s,w RR-335, Base CLT03 36

Δ“TC change by Lining on D ΔR_D,w RR-ϯϯϱ, ΔTL-CLTϬϯ-WϬϯ 9

Δ“TC change by Lining on d ΔR_d,w RR-ϯϯϱ, ΔTL-CLTϬϯ-WϬϯ 9

If airborne flanking or bare CLT RR-335, STC(Bare CLT03) - STC(Base CLT03) N/A

Direct STC in-situ R_Dd,w RR-335, Eq. 4.1.2 36 + MAX(9,9) + MIN(9,9)/2  = 50

Junction 1 (Cross-Junction, 78 mm 3-ply CLT Separating Wall / 175 mm 5-ply CLT Floor)

Flanking Element F1: 

Laboratory STC for F1 R_F1,w RR-335, Base CLT05-Mean 42

Δ“TC ĐhaŶge ďǇ LiŶiŶg oŶ Fϭ ΔR_Fϭ,ǁ RR-ϯϯϱ, ΔTL-CLT-FϬϯ 10

Flanking Element f1:  

Laboratory STC for f1 R_f1,w RR-335, Base CLT05-Mean 42

Δ“TC ĐhaŶge ďǇ LiŶiŶg oŶ fϭ ΔR_fϭ,ǁ RR-ϯϯϱ, ΔTL-CLT-FϬϯ 10

Flanking STC for path Ff_1 R_ Ff,w RR-335, Eq. 4.1.3 42/2 + 42/2 + MAX(10,10) + MIN(10,10)/2 + 1.1 + 4 = 62

Flanking STC for path Fd_1 R_ Fd,w RR-335, Eq. 4.1.3 42/2 + 36/2 + MAX(10,9) + MIN(10,9)/2 + 10.5 + 4 = 68

Flanking STC for path Df_1 R_ Df,w RR-335, Eq. 4.1.3 36/2 + 42/2 +MAX(9,10) + MIN(9,10)/2 + 10.5 + 4 = 68

Junction 1: Flanking STC for all paths Subset of Eq. 4.1.1 - 10*LOG10(10^-6.2 + 10^- 6.8 + 10^- 6.8 ) = 60

Junction 2 (T-Junction, 78 mm 3-ply CLT Separating Wall / 78 mm 3-ply CLT Flanking Wall)

Flanking Element F2: 

Laboratory STC for F2 R_F2,w RR-335, Base CLT03 36

Δ“TC ĐhaŶge ďǇ LiŶiŶg oŶ FϮ ΔR_FϮ,ǁ RR-ϯϯϱ, ΔTL-CLTϬϯ-WϬϯ 9

Flanking Element f2:  

Laboratory STC for f2 R_f2,w RR-335, Base CLT03 36

Δ“TC ĐhaŶge ďǇ LiŶiŶg oŶ fϮ ΔR_fϮ,ǁ RR-ϯϯϱ, ΔTL-CLTϬϯ-WϬϯ 9

Flanking STC for path Ff_2 R_ Ff,w RR-335, Eq. 4.1.3 36/2 + 36/2 + MAX(9,9) + MIN(9,9)/2 + 3.5 + 7 = 60

Flanking STC for path Fd_2 R_ Fd,w RR-335, Eq. 4.1.3 36/2 + 36/2 + MAX(9,9) + MIN(9,9)/2 + 5.7 + 7 = 62

Flanking STC for path Df_2 R_ Df,w RR-335, Eq. 4.1.3 36/2 + 36/2 +MAX(9,9) + MIN(9,9)/2 + 5.7 + 7 = 62

Junction 2: Flanking STC for all paths Subset of Eq. 4.1.1 - 10*LOG10(10^-6 + 10^- 6.2 + 10^- 6.2 ) = 56

Junction 3 (Cross-Junction, 78 mm 3-ply CLT Separating Wall / 175 mm 5-ply CLT Ceiling)

Flanking Element F3: 

Laboratory STC for F3 R_F3,w RR-335, Base CLT05-Mean 42

Δ“TC ĐhaŶge ďǇ LiŶiŶg oŶ Fϯ ΔR_Fϯ,ǁ RR-ϯϯϱ, ΔTL-CLT-CϬϭ 7

Flanking Element f3:  

Laboratory STC for f3 R_f3,w RR-335, Base CLT05-Mean 42

Δ“TC ĐhaŶge ďǇ LiŶiŶg oŶ fϯ ΔR_fϯ,ǁ RR-ϯϯϱ, ΔTL-CLT-CϬϭ 7

Flanking STC for path Ff_3 R_ Ff,w RR-335, Eq. 4.1.3 42/2 + 42/2 + MAX(7,7) + MIN(7,7)/2 + 1.1 + 4 = 58

Flanking STC for path Fd_3 R_ Fd,w RR-335, Eq. 4.1.3 42/2 + 36/2 + MAX(7,9) + MIN(7,9)/2 + 10.5 + 4 = 66

Flanking STC for path Df_3 R_ Df,w RR-335, Eq. 4.1.3 36/2 + 42/2 +MAX(9,7) + MIN(9,7)/2 + 10.5 + 4 = 66

Junction 3: Flanking STC for all paths Subset of Eq. 4.1.1 - 10*LOG10(10^-5.8 + 10^- 6.6 + 10^- 6.6 ) = 57

Junction 4 (T-Junction, 78 mm 3-ply CLT Separating Wall / 78 mm 3-ply CLT Flanking Wall)

Flanking Element F4: 

Laboratory STC for F4 R_F4,w RR-335, Base CLT03 36

Δ“TC ĐhaŶge ďǇ LiŶiŶg oŶ Fϰ ΔR_Fϰ,ǁ RR-ϯϯϱ, ΔTL-CLT-WϬϯ 9

Flanking Element f4:  

Laboratory STC for f4 R_f4,w RR-335, Base CLT03 36

Δ“TC ĐhaŶge ďǇ LiŶiŶg oŶ fϰ ΔR_fϰ,ǁ RR-ϯϯϱ, ΔTL-CLT-WϬϯ 9

Flanking STC for path Ff_4 R_ Ff,w RR-335, Eq. 4.1.3 36/2 + 36/2 + MAX(9,9) + MIN(9,9)/2 + 3.5 + 7 = 60

Flanking STC for path Fd_4 R_ Fd,w RR-335, Eq. 4.1.3 36/2 + 36/2 + MAX(9,9) + MIN(9,9)/2 + 5.7 + 7 = 62

Flanking STC for path Df_4 R_ Df,w RR-335, Eq. 4.1.3 36/2 + 36/2 +MAX(9,9) + MIN(9,9)/2 + 5.7 + 7 = 62

Junction 4: Flanking STC for all paths Subset of Eq. 4.1.1 - 10*LOG10(10^-6 + 10^- 6.2 + 10^- 6.2 ) = 56

Total Flanking STC (for all 4 junctions) Subset of Eq. 4.1.1 Combining 12 Flanking STC values: 51

ASTC due to Direct plus Flanking Paths Eq. 4.1.1 Combining Direct STC and 12 Flanking STC values: 48

Reference
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Calculation Spreadsheets for Worked Examples using the Detailed Method 

Worked examples demonstrating the calculation of the ASTC rating using the Detailed Method are 

presented in Sections 2.1, 2.2, 2.3, 3.2, 5.1, and 5.2. 

The calculations using the Detailed Method are performed in the 16 one-third octave frequency bands 

between 125 Hz and 4000 Hz, but to save space data is only presented in six of these one-third octave 

bands (125 Hz, 250 Hz, 500 Hz, 1000 Hz, 2000 Hz, and 4000 Hz). It should be kept in mind that the data 

shown in the worked examples is only a subset of the actual data used for the calculations. 

Within each spreadsheet, the ͞RefeƌeŶĐe͟ ĐoluŵŶ pƌeseŶts the souƌĐe of iŶput data. The source may be 

indicated by an NRC report number and identifier for a laboratory test result, or by applicable equations 

and sections of ISO 15712-1 or their counterparts using ASTM ratings. Symbols and subscripts identifying 

the corresponding variable in ISO 15712-1 are given in the adjacent column. 

To permit readers to better assess the worked examples using the Detailed Method, the spreadsheets 

show the single-number ratings (such as STC for each assembly and Flanking STC for specific paths) at 

intermediate steps during the calculation. Note that these single-number ratings shown at each stage of 

the calculation are presented only to provide readers with a convenient indication of the relative strength 

of the 13 sound transmission paths. The actual calculation at each step is performed in the individual one-

third octave bands. The sound transmission loss values for the 13 paths are combined to arrive at the 

overall apparent sound transmission loss (ATL) for each frequency band. The ASTC rating is then calculated 

from the values for apparent sound transmission loss in the 16 one-third octave frequency bands between 

125 Hz and 4000 Hz. 

Under the headiŶg ͞“TC oƌ A“TC͟ the examples using the Detailed Method present single-number ratings, 

each calculated from a set of one-third octave band data according to ASTM E413, to provide a consistent 

set of summary single-number measures at each stage of the calculation: 

 STC values for the laboratory sound transmission loss of wall or floor assemblies 

 In-situ STC values for the calculated in-situ sound transmission loss of wall and floor assemblies 

 Direct STC values for the in-situ sound transmission loss through the separating assembly 

including the effect of linings 

 Flanking STC values calculated for each flanking sound transmission path at each junction 

including the effect of linings 

 Apparent STC (ASTC) values for the combination of direct and flanking transmission via all paths 

The Detailed Method worksheet for an example with side-by-side rooms is shown in Figure 1.7. 
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Figure 1.7: Example of a calculation spreadsheet for the ASTC calculation using the Detailed Method. 
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Calculation Spreadsheets for Worked Examples using the Simplified Method 

Worked examples that demonstrate the calculation of the ASTC rating using the Simplified Method are 

presented in Sections 2.4, 3.1, 4.2, 4.3, and 5.3. 

UŶdeƌ the headiŶg ͞“TC or Δ“TC͟, the eǆaŵples pƌeseŶt iŶput data deteƌŵined from laboratory tests:  

 STC values for the laboratory sound transmission loss of wall or floor assemblies 

 Δ“TC ǀalues ŵeasuƌed iŶ the laďoƌatoƌǇ foƌ the ĐhaŶge iŶ “TC due to addiŶg that liŶiŶg to the 
specified wall or floor assembly, as explained in Appendix A1 of this Guide 

 Flanking STC values for each flanking sound transmission path at each junction measured 

following ISO 10848 and re-normalized using Eq. 4.1.3 (for lightweight framed constructions) 

UŶdeƌ the headiŶg ͞“TC oƌ A“TC͟, the eǆaŵples pƌesent the calculated values for sound transmission via 

specific paths: 

 Direct STC ratings for the in-situ sound transmission loss through the separating assembly 

including the effect of linings  

 Flanking STC ratings for each flanking sound transmission path including the effect of linings 

 Apparent STC (ASTC) ratings for the combination of direct and flanking sound transmission paths  

The numeric calculations are presented step-by-step in each worked example, using compact notation 

consistent with the spreadsheet expressions:  

 For the calculation of the Direct STC and the Flanking STC, the expressions show the required 

calculation to account for linings on one or both sides of the bare assembly. These values are 

rounded to the nearest integer, for consistency with the corresponding measured values. 

 For combining the sound power transmitted via specific paths, the calculation of Eq. 1.5 is 

presented in several stages. Note that in the compact notation, a term for transmitted sound 

power fraction such as  ͳͲ−଴.ଵ∙ௌ்஼೔ೕ  becomes 10-7.4, if STCij = 74. 

 At each stage (such as the Flanking STC for the 3 paths at a given junction) the result is converted 

into decibel form by calculating -10*log10 (transmitted sound power fraction) to facilitate 

comparison of each path or junction with the Direct STC and the final ASTC result.  

Within the spreadsheet for each worked example, the ͞RefeƌeŶĐe͟ ĐoluŵŶ pƌeseŶts the souƌĐe of the 

input data. The source may be identified by an NRC report number and identifier for each laboratory test 

result, or by applicable equations and sections of ISO 15712-1 or their counterparts using ASTM ratings. 

Symbols and subscripts identifying the corresponding variable in ISO 15712-1 are given in the adjacent 

column.  

The Simplified Method worksheet for an example with side-by-side rooms is shown in Figure 1.8. 
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Figure 1.8: Example of a calculation spreadsheet for the ASTC calculation using the Simplified Method. 
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1.4.3. Rounding and Precision in the Worked Examples 

The value of the final ASTC rating obtained in each worked example depends slightly on the precision of 

the input data and on rounding of results at each stage of the calculation. There is no rounding approach 

explicitly specified in ISO 15712-1, but the worked examples in the ISO standard show input and calculated 

sound reduction index values rounded to 0.1 dB which is consistent with the requirements for 

presentation of results in the ISO standards for measuring laboratory sound transmission. The ASTM 

standards for the measurement of sound transmission in the laboratory and in the field (ASTM E90 and 

ASTM E336, respectively) specify that sound transmission loss values should be rounded to the nearest 

integer, which is arguably more representative of meaningful precision of the result.  

The examples in this document follow the ASTM convention of rounding to the nearest integer for input 

sound transmission loss data from laboratory tests of wall or floor assemblies, for measured or calculated 

values of flanking sound transmission loss for individual paths, and for the apparent sound transmission 

loss calculated from the combination of direct and flanking paths. For input values measured according to 

ISO standards for which there is no ASTM counterpart, specific rounding rules were used as noted below: 

 Sound transmission loss values from measurements according to ASTM E90, and values of DTL 

calculated from such measurements were rounded to the nearest integer. 

 Structural reverberation times measured for laboratory wall or floor specimens or calculated for 

laboratory results according to Annex C of ISO 15712-1 were rounded to 3 decimal places. 

 Values of the vibration reduction index (Kij) at junctions between a separating assembly and an 

assembly were rounded to the nearest 0.1 dB, both for results measured according to ISO 10848 

and for those calculated using the equations from Annex E of ISO 15712-1. 

Between the input values and the flanking transmission loss results for each path (which were rounded 

to the nearest integer), the worked examples are calculated to the full precision of the spreadsheet and 

interim values are presented to slightly higher precision to permit detailed comparisons for users treating 

these examples as benchmarks for their own worksheets.  

When the calculated Flanking TL or Flanking STC value for a given path exceeds 90, the value is limited to 

90, to allow for the inevitable effect of higher order flanking paths which make the higher calculated 

value not representative of the true situation. Further enhancements to elements in these paths will 

give negligible benefit. The consequence of this limit is that the Junction STC value for the set of 3 paths 

at each edge of the separating assembly cannot exceed 85, and the Total Flanking STC value for all 4 

edges cannot exceed 79.  

The rounding approach used in this Guide provides a reasonable representation of data precision, and 

should permit unambiguous interpretation of the worked examples presented here. However, it is 

possible that a jurisdiction could specify other rounding approaches. Other rounding approaches could 

change the calculated ASTC ratings by ± 1. 
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2. Buildings with Concrete or Concrete Masonry Walls and Concrete 

Floors  

This chapter begins with an introduction outlining the concepts of the detailed calculation method of ISO 

15712-1. The following sections provide more focussed procedural guidance and worked examples for 

specific sets of wall, floor, and junction details for concrete and masonry buildings.  

Airborne sound in a source room excites vibration of the wall and floor assemblies that form the bounding 

surfaces of the room. As discussed in Chapter 1, the apparent transmission between adjacent rooms 

includes the combination of direct airborne sound transmission through the separating assembly and 

structure-borne flanking sound transmission via the three pairs of wall and floor surfaces (one in the 

source room and the other in the receiving room) that are connected at each of the four edges of the 

separating assembly. The Detailed Method of ISO 15712-1 is focused on the balance between the input 

sound power and power losses (due to internal losses, sound radiation, and power flow into adjoining 

assemblies). This balance alters the direct transmission through each floor or wall assembly, and also the 

structure-borne transmission via the flanking surfaces. 

More information on the direct and flanking sound insulation of hollow concrete block masonry wall 

assemblies connected to concrete floor assemblies can be found in NRC Research Report RR-334, 

͞AppaƌeŶt “ouŶd IŶsulatioŶ iŶ CoŶĐƌete BloĐk BuildiŶgs.͟ The ƌepoƌt pƌoǀides the data foƌ diƌeĐt aŶd 
flanking sound insulation for a variety of concrete block building configurations. 

 

Direct Transmission through the Separating Assembly 

Figure 2.1 shows the steps required to transform the laboratory sound transmission data through a bare 

separating assembly into the direct in-situ transmission loss.  The steps are described in more detail below 

the figure. The transformation requires a correction to adjust for the differences between losses in a 

laboratory test specimen and the losses when the assembly is connected to adjoining structures in-situ in 

the building.  Note that all of the calculations are performed in one-third octave bands. 
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Figure 2.1: Steps to calculate the in-situ transmission loss for the separating assembly. 

Step 1:  Assemble the required laboratory test data: 

o Laboratory sound transmission loss (TL) values measured according to ASTM E90 for the floor 

or wall assembly of bare concrete or masonry without added linings. For the treatment of 

linings in the calculation, please see Section 2.3. 

o Structural reverberation time (TS) measured according to ISO 10848-1 in the laboratory, if 

available. If measured data is not available, a conservative estimate of the total loss factor for 

a laboratory specimen can be calculated from Eq. C.5 of Annex C of ISO 15712-1. 

o Dimensions and mass per area for each of the wall and floor assemblies (without linings). 

o The coincidence frequency for each of the wall and floor assemblies (without linings). 

Step 2:  Calculate the edge losses for the separating assembly in-situ: 

o For each edge of the separating assembly, calculate the vibration reduction index (Kij) between 

the separating assembly and each attached assembly using the appropriate case from Annex E 

of ISO 15712-1. These values depend on the junction geometry and on the ratio of the mass 

per area for the assemblies. 

o For each edge, calculate the resulting absorption coefficient using the values of Kij and the 

coincidence frequency (frequency at which the wavelength on the element and in surrounding 

air coincide) for the attached assemblies in Eq. C.2 of ISO 15712-1. 

Step 3:  Calculate total loss for the separating assembly and its in-situ structural reverberation time:  

o Use the 2nd equation of Eq. C.1 of ISO 15712-1 to calculate the combination of internal losses, 

radiation losses and edge losses. A comparison between the values calculated for a common 

surface for a vertical pair of rooms and a horizontal pair of rooms gives a check on the loss 

calculations. The total loss is frequency-dependent for most junction types. Note: the worked 

examples only give the value for the 500 Hz one-third octave band as a benchmark value. 

o Use the 1st equation of Eq. C.1 of ISO 15712-1 to calculate the resulting structural reverberation 

time of the assembly.  

Step 4:  Calculate the in-situ TL values for the separating assembly using the ratio of the structural 

reverberation times according to Eq. 19 in Section 4.2.2 of ISO 15712-1.  
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Transmission via Flanking Elements 

A similar procedure is required to adjust the flanking sound transmission loss of each flanking path for in-

situ losses associated with the connecting junction and the two wall or floor surfaces that comprise the 

flanking path. The calculation process is presented in Figure 2.2, and each step is subsequently explained. 

 

Figure 2.2: Steps to calculate the flanking transmission loss for each flanking path. 

Step 5: Calculate the in-situ TL values for each flanking assembly F in the source room by repeating the 

procedure of Steps 1 – 4 for these assemblies. Note that for an assembly of concrete (cast-in-

place concrete or precast concrete panels or hollow concrete block masonry) the coincidence 

frequency is below 125 Hz. Hence the radiation efficiency is equal to unity and the resonant sound 

transmission loss (required for these calculations) is equal to the sound transmission loss 

measured in the standard ASTM E90 laboratory test.  

Step 6:  Calculate the in-situ TL values for each flanking assembly f in the receiving room by repeating the 

procedure of Steps 1 – 4 for these assemblies. Note that because of the symmetry in the Standard 

Scenario used in this Guide and because the preceding calculation for direct sound transmission 

provides in-situ values for surfaces D and d, the examples in this Guide require Steps 5 and 6 for 

only 4 of the room surfaces: a floor/ceiling assembly, a separating wall, a corridor wall, and a 

façade wall. Applying the Detailed Method to rooms with other geometries than in the Standard 

Scenario may require further calculations. 

Step 7:  Calculate the in-situ velocity level difference (VLD) for the junction attenuation for each path:  

o Calculate the vibration reduction index (Kij) between the pair of assemblies using the 

appropriate case from Annex E of ISO 15712-1. 

o Calculate the VLD for the junction of each flanking path using Eq. 21 and 22 of ISO 15712-1. 

Step 8:  Calculate the flanking TL values for each flanking path:  

o Use the in-situ transmission loss values calculated in Steps 5 and 6, the VLD values calculated 

in Step 7, and the areas of the elements to determine the flanking sound transmission loss for 

each flanking path using Eq. 25a of ISO 15712-1. 

Step 5: Calculate in-situ TL  

for each surface F in source 

room (as in Steps 1-4) 

Step 6: Calculate in-situ TL  

for each surface f in receiving 

room (as in Steps 1-4) 

Step 7: Calculate KFf, KFd, and 

KDf for each edge and adjust 

to in-situ VLD value  

Step 8: Calculate 

path TL for each 

flanking path, 

using the in-situ 

values from 

Steps 5, 6 and 7 

in Eq. 25a of 

ISO 15712-1. 
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Combining Direct and Flanking Sound Transmission 

 

Step 9: Combine the sound power transmitted via the direct path through the separating assembly and 

the 12 flanking paths (3 at each edge of the separating assembly). 

o Use Equations 1.4 in Section 1.4 of this Guide (equivalent to Section 4.1 of ISO 15712-1) to 

calculate the apparent transmission loss (ATL). 

o Use the resulting values of the apparent transmission loss in the procedure of ASTM E413 to 

calculate the apparent sound transmission class (ASTC) rating.  
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2.1. Rigid Junctions in Concrete and Concrete Masonry Buildings  

This section presents worked examples for the most basic sort of concrete and masonry building which 

has structural floor slabs of bare concrete and walls of bare concrete or masonry connecting at rigid cross-

junctions or T-junctions.  

 ͞Baƌe͟ indicates an assembly of concrete or masonry without a lining such as an added gypsum 

board finish on the walls or ceiling, or flooring over the concrete slab. For an assembly of concrete 

or normal weight hollow concrete block masonry, the ͞ďaƌe͟ suƌfaĐe Đould ďe paiŶted oƌ sealed, 
or have a thin coat of plaster without appreciably changing the sound transmission. However, 

these simple linings significantly improve the sound transmission properties of hollow concrete 

block masonry walls constructed of lightweight units. In practice, most buildings have wall finishes 

(and usually also ceiling finishes) of gypsum board mounted on some sort of lightweight framing, 

and some sort of flooring over the concrete. The calculations to deal with such linings are 

presented in Section 2.3. The examples in Section 2.1 and 2.2 have placeholders for including the 

effect of such linings, but those corrections have been set to zero.  

 ͞Rigid͟ iŵplies that the assemblies meeting at the junction are firmly bonded so that bending 

vibration is effectively transmitted between the elements. Loadbearing junctions are always rigid, 

whereas non-loadbearing junctions may or may not be rigid. 

The calculations in this section follow the steps of the Detailed Method of ISO 15712-1, as described at 

the beginning of Chapter 2. The approximations of the calculation make it most suitable for 

͞hoŵogeŶeous, lightlǇ daŵped͟ stƌuĐtuƌal eleŵeŶts whose coincidence frequency is below the frequency 

range of interest (taken here as below about 125 Hz), and for which an average value of Kij suitable for a 

rigid junction of homogeneous assemblies is appropriate. Homogeneous concrete walls and floors and 

hollow concrete block masonry walls of several types fall in this category.  

Hollowcore precast concrete floors are not homogeneous and isotropic. However, in laboratory testing of 

mock-up junctions of hollow concrete block masonry walls with hollowcore concrete floors it was shown 

that the methods of ISO 15712-1 and the vibration reduction index values of Annex E of ISO 15712-1 are 

still appropriate to use for these types of constructions. The measurements on the junction were 

conducted with the cores of the hollowcore panels oriented perpendicular to the junction. It is expected 

that hollowcore panels with the cores oriented parallel to the junction would yield similar or higher 

vibration reduction index values, and hence the vibration reduction index values from Annex E of 

ISO 15712-1 are appropriate to use independent of core orientation.  

Based on the findings described above, homogeneous (cast-in-place and precast) concrete walls and 

floors, hollow concrete block masonry walls, and hollowcore precast concrete floors are all treated in the 

same way in this chapter. 
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EXAMPLE 2.1.1: DETAILED METHOD 

 Rooms side-by-side 

 Concrete floors and normal weight concrete block walls with 

rigid junctions 

Illustration for this case 

 

Junction of 190 mm concrete block 

separating wall with 150 mm thick 

concrete floor and ceiling.  

(Side view of Junctions 1 and 3) 

 

 

Junction of separating wall with side 

wall, both of 190 mm concrete block.  

(Plan view of Junction 2 or 4) 

Separating wall assembly (loadbearing) with: 

 One wythe of 190 mm hollow concrete block masonry1 constructed 
using normal weight units not less than 53% solid, and with mass per 
area of 238 kg/m2, with no lining 

Junction 1: Bottom Junction (separating wall / floor) with: 

 Concrete floor with mass per area of 345 kg/m2 (e.g. normal weight 
concrete 150 mm thick) with no topping or flooring 

 Rigid mortared cross-junction with concrete block wall assembly 

Junction 2 or 4: Each Side (separating wall / abutting side wall) with: 

 Abutting side wall and separating wall of hollow concrete block 
masonry1 with mass per area of 238 kg/m2, with no lining  

 Rigid mortared T-junctions 

Junction 3: Top Junction (separating wall / ceiling) with: 

 Concrete ceiling with mass per area of 345 kg/m2 (e.g. normal weight 
concrete 150 mm thick) with no added ceiling lining 

 Rigid mortared cross-junction with concrete block wall assembly  

 Acoustical Parameters: 

 

 

(For the notes in this table please see the corresponding endnotes on page 194.)  

For separating assembly:
iŶteƌŶal loss, η_i = 0.015 c_L = 3500

mass (kg/m²) = 238  f_c = 98 (Eq. C.2) 
Reference K_Ff K_Dd' K_Fd K_Df Σ l_k . α_k

T-Junction 1 ISO 15712-1, Eq. E.4 6.1 11.6 8.8 8.8 0.571
T-Junction 2 or 4 ISO 15712-1, Eq. E.4 5.7 5.7 5.7 0.946

Total loss, η_tot ISO 15712-1, Eq. C.1 0.041 (at 500 Hz)

Similarly, for flanking elements F and f at Junction 1 & 3
iŶteƌŶal loss, η_i = 0.006 c_L = 3500

mass (kg/m²) = 345  f_c = 124
Total loss, η_tot ISO 15712-1, Eq. C.1 0.028 (at 500 Hz)

Similarly, for flanking elements F and f at Junction 2 & 4
iŶteƌŶal loss, η_i = 0.015 c_L = 3500

mass (kg/m²) = 238  f_c = 98
Total loss, η_tot,Ϯ ISO 15712-1, Eq. C.1 0.047 (at 500 Hz)
Total loss, η_tot,ϰ ISO 15712-1, Eq. C.1 0.044 (at 500 Hz)

ISO Symbol Reference 125 250 500 1000 2000 4000 STC or ASTC

Separating Partition

Sound Transmission Loss (TL)  R_D,lab RR-334, Mean-BLK190(NW) 35 38 44 50 58 62 49

Structural Reverberation Time  T_s,lab RR-334, RT-Mean-BLK190(NW) 0.394 0.255 0.168 0.101 0.056 0.041

Change by Lining on source side ΔR_D No lining 0 0 0 0 0 0

Change by Lining on receive side ΔR_d No lining 0 0 0 0 0 0

Structural Reverb. Time in-situ T_s,situ ISO 15712-1, Eq. C.1-C.3 0.254 0.168 0.107 0.066 0.040 0.023

Leakage or Airborne Flanking Sealed & Blocked 0.0 0.0 0.0 0.0 0.0 0.0

Direct TL in-situ R_D,situ ISO 15712-1, Eq. 19, 24 37 40 46 52 60 65 51
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ISO Symbol Reference 125 250 500 1000 2000 4000 STC or ASTC

Junction 1: Separating Wall/Floor

Sound Transmission Loss, F1 or f1  R_F1,lab RR-334, CON150, TLF-15-045 40 42 50 58 66 75 53

Structural Reverberation Time T_s,lab RR-334, Measured T_s for CON150 0.439 0.369 0.250 0.205 0.146 0.077

Change by Lining on source side ΔR_F1 No lining 0 0 0 0 0 0

Change by Lining on receive side ΔR_f1 No lining 0 0 0 0 0 0

Structural Reverb. Time in-situ  T_s,situ ISO 15712-1, Eq. C.1-C.3 0.344 0.236 0.158 0.103 0.066 0.041

TL in-situ for F1  R_F1,situ ISO 15712-1, Eq. 19 41.1 44.0 52.0 61.0 69.5 77.8 55

TL in-situ for f1  R_f1,situ ISO 15712-1, Eq. 19 41.1 44.0 52.0 61.0 69.5 77.8 55

Junction J1 - Coupling

Velocity Level Difference for Ff  D_v,Ff_1,situ ISO 15712-1, Eq. 21, 22 9.3 9.4 9.7 10.0 10.5 11.0

Velocity Level Difference for Fd  D_v,Fd_1,situ ISO 15712-1, Eq. 21, 22 11.6 11.8 12.2 12.6 13.2 14.0

Velocity Level Difference for Df  D_v,Df_1,situ ISO 15712-1, Eq. 21, 22 11.6 11.8 12.2 12.6 13.2 14.0

Flanking Transmission Loss - Path data

Flanking TL for Path Ff_1 R_Ff ISO 15712-1, Eq. 25a 48 51 60 69 78 87 62

Flanking TL for Path Fd_1 R_Fd ISO 15712-1, Eq. 25a 50 53 60 68 77 84 64

Flanking TL for Path Df_1 R_Df ISO 15712-1, Eq. 25a 50 53 60 68 77 84 64

Junction 1: Flanking STC for all paths 44 47 55 64 73 80 58

Junction 2: Separating Wall/Wall

Sound Transmission Loss, F2 or f2  R_F2,lab RR-334, Mean-BLK190(NW) 35 38 44 50 58 62 49

Structural Reverberation Time  T_s,lab RR-334, RT-Mean-BLK190(NW) 0.394 0.255 0.168 0.101 0.056 0.041

Change by Lining on source side ΔR_F2 No lining 0 0 0 0 0 0

Change by Lining on receive side ΔR_f2 No lining 0 0 0 0 0 0

Structural Reverb. Time in-situ  T_s,situ ISO 15712-1, Eq. C.1-C.3 0.216 0.144 0.094 0.059 0.036 0.021

TL in-situ for F2  R_F2,situ ISO 15712-1, Eq. 19 37.6 40.5 46.5 52.4 60.0 64.9 51

TL in-situ for f2  R_f2,situ ISO 15712-1, Eq. 19 37.6 40.5 46.5 52.4 60.0 64.9 51

Junction J2 - Coupling

Velocity Level Difference for Ff  D_v,Ff_2,situ ISO 15712-1, Eq. 21, 22 10.9 11.2 11.5 12.0 12.7 13.5

Velocity Level Difference for Fd  D_v,Fd_2,situ ISO 15712-1, Eq. 21, 22 11.0 11.3 11.7 12.3 13.0 13.8

Velocity Level Difference for Df  D_v,Df_2,situ ISO 15712-1, Eq. 21, 22 11.0 11.3 11.7 12.3 13.0 13.8

Flanking Transmission Loss - Path data

Flanking TL for Path Ff_2 R_Ff ISO 15712-1, Eq. 25a 49 53 59 65 74 79 64

Flanking TL for Path Fd_2 R_Fd ISO 15712-1, Eq. 25a 49 52 58 65 73 79 63

Flanking TL for Path Df_2 R_Df ISO 15712-1, Eq. 25a 49 52 58 65 73 79 63

Junction 2: Flanking STC for all paths 44 48 54 60 69 74 59

Junction 3: Separating Wall/Ceiling

All input values the same as for Junction 1

Junction 3: Flanking STC for all paths 44 47 55 64 73 80 58

Junction 4: Separating Wall/Wall

All input data the same as for Junction 2, but different junctions at ceiling and floor change in-situ loss factors from Junction 2

Structural Reverb. Time in-situ  T_s,situ ISO 15712-1, Eq. C.1-C.3 0.236 0.156 0.101 0.063 0.038 0.022

TL in-situ for F4  R_F4,situ ISO 15712-1, Eq. 19 37.2 40.1 46.2 52.1 59.7 64.7 51

TL in-situ for f4  R_f4,situ ISO 15712-1, Eq. 19 37.2 40.1 46.2 52.1 59.7 64.7 51

Junction J4 - Coupling

Velocity Level Difference for Ff  D_v,Ff_4,situ ISO 15712-1, Eq. 21, 22 10.5 10.8 11.2 11.8 12.5 13.3

Velocity Level Difference for Fd  D_v,Fd_4,situ ISO 15712-1, Eq. 21, 22 10.8 11.1 11.6 12.1 12.8 13.7

Velocity Level Difference for Df  D_v,Df_4,situ ISO 15712-1, Eq. 21, 22 10.8 11.1 11.6 12.1 12.8 13.7

Flanking Transmission Loss - Path data

Flanking TL for Path Ff_4 R_Ff ISO 15712-1, Eq. 25a 49 52 58 65 73 79 63

Flanking TL for Path Fd_4 R_Fd ISO 15712-1, Eq. 25a 48 52 58 65 73 79 63

Flanking TL for Path Df_4 R_Df ISO 15712-1, Eq. 25a 48 52 58 65 73 79 63

Junction 4: Flanking STC for all paths 44 47 53 60 68 74 58

Total Flanking (for all 4 junctions) 38 41 48 56 64 70 52

ASTC due to Direct plus Flanking Paths RR-331, Eq. 1.4 35 38 44 50 59 64 48
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EXAMPLE 2.1.2: DETAILED METHOD 

 Rooms one-above-the-other 

 Concrete floor and normal weight concrete block walls with 

rigid junctions 

Illustration for this case 

 

Cross-junction of separating floor of 
150 mm thick concrete with 190 mm 
concrete block wall.  
(Side view of Junctions 1, 3, 4) 

 

 
T-Junction of separating floor of 
150 mm concrete with 190 mm concrete 
block wall. (Side view of Junction 2) 
 

Separating floor/ceiling assembly with: 

 Concrete floor with mass per area of 345 kg/m2 (e.g. normal weight 
concrete 150 mm thick) with no topping / flooring on top, or ceiling 
lining below 

Junction 1, 3, 4: Cross-junction of separating floor / flanking wall with: 

 Rigid mortared cross-junction with concrete block wall assemblies 

 Wall above and below floor of one wythe of 190 mm hollow concrete 
block masonry1 constructed using normal weight units not less than 
53% solid, and with mass per area of 238 kg/m2, with no lining  

Junction 2: T-Junction of separating floor / flanking wall with: 

 Rigid mortared T-junction with concrete block wall assemblies  

 Wall above and below floor of one wythe of 190 mm hollow concrete 
block masonry1 constructed using normal weight units not less than 
53% solid, and with mass per area of 238 kg/m2, with no lining  

  

 Acoustical Parameters: 

 

 

(For the notes in this table please see the corresponding endnotes on page 194.)  

For separating assembly:
iŶteƌŶal loss, η_i = 0.006 c_L = 3500

mass (kg/m²) = 345  f_c = 124 (Eq. C.2) 
Reference K_Ff K_Dd' K_Fd K_Df Σ l_k . α_k

X-Junction 1, 3, 4 ISO 15712-1, Eq. E.3 11.6 6.1 8.8 8.8 0.843
T-Junction 2 ISO 15712-1, Eq. E.4 8.1 5.8 5.8 0.657

Total loss, η_tot ISO 15712-1, Eq. C.1 0.028 (at 500 Hz)

Similarly, for flanking elements F and f at Junction 1 & 3,  
iŶteƌŶal loss, η_i = 0.015 c_L = 3500

mass (kg/m²) = 238  f_c = 98
Total loss, η_tot ISO 15712-1, Eq. C.1 0.041 (at 500 Hz)

Similarly, for flanking elements F and f at Junction 2 & 4,  
iŶteƌŶal loss, η_i = 0.015 c_L = 3500

mass (kg/m²) = 238  f_c = 98
Total loss, η_tot,Ϯ ISO 15712-1, Eq. C.1 0.047 (at 500 Hz)
Total loss, η_tot,ϰ ISO 15712-1, Eq. C.1 0.044 (at 500 Hz)

ISO Symbol Reference 125 250 500 1000 2000 4000 STC or ASTC

Separating Partition

Sound Transmission Loss (TL)  R_D,lab RR-334, CON150, TLF-15-045 40 42 50 58 66 75 53

Structural Reverberation Time  T_s,lab RR-334, Measured T_s for CON150 0.439 0.369 0.250 0.205 0.146 0.077

Change by Lining on source side ΔR_D No lining 0 0 0 0 0 0

Change by Lining on receive side ΔR_d No lining 0 0 0 0 0 0

Structural Reverb. Time in-situ T_s,situ ISO 15712-1, Eq. C.1-C.3 0.344 0.236 0.158 0.103 0.066 0.041

Leakage or Airborne Flanking Sealed & Blocked 0.0 0.0 0.0 0.0 0.0 0.0

Direct TL in-situ R_D,situ ISO 15712-1, Eq. 24 41 44 52 61 69 78 55
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ISO Symbol Reference 125 250 500 1000 2000 4000 STC or ASTC

Junction 1: Separating Floor/Wall

Sound Transmission Loss, F1 or f1  R_F1,lab RR-334, Mean-BLK190(NW) 35 38 44 50 58 62 49

Structural Reverberation Time T_s,lab RR-334, RT-Mean-BLK190(NW) 0.394 0.255 0.168 0.101 0.056 0.041

Change by Lining on source side ΔR_F1 No lining 0 0 0 0 0 0

Change by Lining on receive side ΔR_f1 No lining 0 0 0 0 0 0

Structural Reverb. Time in-situ  T_s,situ ISO 15712-1, Eq. C.1-C.3 0.254 0.168 0.107 0.066 0.040 0.023

TL in-situ for F1  R_F1,situ ISO 15712-1, Eq. 19 36.9 39.8 45.9 51.8 59.5 64.5 51

TL in-situ for f1  R_f1,situ ISO 15712-1, Eq. 19 36.9 39.8 45.9 51.8 59.5 64.5 51

Junction J1 - Coupling

Velocity Level Difference for Ff  D_v,Ff_1,situ ISO 15712-1, Eq. 21, 22 14.1 14.4 14.8 15.4 16.1 17.0

Velocity Level Difference for Fd  D_v,Fd_1,situ ISO 15712-1, Eq. 21, 22 11.6 11.8 12.2 12.6 13.2 14.0

Velocity Level Difference for Df  D_v,Df_1,situ ISO 15712-1, Eq. 21, 22 11.6 11.8 12.2 12.6 13.2 14.0

Flanking Transmission Loss - Path data

Flanking TL for Path Ff_1 R_Ff ISO 15712-1, Eq. 25a 53 56 63 69 78 84 67

Flanking TL for Path Fd_1 R_Fd ISO 15712-1, Eq. 25a 52 55 62 70 79 86 66

Flanking TL for Path Df_1 R_Df ISO 15712-1, Eq. 25a 52 55 62 70 79 86 66

Junction 1: Flanking STC for all paths 48 51 58 65 74 80 62

Junction 2: Separating Floor/Wall

Sound Transmission Loss, F2 or f2  R_F2,lab RR-334, Mean-BLK190(NW) 35 38 44 50 58 62 49

Structural Reverberation Time  T_s,lab RR-334, RT-Mean-BLK190(NW) 0.394 0.255 0.168 0.101 0.056 0.041

Change by Lining on source side ΔR_F2 No lining 0 0 0 0 0 0

Change by Lining on receive side ΔR_f2 No lining 0 0 0 0 0 0

Structural Reverb. Time in-situ  T_s,situ ISO 15712-1, Eq. C.1-C.3 0.216 0.144 0.094 0.059 0.036 0.021

TL in-situ for F2  R_F2,situ ISO 15712-1, Eq. 19 37.6 40.5 46.5 52.4 60.0 64.9 51

TL in-situ for f2  R_f2,situ ISO 15712-1, Eq. 19 37.6 40.5 46.5 52.4 60.0 64.9 51

Junction J2 - Coupling

Velocity Level Difference for Ff  D_v,Ff_2,situ ISO 15712-1, Eq. 21, 22 11.3 11.5 11.9 12.4 13.1 13.8

Velocity Level Difference for Fd  D_v,Fd_2,situ ISO 15712-1, Eq. 21, 22 9.5 9.7 10.0 10.4 10.9 11.6

Velocity Level Difference for Df  D_v,Df_2,situ ISO 15712-1, Eq. 21, 22 9.5 9.7 10.0 10.4 10.9 11.6

Flanking Transmission Loss - Path data

Flanking TL for Path Ff_2 R_Ff ISO 15712-1, Eq. 25a 52 55 61 68 76 82 66

Flanking TL for Path Fd_2 R_Fd ISO 15712-1, Eq. 25a 50 53 61 69 77 84 65

Flanking TL for Path Df_2 R_Df ISO 15712-1, Eq. 25a 50 53 61 69 77 84 65

Junction 2: Flanking STC for all paths 46 49 56 64 72 78 60

Junction 3: Separating Floor/Wall

All input values the same as for Junction 1

Junction 3: Flanking STC for all paths 48 51 58 65 74 80 62

Junction 4: Separating Floor/Wall

All input data the same as for Junction 2, but different junctions at ceiling and floor change in-situ loss factors from Junction 2

Structural Reverb. Time in-situ  T_s,situ ISO 15712-1, Eq. C.1-C.3 0.236 0.156 0.101 0.063 0.038 0.022

TL in-situ for F4  R_F4,situ ISO 15712-1, Eq. 19 37.2 40.1 46.2 52.1 59.7 64.7 51

TL in-situ for f4  R_f4,situ ISO 15712-1, Eq. 19 37.2 40.1 46.2 52.1 59.7 64.7 51

Junction J4 - Coupling

Velocity Level Difference for Ff  D_v,Ff_4,situ ISO 15712-1, Eq. 21, 22 14.4 14.7 15.1 15.6 16.3 17.1

Velocity Level Difference for Fd  D_v,Fd_4,situ ISO 15712-1, Eq. 21, 22 12.3 12.5 12.8 13.2 13.8 14.5

Velocity Level Difference for Df  D_v,Df_4,situ ISO 15712-1, Eq. 21, 22 12.3 12.5 12.8 13.2 13.8 14.5

Flanking Transmission Loss - Path data

Flanking TL for Path Ff_4 R_Ff ISO 15712-1, Eq. 25a 55 58 64 71 79 85 69

Flanking TL for Path Fd_4 R_Fd ISO 15712-1, Eq. 25a 53 56 63 71 80 87 67

Flanking TL for Path Df_4 R_Df ISO 15712-1, Eq. 25a 53 56 63 71 80 87 67

Junction 4: Flanking STC for all paths 49 52 59 66 75 81 63

Total Flanking (for all 4 junctions) 41 44 51 59 67 74 55

ASTC due to Direct plus Flanking Paths RR-331, Eq. 1.4 38 41 49 57 65 73 52
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EXAMPLE 2.1.3: DETAILED METHOD 

 Rooms side-by-side 

 Concrete floors and concrete walls with rigid junctions 

Illustration for this case 

 

Junctions of 150 mm concrete 
separating wall with 150 mm thick 
concrete floor and ceiling. (Side view of 
Junctions 1 and 3) 

 

 
Junction of separating wall with side 
wall, both of 150 mm concrete. (Plan 
view of Junction 2 or 4) 

Separating wall assembly (loadbearing) with: 

 Concrete wall with mass per area of 345 kg/m2 (e.g. normal weight 
concrete with thickness of 150 mm) with no lining  

Junction 1: Bottom Junction (separating wall / floor) with: 

 Concrete floor with mass per area of 460 kg/m2 (e.g. normal weight 
concrete 200 mm thick) with no topping or flooring 

 Rigid cross-junction with concrete wall assembly 

Junction 2 or 4: Each Side (separating wall / abutting side wall) with: 

 Abutting side wall and separating wall of concrete with mass per area 
of 345 kg/m2 (e.g. normal weight concrete 150 mm thick), with no 
lining  

 Rigid T-junctions 

Junction 3: Top Junction (separating wall / ceiling) with: 

 Concrete ceiling with mass per area of 460 kg/m2 (e.g. normal weight 
concrete 200 mm thick) with no added ceiling lining 

 Rigid cross-junction with concrete wall assembly  

  

 Acoustical Parameters: 

 

 

(For the notes in this table please see the corresponding endnotes on page 194.)  

For separating assembly:
iŶteƌŶal loss, η_i = 0.006 c_L = 3500

mass (kg/m²) = 345  f_c = 124 (Eq. C.2) 
Reference K_Ff K_Dd' K_Fd K_Df Σ l_k . α_k

T-Junction 1 ISO 15712-1, Eq. E.4 6.7 10.9 8.8 8.8 0.544
T-Junction 2 or 4 ISO 15712-1, Eq. E.4 5.7 5.7 5.7 0.819

Total loss, η_tot ISO 15712-1, Eq. C.1 0.030 (at 500 Hz)

Similarly, for flanking elements F and f at Junction 1 & 3
iŶteƌŶal loss, η_i = 0.006 c_L = 3500

mass (kg/m²) = 460  f_c = 93
Total loss, η_tot ISO 15712-1, Eq. C.1 0.030 (at 500 Hz)

Similarly, for flanking elements F and f at Junction 2 & 4
iŶteƌŶal loss, η_i = 0.006 c_L = 3500

mass (kg/m²) = 345  f_c = 124
Total loss, η_tot,Ϯ ISO 15712-1, Eq. C.1 0.036 (at 500 Hz)
Total loss, η_tot,ϰ ISO 15712-1, Eq. C.1 0.032 (at 500 Hz)

ISO Symbol Reference 125 250 500 1000 2000 4000 STC or ASTC

Separating Partition

Sound Transmission Loss (TL)  R_D,lab RR-334, CON150, TLF-15-045 40 42 50 58 66 75 53

Structural Reverberation Time  T_s,lab RR-334, Measured T_s for CON150 0.439 0.369 0.250 0.205 0.146 0.077

Change by Lining on source side ΔR_D No lining 0 0 0 0 0 0

Change by Lining on receive side ΔR_d No lining 0 0 0 0 0 0

Structural Reverb. Time in-situ T_s,situ ISO 15712-1, Eq. C.1-C.3 0.323 0.222 0.149 0.098 0.063 0.039

Leakage or Airborne Flanking Sealed & Blocked 0.0 0.0 0.0 0.0 0.0 0.0

Direct TL in-situ R_D,situ ISO 15712-1, Eq. 24 41 44 52 61 70 78 55
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ISO Symbol Reference 125 250 500 1000 2000 4000 STC or ASTC

Junction 1: Separating Wall/Floor

Sound Transmission Loss, F1 or f1  R_F1,lab RR-334, CON200, TLF-12-011 41 49 55 62 69 75 59

Structural Reverberation Time T_s,lab RR-334, Measured T_s for CON200 0.324 0.250 0.240 0.170 0.093 0.060

Change by Lining on source side ΔR_F1 No lining 0 0 0 0 0 0

Change by Lining on receive side ΔR_f1 No lining 0 0 0 0 0 0

Structural Reverb. Time in-situ  T_s,situ ISO 15712-1, Eq. C.1-C.3 0.315 0.216 0.145 0.095 0.061 0.038

TL in-situ for F1  R_F1,situ ISO 15712-1, Eq. 19 41.1 49.6 57.2 64.5 70.8 77.0 60

TL in-situ for f1  R_f1,situ ISO 15712-1, Eq. 19 41.1 49.6 57.2 64.5 70.8 77.0 60

Junction J1 - Coupling

Velocity Level Difference for Ff  D_v,Ff_1,situ ISO 15712-1, Eq. 21, 22 10.3 10.4 10.6 10.9 11.4 11.9

Velocity Level Difference for Fd  D_v,Fd_1,situ ISO 15712-1, Eq. 21, 22 11.3 11.4 11.6 12.0 12.4 13.0

Velocity Level Difference for Df  D_v,Df_1,situ ISO 15712-1, Eq. 21, 22 11.3 11.4 11.6 12.0 12.4 13.0

Flanking Transmission Loss - Path data

Flanking TL for Path Ff_1 R_Ff ISO 15712-1, Eq. 25a 49 58 66 73 80 87 68

Flanking TL for Path Fd_1 R_Fd ISO 15712-1, Eq. 25a 52 57 65 74 82 89 68

Flanking TL for Path Df_1 R_Df ISO 15712-1, Eq. 25a 52 57 65 74 82 89 68

Junction 1: Flanking STC for all paths 46 53 61 69 76 83 64

Junction 2: Separating Wall/Wall

Sound Transmission Loss, F2 or f2  R_F2,lab RR-334, CON150, TLF-15-045 40 42 50 58 66 75 53

Structural Reverberation Time  T_s,lab RR-334, Measured T_s for CON150 0.439 0.369 0.250 0.205 0.146 0.077

Change by Lining on source side ΔR_F2 No lining 0 0 0 0 0 0

Change by Lining on receive side ΔR_f2 No lining 0 0 0 0 0 0

Structural Reverb. Time in-situ  T_s,situ ISO 15712-1, Eq. C.1-C.3 0.262 0.181 0.123 0.082 0.053 0.034

TL in-situ for F2  R_F2,situ ISO 15712-1, Eq. 19 42.2 45.1 53.1 62.0 70.4 78.6 56

TL in-situ for f2  R_f2,situ ISO 15712-1, Eq. 19 42.2 45.1 53.1 62.0 70.4 78.6 56

Junction J2 - Coupling

Velocity Level Difference for Ff  D_v,Ff_2,situ ISO 15712-1, Eq. 21, 22 10.1 10.2 10.3 10.6 11.0 11.5

Velocity Level Difference for Fd  D_v,Fd_2,situ ISO 15712-1, Eq. 21, 22 10.1 10.2 10.4 10.7 11.1 11.6

Velocity Level Difference for Df  D_v,Df_2,situ ISO 15712-1, Eq. 21, 22 10.1 10.2 10.4 10.7 11.1 11.6

Flanking Transmission Loss - Path data

Flanking TL for Path Ff_2 R_Ff ISO 15712-1, Eq. 25a 53 56 64 74 82 90 67

Flanking TL for Path Fd_2 R_Fd ISO 15712-1, Eq. 25a 52 55 64 73 82 90 66

Flanking TL for Path Df_2 R_Df ISO 15712-1, Eq. 25a 52 55 64 73 82 90 66

Junction 2: Flanking STC for all paths 48 51 59 69 77 85 62

Junction 3: Separating Wall/Ceiling

All input values the same as for Junction 1

Junction 3: Flanking STC for all paths 46 53 61 69 76 83 64

Junction 4: Separating Wall/Wall

All input data the same as for Junction 2, but different junctions at ceiling and floor change in-situ loss factors from Junction 2

Structural Reverb. Time in-situ  T_s,situ ISO 15712-1, Eq. C.1-C.3 0.294 0.203 0.137 0.090 0.058 0.036

TL in-situ for F4  R_F4,situ ISO 15712-1, Eq. 19 41.7 44.6 52.6 61.6 70.0 78.2 56

TL in-situ for f4  R_f4,situ ISO 15712-1, Eq. 19 41.7 44.6 52.6 61.6 70.0 78.2 56

Junction J4 - Coupling

Velocity Level Difference for Ff  D_v,Ff_4,situ ISO 15712-1, Eq. 21, 22 9.6 9.7 9.9 10.2 10.6 11.1

Velocity Level Difference for Fd  D_v,Fd_4,situ ISO 15712-1, Eq. 21, 22 9.8 10.0 10.2 10.5 10.9 11.4

Velocity Level Difference for Df  D_v,Df_4,situ ISO 15712-1, Eq. 21, 22 9.8 10.0 10.2 10.5 10.9 11.4

Flanking Transmission Loss - Path data

Flanking TL for Path Ff_4 R_Ff ISO 15712-1, Eq. 25a 52 55 63 73 82 90 66

Flanking TL for Path Fd_4 R_Fd ISO 15712-1, Eq. 25a 52 55 63 72 81 90 66

Flanking TL for Path Df_4 R_Df ISO 15712-1, Eq. 25a 52 55 63 72 81 90 66

Junction 4: Flanking STC for all paths 47 50 58 68 77 85 61

Total Flanking (for all 4 junctions) 41 45 54 62 71 78 57

ASTC due to Direct plus Flanking Paths RR-331, Eq. 1.4 38 42 50 59 67 75 53



Chapter 2: Buildings with Concrete or Concrete Masonry Walls and Concrete Floors  

Page 32 of 196  Guide to Calculating Airborne Sound Transmission in Buildings 

5th edition – December 2019  

EXAMPLE 2.1.4: DETAILED METHOD 

 Rooms one-above-the-other 

 Concrete floor and walls with rigid junctions 

Illustration for this case 

 

Cross-junction of separating floor of 
200 mm thick concrete with 150 mm 
thick concrete wall. (Side view of 
Junctions 1, 3 or 4) 

 

 
T-Junction of separating floor of 200 
mm thick concrete floor with 150 mm 
thick concrete wall. (Side view of 
Junction 2) 

Separating floor/ceiling assembly with: 

 Concrete floor with mass per area of 460 kg/m2 (e.g. normal weight 
concrete 200 mm thick) with no topping / flooring on top, or ceiling 
lining below  

Junction 1, 3, 4: Cross-junction of separating floor / flanking wall with: 

 Rigid cross-junction with concrete wall assemblies 

 Wall above and below floor of concrete with mass per area of 
345 kg/m2 (e.g. normal weight concrete 150 mm thick) with no lining  

Junction 2: T-Junction of separating floor / flanking wall with: 

 Rigid T-junction with concrete wall assemblies  

 Wall above and below floor of concrete with mass per area of 
345 kg/m2 (e.g. normal weight concrete with thickness of 150 mm) 
with no lining  

  

 Acoustical Parameters: 

 

 

 

(For the notes in this table please see the corresponding endnotes on page 194.)  

For separating assembly:
iŶteƌŶal loss, η_i = 0.006 c_L = 3500

mass (kg/m²) = 460  f_c = 93 (Eq. C.2) 
Reference K_Ff K_Dd' K_Fd K_Df Σ l_k . α_k

X-Junction 1, 3, 4 ISO 15712-1, Eq. E.3 10.9 6.7 8.8 8.8 0.789
T-Junction 2 ISO 15712-1, Eq. E.4 7.6 5.8 5.8 0.740

Total loss, η_tot ISO 15712-1, Eq. C.1 0.030 (at 500 Hz)

Similarly, for flanking elements F and f at Junction 1 & 3,  
iŶteƌŶal loss, η_i = 0.006 c_L = 3500

mass (kg/m²) = 345  f_c = 124
Total loss, η_tot ISO 15712-1, Eq. C.1 0.030 (at 500 Hz)

Similarly, for flanking elements F and f at Junction 2 & 4,  
iŶteƌŶal loss, η_i = 0.006 c_L = 3500

mass (kg/m²) = 345  f_c = 124
Total loss, η_tot,Ϯ ISO 15712-1, Eq. C.1 0.036 (at 500 Hz)
Total loss, η_tot,ϰ ISO 15712-1, Eq. C.1 0.032 (at 500 Hz)

ISO Symbol Reference 125 250 500 1000 2000 4000 STC or ASTC

Separating Partition

Sound Transmission Loss (TL)  R_D,lab RR-334, CON200, TLF-12-011 41 49 55 62 69 75 59

Structural Reverberation Time  T_s,lab RR-334, Measured T_s for CON200 0.324 0.250 0.240 0.170 0.093 0.060

Change by Lining on source side ΔR_D No lining 0 0 0 0 0 0

Change by Lining on receive side ΔR_d No lining 0 0 0 0 0 0

Structural Reverb. Time in-situ T_s,situ ISO 15712-1, Eq. C.1-C.3 0.315 0.216 0.145 0.095 0.061 0.038

Leakage or Airborne Flanking Sealed & Blocked 0.0 0.0 0.0 0.0 0.0 0.0

Direct TL in-situ R_D,situ ISO 15712-1, Eq. 24 41 50 57 65 71 77 60
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ISO Symbol Reference 125 250 500 1000 2000 4000 STC or ASTC

Junction 1: Separating Floor/Wall

Sound Transmission Loss, F1 or f1  R_F1,lab RR-334, CON150, TLF-15-045 40 42 50 58 66 75 53

Structural Reverberation Time T_s,lab RR-334, Measured T_s for CON150 0.439 0.369 0.250 0.205 0.146 0.077

Change by Lining on source side ΔR_F1 No lining 0 0 0 0 0 0

Change by Lining on receive side ΔR_f1 No lining 0 0 0 0 0 0

Structural Reverb. Time in-situ  T_s,situ ISO 15712-1, Eq. C.1-C.3 0.323 0.222 0.149 0.098 0.063 0.039

TL in-situ for F1  R_F1,situ ISO 15712-1, Eq. 19 41.3 44.2 52.3 61.2 69.7 78.0 55

TL in-situ for f1  R_f1,situ ISO 15712-1, Eq. 19 41.3 44.2 52.3 61.2 69.7 78.0 55

Junction J1 - Coupling

Velocity Level Difference for Ff  D_v,Ff_1,situ ISO 15712-1, Eq. 21, 22 12.3 12.4 12.7 13.0 13.4 14.0

Velocity Level Difference for Fd  D_v,Fd_1,situ ISO 15712-1, Eq. 21, 22 11.3 11.4 11.6 12.0 12.4 13.0

Velocity Level Difference for Df  D_v,Df_1,situ ISO 15712-1, Eq. 21, 22 11.3 11.4 11.6 12.0 12.4 13.0

Flanking Transmission Loss - Path data

Flanking TL for Path Ff_1 R_Ff ISO 15712-1, Eq. 25a 56 59 67 76 85 90 70

Flanking TL for Path Fd_1 R_Fd ISO 15712-1, Eq. 25a 54 59 67 76 84 90 70

Flanking TL for Path Df_1 R_Df ISO 15712-1, Eq. 25a 54 59 67 76 84 90 70

Junction 1: Flanking STC for all paths 50 54 62 71 80 85 65

Junction 2: Separating Floor/Wall

Sound Transmission Loss, F2 or f2  R_F2,lab RR-334, CON150, TLF-15-045 40 42 50 58 66 75 53

Structural Reverberation Time  T_s,lab RR-334, Measured T_s for CON150 0.439 0.369 0.250 0.205 0.146 0.077

Change by Lining on source side ΔR_F2 No lining 0 0 0 0 0 0

Change by Lining on receive side ΔR_f2 No lining 0 0 0 0 0 0

Structural Reverb. Time in-situ  T_s,situ ISO 15712-1, Eq. C.1-C.3 0.262 0.181 0.123 0.082 0.053 0.034

TL in-situ for F2  R_F2,situ ISO 15712-1, Eq. 19 42.2 45.1 53.1 62.0 70.4 78.6 56

TL in-situ for f2  R_f2,situ ISO 15712-1, Eq. 19 42.2 45.1 53.1 62.0 70.4 78.6 56

Junction J2 - Coupling

Velocity Level Difference for Ff  D_v,Ff_2,situ ISO 15712-1, Eq. 21, 22 9.9 10.0 10.2 10.5 10.8 11.3

Velocity Level Difference for Fd  D_v,Fd_2,situ ISO 15712-1, Eq. 21, 22 9.2 9.3 9.5 9.8 10.2 10.8

Velocity Level Difference for Df  D_v,Df_2,situ ISO 15712-1, Eq. 21, 22 9.2 9.3 9.5 9.8 10.2 10.8

Flanking Transmission Loss - Path data

Flanking TL for Path Ff_2 R_Ff ISO 15712-1, Eq. 25a 55 58 66 75 84 90 69

Flanking TL for Path Fd_2 R_Fd ISO 15712-1, Eq. 25a 52 58 66 75 82 90 69

Flanking TL for Path Df_2 R_Df ISO 15712-1, Eq. 25a 52 58 66 75 82 90 69

Junction 2: Flanking STC for all paths 48 53 61 70 78 85 64

Junction 3: Separating Floor/Wall

All input values the same as for Junction 1

Junction 3: Flanking STC for all paths 50 54 62 71 80 85 65

Junction 4: Separating Floor/Wall

All input data the same as for Junction 2, but different junctions at ceiling and floor change in-situ loss factors from Junction 2

Structural Reverb. Time in-situ  T_s,situ ISO 15712-1, Eq. C.1-C.3 0.294 0.203 0.137 0.090 0.058 0.036

TL in-situ for F4  R_F4,situ ISO 15712-1, Eq. 19 41.7 44.6 52.6 61.6 70.0 78.2 56

TL in-situ for f4  R_f4,situ ISO 15712-1, Eq. 19 41.7 44.6 52.6 61.6 70.0 78.2 56

Junction J4 - Coupling

Velocity Level Difference for Ff  D_v,Ff_4,situ ISO 15712-1, Eq. 21, 22 12.7 12.8 13.0 13.3 13.7 14.3

Velocity Level Difference for Fd  D_v,Fd_4,situ ISO 15712-1, Eq. 21, 22 12.0 12.1 12.3 12.6 13.0 13.6

Velocity Level Difference for Df  D_v,Df_4,situ ISO 15712-1, Eq. 21, 22 12.0 12.1 12.3 12.6 13.0 13.6

Flanking Transmission Loss - Path data

Flanking TL for Path Ff_4 R_Ff ISO 15712-1, Eq. 25a 57 60 69 78 87 90 71

Flanking TL for Path Fd_4 R_Fd ISO 15712-1, Eq. 25a 55 61 69 77 85 90 72

Flanking TL for Path Df_4 R_Df ISO 15712-1, Eq. 25a 55 61 69 77 85 90 72

Junction 4: Flanking STC for all paths 51 56 64 73 81 85 67

Total Flanking (for all 4 junctions) 43 48 56 65 73 79 59

ASTC due to Direct plus Flanking Paths RR-331, Eq. 1.4 39 46 54 62 69 75 56
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EXAMPLE 2.1.5: DETAILED METHOD 

 Rooms side-by-side 

 Floors of hollowcore precast concrete panels2 with walls of 

normal weight concrete block walls with rigid junctions 

Illustration for this case 

 

Junction of 190 mm concrete block 

separating wall with floor and ceiling of 

203 mm hollowcore precast concrete 

panels. (Side view of Junctions 1 and 3) 

 

 

Junction of separating wall with side 

wall, both of 190 mm concrete blocks.  

(Plan view of Junction 2 or 4) 

Separating wall assembly (loadbearing) with: 

 One wythe of 190 mm hollow concrete block masonry1 constructed 
using normal weight units not less than 53% solid, and with mass per 
area of 238 kg/m2, with no lining 

Junction 1: Bottom Junction (separating wall / floor) with: 

 Floor assembly of hollowcore precast concrete panels2 of cross-
section 203 mm thick and 2440 mm wide, fully grouted at joints 
between adjacent panels, with mass per area of 344 kg/m2  

 No topping or flooring 

 Rigid mortared cross-junction with concrete block wall assembly 

Junction 2 or 4: Each Side (separating wall / abutting side wall) with: 

 Abutting side wall and separating wall of hollow concrete block 
masonry1 with mass per area of 238 kg/m2, with no lining  

 Rigid mortared T-junctions 

Junction 3: Top Junction (separating wall / ceiling) with: 

 Ceiling assembly of hollowcore precast concrete panels2 of cross-
section 203 mm thick and 2440 mm wide, fully grouted at joints 
between adjacent panels, with mass per area of 344 kg/m2  

 No added ceiling lining 

 Rigid mortared cross-junction with concrete block wall assembly  

 Acoustical Parameters: 

 

 

(For the notes in this table please see the corresponding endnotes on page 194.)  

For separating assembly:
iŶteƌŶal loss, η_i = 0.015 c_L = 3500

mass (kg/m²) = 238  f_c = 98 (Eq. C.2) 
Reference K_Ff K_Dd' K_Fd K_Df Σ l_k . α_k

T-Junction 1 ISO 15712-1, Eq. E.4 6.1 11.6 8.8 8.8 0.506
T-Junction 2 or 4 ISO 15712-1, Eq. E.4 5.7 5.7 5.7 0.813

Total loss, η_tot ISO 15712-1, Eq. C.1 0.039 (at 500 Hz)

Similarly, for flanking elements F and f at Junction 1 & 3
iŶteƌŶal loss, η_i = 0.006 c_L = 3500

mass (kg/m²) = 344  f_c = 91
Total loss, η_tot ISO 15712-1, Eq. C.1 0.030 (at 500 Hz)

Similarly, for flanking elements F and f at Junction 2 & 4
iŶteƌŶal loss, η_i = 0.015 c_L = 3500

mass (kg/m²) = 238  f_c = 98
Total loss, η_tot,Ϯ ISO 15712-1, Eq. C.1 0.045 (at 500 Hz)
Total loss, η_tot,ϰ ISO 15712-1, Eq. C.1 0.042 (at 500 Hz)

ISO Symbol Reference 125 250 500 1000 2000 4000 STC or ASTC

Separating Partition

Sound Transmission Loss (TL)  R_D,lab RR-334, Mean-BLK190(NW) 35 38 44 50 58 62 49

Structural Reverberation Time  T_s,lab RR-334, RT-Mean-BLK190(NW) 0.394 0.255 0.168 0.101 0.056 0.041

Change by Lining on source side ΔR_D No lining 0 0 0 0 0 0

Change by Lining on receive side ΔR_d No lining 0 0 0 0 0 0

Structural Reverb. Time in-situ T_s,situ ISO 15712-1, Eq. C.1-C.3 0.266 0.175 0.112 0.069 0.041 0.024

Leakage or Airborne Flanking Sealed & Blocked 0.0 0.0 0.0 0.0 0.0 0.0

Direct TL in-situ R_D,situ ISO 15712-1, Eq. 19, 24 37 40 46 52 59 64 51
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ISO Symbol Reference 125 250 500 1000 2000 4000 STC or ASTC

Junction 1: Separating Wall/Floor

Sound Transmission Loss, F1 or f1  R_F1,lab RR-333, HCON203(344) 38 46 52 60 65 72 56

Structural Reverberation Time T_s,lab RR-333, RT-HCON203(344) 0.458 0.328 0.200 0.168 0.109 0.061

Change by Lining on source side ΔR_F1 No lining 0 0 0 0 0 0

Change by Lining on receive side ΔR_f1 No lining 0 0 0 0 0 0

Structural Reverb. Time in-situ  T_s,situ ISO 15712-1, Eq. C.1-C.3 0.318 0.218 0.147 0.097 0.062 0.039

TL in-situ for F1  R_F1,situ ISO 15712-1, Eq. 19 39.6 47.8 53.3 62.4 67.4 74.0 58

TL in-situ for f1  R_f1,situ ISO 15712-1, Eq. 19 39.6 47.8 53.3 62.4 67.4 74.0 58

Junction J1 - Coupling

Velocity Level Difference for Ff  D_v,Ff_1,situ ISO 15712-1, Eq. 21, 22 9.6 9.8 10.0 10.3 10.7 11.3

Velocity Level Difference for Fd  D_v,Fd_1,situ ISO 15712-1, Eq. 21, 22 11.7 11.9 12.2 12.7 13.3 14.0

Velocity Level Difference for Df  D_v,Df_1,situ ISO 15712-1, Eq. 21, 22 11.7 11.9 12.2 12.7 13.3 14.0

Flanking Transmission Loss - Path data

Flanking TL for Path Ff_1 R_Ff ISO 15712-1, Eq. 25a 47 55 61 71 76 83 65

Flanking TL for Path Fd_1 R_Fd ISO 15712-1, Eq. 25a 49 55 61 69 76 82 65

Flanking TL for Path Df_1 R_Df ISO 15712-1, Eq. 25a 49 55 61 69 76 82 65

Junction 1: Flanking STC for all paths 43 50 56 65 71 78 60

Junction 2: Separating Wall/Wall

Sound Transmission Loss, F2 or f2  R_F2,lab RR-334, Mean-BLK190(NW) 35 38 44 50 58 62 49

Structural Reverberation Time  T_s,lab RR-334, RT-Mean-BLK190(NW) 0.394 0.255 0.168 0.101 0.056 0.041

Change by Lining on source side ΔR_F2 No lining 0 0 0 0 0 0

Change by Lining on receive side ΔR_f2 No lining 0 0 0 0 0 0

Structural Reverb. Time in-situ  T_s,situ ISO 15712-1, Eq. C.1-C.3 0.225 0.150 0.097 0.061 0.037 0.022

TL in-situ for F2  R_F2,situ ISO 15712-1, Eq. 19 37.4 40.3 46.4 52.2 59.8 64.8 51

TL in-situ for f2  R_f2,situ ISO 15712-1, Eq. 19 37.4 40.3 46.4 52.2 59.8 64.8 51

Junction J2 - Coupling

Velocity Level Difference for Ff  D_v,Ff_2,situ ISO 15712-1, Eq. 21, 22 10.7 11.0 11.4 11.9 12.6 13.4

Velocity Level Difference for Fd  D_v,Fd_2,situ ISO 15712-1, Eq. 21, 22 10.8 11.1 11.6 12.1 12.8 13.7

Velocity Level Difference for Df  D_v,Df_2,situ ISO 15712-1, Eq. 21, 22 10.8 11.1 11.6 12.1 12.8 13.7

Flanking Transmission Loss - Path data

Flanking TL for Path Ff_2 R_Ff ISO 15712-1, Eq. 25a 49 52 59 65 73 79 63

Flanking TL for Path Fd_2 R_Fd ISO 15712-1, Eq. 25a 48 52 58 65 73 79 63

Flanking TL for Path Df_2 R_Df ISO 15712-1, Eq. 25a 48 52 58 65 73 79 63

Junction 2: Flanking STC for all paths 44 47 54 60 68 74 58

Junction 3: Separating Wall/Ceiling

All input values the same as for Junction 1

Junction 3: Flanking STC for all paths 43 50 56 65 71 78 60

Junction 4: Separating Wall/Wall

All input data the same as for Junction 2, but different junctions at ceiling and floor change in-situ loss factors from Junction 2

Structural Reverb. Time in-situ  T_s,situ ISO 15712-1, Eq. C.1-C.3 0.247 0.163 0.105 0.065 0.039 0.023

TL in-situ for F4  R_F4,situ ISO 15712-1, Eq. 19 37.0 39.9 46.0 51.9 59.6 64.6 51

TL in-situ for f4  R_f4,situ ISO 15712-1, Eq. 19 37.0 39.9 46.0 51.9 59.6 64.6 51

Junction J4 - Coupling

Velocity Level Difference for Ff  D_v,Ff_4,situ ISO 15712-1, Eq. 21, 22 10.3 10.6 11.0 11.6 12.3 13.2

Velocity Level Difference for Fd  D_v,Fd_4,situ ISO 15712-1, Eq. 21, 22 10.6 10.9 11.4 12.0 12.7 13.6

Velocity Level Difference for Df  D_v,Df_4,situ ISO 15712-1, Eq. 21, 22 10.6 10.9 11.4 12.0 12.7 13.6

Flanking Transmission Loss - Path data

Flanking TL for Path Ff_4 R_Ff ISO 15712-1, Eq. 25a 48 52 58 65 73 79 63

Flanking TL for Path Fd_4 R_Fd ISO 15712-1, Eq. 25a 48 51 58 64 73 79 62

Flanking TL for Path Df_4 R_Df ISO 15712-1, Eq. 25a 48 51 58 64 73 79 62

Junction 4: Flanking STC for all paths 43 47 53 60 68 74 58

Total Flanking (for all 4 junctions) 37 42 49 56 63 70 53

ASTC due to Direct plus Flanking Paths RR-331, Eq. 1.4 34 38 44 50 58 63 49
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EXAMPLE 2.1.6: DETAILED METHOD 

 Rooms one-above-the-other 

 Floor of hollowcore precast concrete panels2 with walls of 

normal weight concrete block walls with rigid junctions 

Illustration for this case 

 

Cross-junction of separating floor 
assembly of hollowcore precast 
concrete panels 203 mm thick with 190 
mm concrete block flanking wall. (Side 
view of Junctions 1, 3). 

 

 
T-Junction of separating floor of 
hollowcore precast concrete panels 
203 mm thick with 190 mm concrete 
block wall. (Side view of Junction 2 or 4) 

Separating floor/ceiling assembly with: 

 Floor assembly of hollowcore precast concrete panels2 of cross-
section 203 mm thick and 2440 mm wide, fully grouted at joints 
between adjacent panels, with mass per area of 344 kg/m2  

 No topping / flooring on top, or ceiling lining below  

Junction 1, 3, 4: Cross-junction of separating floor / flanking wall with: 

 Rigid mortared cross-junction with concrete block wall assemblies 

 Wall above and below floor of one wythe of 190 mm hollow concrete 
block masonry1 constructed using normal weight units not less than 
53% solid, and with mass per area of 238 kg/m2, with no lining  

Junction 2: T-Junction of separating floor / flanking wall with: 

 Rigid mortared T-junctions with concrete block wall assemblies  

 Wall above and below floor of one wythe of 190 mm hollow concrete 
block masonry1 constructed using normal weight units not less than 
53% solid, and with mass per area of 238 kg/m2, with no lining  

NOTE: Sound transmission would be essentially unchanged with the 
hollowcore floor slabs oriented perpendicular to the case illustrated.  

Acoustical Parameters: 

 

 

(For the notes in this table please see the corresponding endnotes on page 194.)  

For separating assembly:
iŶteƌŶal loss, η_i = 0.006 c_L = 3500

mass (kg/m²) = 344  f_c = 91 (Eq. C.2) 
Reference K_Ff K_Dd' K_Fd K_Df Σ l_k . α_k

X-Junction 1 and 3 ISO 15712-1, Eq. E.3 11.6 6.1 8.8 8.8 0.783
T-Junction 2 ISO 15712-1, Eq. E.4 8.1 5.8 5.8 0.657
X-Junction 4 ISO 15712-1, Eq. E.3 11.6 6.1 8.8 8.8 0.626

Total loss, η_tot ISO 15712-1, Eq. C.1 0.030 (at 500 Hz)

Similarly, for flanking elements F and f at Junction 1 & 3,  
iŶteƌŶal loss, η_i = 0.015 c_L = 3500

mass (kg/m²) = 238  f_c = 98
Total loss, η_tot ISO 15712-1, Eq. C.1 0.039 (at 500 Hz)

Similarly, for flanking elements F and f at Junction 2 & 4,  
iŶteƌŶal loss, η_i = 0.015 c_L = 3500

mass (kg/m²) = 238  f_c = 98
Total loss, η_tot,Ϯ ISO 15712-1, Eq. C.1 0.045 (at 500 Hz)

ISO Symbol Reference 125 250 500 1000 2000 4000 STC or ASTC

Separating Partition

Sound Transmission Loss (TL)  R_D,lab RR-333, HCON203(344) 38 46 52 60 65 72 56

Structural Reverberation Time  T_s,lab RR-333, RT-HCON203(344) 0.458 0.328 0.200 0.168 0.109 0.061

Change by Lining on source side ΔR_D No lining 0 0 0 0 0 0

Change by Lining on receive side ΔR_d No lining 0 0 0 0 0 0

Structural Reverb. Time in-situ T_s,situ ISO 15712-1, Eq. C.1-C.3 0.318 0.218 0.147 0.097 0.062 0.039

Leakage or Airborne Flanking No leakage 0.0 0.0 0.0 0.0 0.0 0.0

Direct TL in-situ R_D,situ ISO 15712-1, Eq. 24 40 48 53 62 67 74 58
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ISO Symbol Reference 125 250 500 1000 2000 4000 STC or ASTC

Junction 1: Separating Floor/Wall

Sound Transmission Loss, F1 or f1  R_F1,lab RR-334, Mean-BLK190(NW) 35 38 44 50 58 62 49

Structural Reverberation Time T_s,lab RR-334, RT-Mean-BLK190(NW) 0.394 0.255 0.168 0.101 0.056 0.041

Change by Lining on source side ΔR_F1 No lining 0 0 0 0 0 0

Change by Lining on receive side ΔR_f1 No lining 0 0 0 0 0 0

Structural Reverb. Time in-situ  T_s,situ ISO 15712-1, Eq. C.1-C.3 0.266 0.175 0.112 0.069 0.041 0.024

TL in-situ for F1  R_F1,situ ISO 15712-1, Eq. 19 36.7 39.6 45.8 51.7 59.4 64.4 51

TL in-situ for f1  R_f1,situ ISO 15712-1, Eq. 19 36.7 39.6 45.8 51.7 59.4 64.4 51

Junction J1 - Coupling

Velocity Level Difference for Ff  D_v,Ff_1,situ ISO 15712-1, Eq. 21, 22 13.9 14.2 14.6 15.2 16.0 16.9

Velocity Level Difference for Fd  D_v,Fd_1,situ ISO 15712-1, Eq. 21, 22 11.7 11.9 12.2 12.7 13.3 14.0

Velocity Level Difference for Df  D_v,Df_1,situ ISO 15712-1, Eq. 21, 22 11.7 11.9 12.2 12.7 13.3 14.0

Flanking Transmission Loss - Path data

Flanking TL for Path Ff_1 R_Ff ISO 15712-1, Eq. 25a 53 56 62 69 77 83 67

Flanking TL for Path Fd_1 R_Fd ISO 15712-1, Eq. 25a 51 57 63 71 78 84 68

Flanking TL for Path Df_1 R_Df ISO 15712-1, Eq. 25a 51 57 63 71 78 84 68

Junction 1: Flanking STC for all paths 47 52 58 65 73 79 63

Junction 2: Separating Floor/Wall

Sound Transmission Loss, F2 or f2  R_F2,lab RR-334, Mean-BLK190(NW) 35 38 44 50 58 62 49

Structural Reverberation Time  T_s,lab RR-334, RT-Mean-BLK190(NW) 0.394 0.255 0.168 0.101 0.056 0.041

Change by Lining on source side ΔR_F2 No lining 0 0 0 0 0 0

Change by Lining on receive side ΔR_f2 No lining 0 0 0 0 0 0

Structural Reverb. Time in-situ  T_s,situ ISO 15712-1, Eq. C.1-C.3 0.225 0.150 0.097 0.061 0.037 0.022

TL in-situ for F2  R_F2,situ ISO 15712-1, Eq. 19 37.4 40.3 46.4 52.2 59.8 64.8 51

TL in-situ for f2  R_f2,situ ISO 15712-1, Eq. 19 37.4 40.3 46.4 52.2 59.8 64.8 51

Junction J2 - Coupling

Velocity Level Difference for Ff  D_v,Ff_2,situ ISO 15712-1, Eq. 21, 22 11.1 11.3 11.7 12.3 12.9 13.7

Velocity Level Difference for Fd  D_v,Fd_2,situ ISO 15712-1, Eq. 21, 22 9.5 9.7 10.0 10.5 11.0 11.7

Velocity Level Difference for Df  D_v,Df_2,situ ISO 15712-1, Eq. 21, 22 9.5 9.7 10.0 10.5 11.0 11.7

Flanking Transmission Loss - Path data

Flanking TL for Path Ff_2 R_Ff ISO 15712-1, Eq. 25a 52 55 61 67 76 82 66

Flanking TL for Path Fd_2 R_Fd ISO 15712-1, Eq. 25a 50 55 61 69 76 83 66

Flanking TL for Path Df_2 R_Df ISO 15712-1, Eq. 25a 50 55 61 69 76 83 66

Junction 2: Flanking STC for all paths 46 50 56 63 71 78 61

Junction 3: Separating Floor/Wall

All input values the same as for Junction 1

Junction 3: Flanking STC for all paths 47 52 58 65 73 79 63

Junction 4: Separating Floor/Wall

All input data the same as for Junction 2, but different junctions at ceiling and floor change in-situ loss factors from Junction 2

Structural Reverb. Time in-situ  T_s,situ ISO 15712-1, Eq. C.1-C.3 0.247 0.163 0.105 0.065 0.039 0.023

TL in-situ for F4  R_F4,situ ISO 15712-1, Eq. 19 37.0 39.9 46.0 51.9 59.6 64.6 51

TL in-situ for f4  R_f4,situ ISO 15712-1, Eq. 19 37.0 39.9 46.0 51.9 59.6 64.6 51

Junction J4 - Coupling

Velocity Level Difference for Ff  D_v,Ff_4,situ ISO 15712-1, Eq. 21, 22 14.2 14.5 14.9 15.5 16.2 17.0

Velocity Level Difference for Fd  D_v,Fd_4,situ ISO 15712-1, Eq. 21, 22 12.3 12.5 12.9 13.3 13.9 14.6

Velocity Level Difference for Df  D_v,Df_4,situ ISO 15712-1, Eq. 21, 22 12.3 12.5 12.9 13.3 13.9 14.6

Flanking Transmission Loss - Path data

Flanking TL for Path Ff_4 R_Ff ISO 15712-1, Eq. 25a 54 57 64 70 79 85 68

Flanking TL for Path Fd_4 R_Fd ISO 15712-1, Eq. 25a 52 58 64 72 79 85 69

Flanking TL for Path Df_4 R_Df ISO 15712-1, Eq. 25a 52 58 64 72 79 85 69

Junction 4: Flanking STC for all paths 48 53 59 66 74 80 64

Total Flanking (for all 4 junctions) 41 46 52 59 67 73 57

ASTC due to Direct plus Flanking Paths RR-331, Eq. 1.4 37 44 49 57 64 70 54
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Summary for Section 2.1: Calculation Examples for Constructions of Concrete and 

Concrete Masonry with Rigid Junctions 

The worked examples 2.1.1 to 2.1.6 illustrate the basic process for calculating the sound 

transmission between rooms in a building with bare concrete or hollow concrete block masonry 

walls and concrete floor assemblies with rigid junctions.  

Heƌe, ͞ďaƌe͟ ŵeaŶs the asseŵďlǇ of ĐoŶĐƌete oƌ ŵasoŶƌǇ ǁithout a liŶiŶg suĐh as aŶ added 
gypsum board finish on the walls or ceiling, or flooring over the concrete slab. Note that for a 

hollow concrete block masonry wall constructed using normal weight units, tests have shown 

that its surface could be painted or sealed, or have a thin coat of plaster with no effect on the 

sound transmission. ͞Rigid JuŶĐtioŶs͟ iŵplies that the asseŵďlies ŵeeting at the junction are 

firmly bonded so bending vibration is effectively transmitted between the elements. Loadbearing 

junctions are always rigid; non-loadbearing junctions may or may not be rigid. 

The absence of finishing surface linings is not typical for occupied residential buildings in North 

AŵeƌiĐa, ďut ĐoŶsideƌiŶg the ͞ďaƌe͟ Đase giǀes a Đleaƌ pƌeseŶtatioŶ of the ďasiĐ stƌuĐtuƌe-borne 

transmission for a building with these structural subsystems. The effect of adding linings (such as 

gypsum board wall, ceiling finishes, or flooring) is presented in Section 2.3. 

Overview of the Calculation Details: 

There are recurrent patterns in the presented examples. The calculation process is in sections, 

dealing first with the separating wall or floor assembly, then with each of the junctions at the 

four edges of the separating assembly, In each section: 

 In each section, the first few lines present input data (shaded light red), followed by the 

in-situ structural reverberation time for the pertinent separating or flanking surface, 

which is calculated using the procedures of Annex C in ISO 15712-1.  

 For all the floor and wall assemblies in these examples, the structural reverberation time 

in-situ is shorter than that for the laboratory specimen, due to the higher edge losses 

when an assembly is attached to all adjacent assemblies in the building scenario.  

 The in-situ sound transmission loss (TL) for the wall and floor assemblies (calculated from 

the laboratory TL and the ratio of structural reverberation times) is consistently higher 

than the laboratory TL, due to the greater losses in-situ. 

 The coupling for each path (Ff, Fd, and Df) across the junctions (velocity level difference) 

is calculated from the Kij values for each path, with corrections for losses and dimensions 

of the coupled assemblies, and is consistently higher than the corresponding Kij.  

 The flanking sound transmission loss for each path is calculated from the preceding 

values, followed by a summary value for the Flanking STC value for the junction. 

Finally, the apparent sound transmission loss is calculated from the combined transmission via 

the direct and 12 flanking paths, and then used to determine the ASTC rating.  
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General Trends in the STC and ASTC Results: 

For both side-by-side rooms (Examples 2.1.1, 2.1.3, and 2.1.5) and the rooms one-above-the-

other (Example 2.1.2, 2.1.4, and 2.1.6), the ASTC rating is lower than the STC rating measured for 

the separating assembly. For the wall and floor assemblies in the examples, the differences 

between STC and ASTC values for the horizontal room pairs are 2 to 3 points, and for the vertical 

room pairs the differences are 3 to 4 points. Different mass ratios of the building elements or 

different laboratory structural decay times could alter the specific differences, but the trend in 

the results in the worked examples is clear.  

The ASTC ratings are lower than the corresponding STC ratings, and the total flanking sound 

transmission loss (due to the combination of 12 flanking paths) is quite similar to the direct sound 

transmission loss through the separating wall. However, as shown in Section 2.3, the balance 

among the various paths can be significantly altered by adding linings to the floor, ceiling, or wall 

surfaces.  
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2.2. Non-Rigid Junctions in Concrete and Concrete Masonry Buildings  

This section presents worked examples for adjacent rooms in a building which has structural floor slabs 

of bare concrete and walls of bare concrete or hollow concrete block masonry, but which also includes 

some non-rigid junctions. As before, ͞ ďaƌe͟ is takeŶ to ŵeaŶ the asseŵďlǇ of ĐoŶĐƌete oƌ ŵasoŶƌǇ ǁithout 
a lining such as an added gypsum board finish on the walls or ceiling, or flooring over the concrete floor 

assembly. The effect of adding a lining is discussed in detail in Section 2.3.   

The calculations follow the steps of the Detailed Method of ISO 15712-1, as described at the beginning of 

Chapter 2, but with adaptations for non-rigid joints. Two specific cases are relevant: 

1. Non-loadbearing normal weight hollow concrete block masonry walls can be evaluated through a 

minor adaptation of the procedure presented in the examples of Section 2.1. Such walls would 

normally have sealant or a fire stop installed between the top of the hollow concrete block 

masonry wall assembly and the bottom of the concrete floor above, as shown in the detail 

drawings in Examples 2.2.1 and 2.2.2. A common type of fire stop would comprise compressible 

rock fiber faced with pliable sealant. Such fire stops would transmit negligible vibration between 

the top of the wall and the floor above so they do not fit the context for Eq. E.5. However, such 

junctions can readily be treated in the calculation procedure by altering the calculated vibration 

reduction index for the affected junctions (assuming no connections through the fire stop) and 

making the corresponding changes to the in-situ losses for the adjacent surfaces. As discussed in 

the summary at the end of this Section, switching from rigid junctions to non-loadbearing 

junctions only slightly alters the overall calculated ASTC rating.  

2. Wall/wall junctions with flexible interlayers are considered in ISO 15712-1. The vibration 

reduction index for these can be calculated using Equation E.5. The calculation is like that for rigid 

junctions except that different expressions are used for junction attenuation which depends on 

the characteristics of the interlayer. No example is included here for such cases, for which one 

needs specific data on the material properties of the flexible interlayer.  
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EXAMPLE 2.2.1: DETAILED METHOD 

 Rooms side-by-side 

 Concrete floors walls with non-rigid junctions at top of non-
loadbearing concrete block separating wall 

 (Same as 2.1.1 except non-rigid junction at top of walls)  

Illustration for this case 

 

Junction of 190 mm non-loadbearing 

concrete block separating wall with 150 

mm thick Concrete floor and ceiling. 

(Side view of Junctions 1 and 3) 

 

 

Junction of separating wall with side 

wall, both of 190 mm concrete block.  

(Plan view of Junctions 2 or 4) 

Separating wall assembly (non-loadbearing) with: 

 One wythe of 190 mm hollow concrete block masonry1 constructed 
using normal weight units not less than 53% solid, and with mass per 
area of 238 kg/m2, with no lining  

Junction 1: Bottom Junction (separating wall / floor) with: 

 Concrete floor with mass per area of 345 kg/m2 (e.g. normal weight 
concrete 150 mm thick) with no topping or flooring 

 Rigid mortared T- junction with concrete block wall assembly above, 
with negligible connection through fire stop to wall below  

Junction 2 or 4: Each Side (separating wall / abutting side wall) with: 

 Abutting side wall and separating wall of hollow concrete block 
masonry1 with mass per area of 238 kg/m2, with no lining  

 Rigid mortared T-junctions 

Junction 3: Top Junction (separating wall / ceiling) with: 

 Concrete ceiling with mass per area of 345 kg/m2 (e.g. normal weight 
concrete 150 mm thick) with no added ceiling lining 

 Non-loadbearing junction between concrete ceiling assembly and top 
of concrete block wall, (with fire stop of flexible materials such as rock 
fiber and sealant that transmit negligible vibration).  

 Acoustical Parameters: 

 

 

(For the notes in this table please see the corresponding endnotes on page 194.)   

For separating assembly:
iŶteƌŶal loss, η_i = 0.015 c_L = 3500

mass (kg/m²) = 238  f_c = 98 (Eq. C.2) 
Reference K_Ff K_Dd' K_Fd K_Df Σ l_k . α_k

T-Junction 1 ISO 15712-1, Eq. E.4 3.6 - 5.8 5.8 0.925
T-Junction 2 or 4 ISO 15712-1, Eq. E.4 5.7 5.7 5.7 0.946

Total loss, η_tot ISO 15712-1, Eq. C.1 0.038 (at 500 Hz)

Similarly, for flanking elements F and f at Junction 1 & 3
iŶteƌŶal loss, η_i = 0.006 c_L = 3500

mass (kg/m²) = 345  f_c = 124
Total loss, η_tot ISO 15712-1, Eq. C.1 0.033 (at 500 Hz)

Similarly, for flanking elements F and f at Junction 2 & 4
iŶteƌŶal loss, η_i = 0.015 c_L = 3500

mass (kg/m²) = 238  f_c = 98
Total loss, η_tot,Ϯ ISO 15712-1, Eq. C.1 0.047 (at 500 Hz)
Total loss, η_tot,ϰ ISO 15712-1, Eq. C.1 0.044 (at 500 Hz)

ISO Symbol Reference 125 250 500 1000 2000 4000 STC or ASTC

Separating Partition

Sound Transmission Loss (TL)  R_D,lab RR-334, Mean-BLK190(NW) 35 38 44 50 58 62 49

Structural Reverberation Time  T_s,lab RR-334, RT-Mean-BLK190(NW) 0.394 0.255 0.168 0.101 0.056 0.041

Change by Lining on source side ΔR_D No lining 0 0 0 0 0 0

Change by Lining on receive side ΔR_d No lining 0 0 0 0 0 0

Structural Reverb. Time in-situ T_s,situ ISO 15712-1, Eq. C.1-C.3 0.276 0.181 0.115 0.070 0.042 0.024

Leakage or Airborne Flanking Sealed & Blocked 0.0 0.0 0.0 0.0 0.0 0.0

Direct TL in-situ R_D,situ ISO 15712-1, Eq. 24 37 39 46 52 59 64 50
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ISO Symbol Reference 125 250 500 1000 2000 4000 STC or ASTC

Junction 1: Separating Floor/Wall

Sound Transmission Loss, F1 or f1  R_F1,lab RR-334, Mean-BLK190(NW) 35 38 44 50 58 62 49

Structural Reverberation Time T_s,lab RR-334, RT-Mean-BLK190(NW) 0.394 0.255 0.168 0.101 0.056 0.041

Change by Lining on source side ΔR_F1 No lining 0 0 0 0 0 0

Change by Lining on receive side ΔR_f1 No lining 0 0 0 0 0 0

Structural Reverb. Time in-situ  T_s,situ ISO 15712-1, Eq. C.1-C.3 0.276 0.181 0.115 0.070 0.042 0.024

TL in-situ for F1  R_F1,situ ISO 15712-1, Eq. 19 36.6 39.5 45.6 51.6 59.3 64.3 50

TL in-situ for f1  R_f1,situ ISO 15712-1, Eq. 19 36.6 39.5 45.6 51.6 59.3 64.3 50

Junction J1 - Coupling

Velocity Level Difference for Ff  D_v,Ff_1,situ Negligible connection

Velocity Level Difference for Fd  D_v,Fd_1,situ ISO 15712-1, Eq. 21, 22 8.8 9.0 9.4 9.8 10.4 11.1

Velocity Level Difference for Df  D_v,Df_1,situ Negligible connection

Flanking Transmission Loss - Path data

Flanking TL for Path Ff_1 R_Ff Negligible connection 90 90 90 90 90 90 90

Flanking TL for Path Fd_1 R_Fd ISO 15712-1, Eq. 25a 49 52 60 67 76 83 63

Flanking TL for Path Df_1 R_Df Negligible connection 90 90 90 90 90 90 90

Junction 1: Flanking STC for all paths 49 52 60 67 76 82 63

Junction 2: Separating Floor/Wall

Sound Transmission Loss, F2 or f2  R_F2,lab RR-334, Mean-BLK190(NW) 35 38 44 50 58 62 49

Structural Reverberation Time  T_s,lab RR-334, RT-Mean-BLK190(NW) 0.394 0.255 0.168 0.101 0.056 0.041

Change by Lining on source side ΔR_F2 No lining 0 0 0 0 0 0

Change by Lining on receive side ΔR_f2 No lining 0 0 0 0 0 0

Structural Reverb. Time in-situ  T_s,situ ISO 15712-1, Eq. C.1-C.3 0.216 0.144 0.094 0.059 0.036 0.021

TL in-situ for F2  R_F2,situ ISO 15712-1, Eq. 19 37.6 40.5 46.5 52.4 60.0 64.9 51

TL in-situ for f2  R_f2,situ ISO 15712-1, Eq. 19 37.6 40.5 46.5 52.4 60.0 64.9 51

Junction J2 - Coupling

Velocity Level Difference for Ff  D_v,Ff_2,situ ISO 15712-1, Eq. 21, 22 11.3 11.5 11.9 12.4 13.1 13.8

Velocity Level Difference for Fd  D_v,Fd_2,situ ISO 15712-1, Eq. 21, 22 9.8 10.0 10.3 10.7 11.2 11.9

Velocity Level Difference for Df  D_v,Df_2,situ ISO 15712-1, Eq. 21, 22 9.8 10.0 10.3 10.7 11.2 11.9

Flanking Transmission Loss - Path data

Flanking TL for Path Ff_2 R_Ff ISO 15712-1, Eq. 25a 52 55 61 68 76 82 66

Flanking TL for Path Fd_2 R_Fd ISO 15712-1, Eq. 25a 51 54 61 69 78 85 65

Flanking TL for Path Df_2 R_Df ISO 15712-1, Eq. 25a 51 54 61 69 78 85 65

Junction 2: Flanking STC for all paths 47 50 56 64 72 79 61

Junction 3: Separating Floor/Wall

All input values the same as for Junction 1

Flanking TL for Path Ff_3 R_Ff Negligible connection 90 90 90 90 90 90 90

Flanking TL for Path Fd_3 R_Fd ISO 15712-1, Eq. 25a 49 48 57 64 73 81 85

Flanking TL for Path Df_3 R_Df Negligible connection 90 90 90 90 90 90 90

Junction 3: Flanking STC for all paths 49 52 60 67 76 82 63

Junction 4: Separating Floor/Wall

All input data the same as for Junction 2, but different junctions at ceiling and floor change in-situ loss factors from Junction 2

Structural Reverb. Time in-situ  T_s,situ ISO 15712-1, Eq. C.1-C.3 0.236 0.156 0.101 0.063 0.038 0.022

TL in-situ for F4  R_F4,situ ISO 15712-1, Eq. 19 37.2 40.1 46.2 52.1 59.7 64.7 51

TL in-situ for f4  R_f4,situ ISO 15712-1, Eq. 19 37.2 40.1 46.2 52.1 59.7 64.7 51

Junction J4 - Coupling

Velocity Level Difference for Ff  D_v,Ff_4,situ ISO 15712-1, Eq. 21, 22 14.4 14.7 15.1 15.6 16.3 17.1

Velocity Level Difference for Fd  D_v,Fd_4,situ ISO 15712-1, Eq. 21, 22 12.6 12.8 13.1 13.6 14.1 14.8

Velocity Level Difference for Df  D_v,Df_4,situ ISO 15712-1, Eq. 21, 22 12.6 12.8 13.1 13.6 14.1 14.8

Flanking Transmission Loss - Path data

Flanking TL for Path Ff_4 R_Ff ISO 15712-1, Eq. 25a 55 58 64 71 79 85 69

Flanking TL for Path Fd_4 R_Fd ISO 15712-1, Eq. 25a 54 57 64 72 80 88 68

Flanking TL for Path Df_4 R_Df ISO 15712-1, Eq. 25a 54 57 64 72 80 88 68

Junction 4: Flanking STC for all paths 50 53 59 67 75 82 64

Total Flanking (for all 4 junctions) 42 45 53 60 68 75 56

ASTC due to Direct plus Flanking Paths RR-331, Eq. 1.4 39 42 50 58 66 73 53
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EXAMPLE 2.2.2: DETAILED METHOD 

 Rooms one-above-the-other 

 Concrete floor and normal weight concrete block walls 
(like Example 2.1.2 except two rigid wall/ceiling junctions 
replaced by non-rigid (non-loadbearing) junctions  

Illustration for this case 

 

Junction of separating floor of 150 mm 
thick concrete with non-loadbearing 
190 mm concrete block wall. 
(Side view of Junctions 1 and 3) 

 

 
T-Junction of separating floor of 
150 mm thick concrete with 190 mm 
concrete block wall. (Side view of 
Junction 2. Junction 4 has same details, 
but cross-junction) 

Separating floor/ceiling assembly with: 

 Concrete floor with mass per area of 345 kg/m2 (e.g. normal weight 
concrete 150 mm thick) with no topping / flooring on top surface, or 
ceiling lining below  

Junction 1 and 3: Separating floor with non-loadbearing flanking walls: 

 Rigid mortared cross-junction to concrete floor slab at bottom of 
concrete block wall assemblies 

 Non-loadbearing junction (fire stop system of non-rigid materials that 
transmit negligible vibration) between top of wall and underside of 
concrete slab above 

 Wall above and below floor of one wythe of 190 mm hollow concrete 
block masonry1 constructed using normal weight units not less than 
53% solid, and with mass per area of 238 kg/m2, with no lining 

Junction 2 or 4: Rigid Junction of separating floor / flanking wall with: 

 Rigid mortared junctions with concrete block wall assemblies (T- and 
cross-junctions at Junctions 2 and 4, respectively)  

 Wall above and below floor of one wythe of 190 mm hollow concrete 
block masonry1 constructed using normal weight units not less than 
53% solid, and with mass per area of 238 kg/m2, with no lining  

 Acoustical Parameters: 
 

 

 

(For the notes in this table please see the corresponding endnotes on page 194.)  

For separating assembly:
iŶteƌŶal loss, η_i = 0.006 c_L = 3500

mass (kg/m²) = 345  f_c = 124 (Eq. C.2) 
Reference K_Ff K_Dd' K_Fd K_Df Σ l_k . α_k

X-Junction 1, 3, 4 ISO 15712-1, Eq. E.3 8.1 - 5.8 5.8 0.821
T-Junction 2 ISO 15712-1, Eq. E.4 8.1 5.8 5.8 0.657

Total loss, η_tot ISO 15712-1, Eq. C.1 0.033 (at 500 Hz)

Similarly, for flanking elements F and f at Junction 1 & 3,  
iŶteƌŶal loss, η_i = 0.015 c_L = 3500

mass (kg/m²) = 238  f_c = 98
Total loss, η_tot ISO 15712-1, Eq. C.1 0.038 (at 500 Hz)

Similarly, for flanking elements F and f at Junction 2 & 4,  
iŶteƌŶal loss, η_i = 0.015 c_L = 3500

mass (kg/m²) = 238  f_c = 98
Total loss, η_tot,Ϯ ISO 15712-1, Eq. C.1 0.047 (at 500 Hz)
Total loss, η_tot,ϰ ISO 15712-1, Eq. C.1 0.044 (at 500 Hz)

ISO Symbol Reference 125 250 500 1000 2000 4000 STC or ASTC

Separating Partition

Sound Transmission Loss (TL)  R_D,lab RR-334, CON150, TLF-15-045 40 42 50 58 66 75 53

Structural Reverberation Time  T_s,lab RR-334, Measured T_s for CON150 0.439 0.369 0.250 0.205 0.146 0.077

Change by Lining on source side ΔR_D No lining 0 0 0 0 0 0

Change by Lining on receive side ΔR_d No lining 0 0 0 0 0 0

Structural Reverb. Time in-situ T_s,situ ISO 15712-1, Eq. C.1-C.3 0.290 0.200 0.135 0.089 0.058 0.036

Leakage or Airborne Flanking Sealed & Blocked 0.0 0.0 0.0 0.0 0.0 0.0

Direct TL in-situ R_D,situ ISO 15712-1, Eq. 24 42 45 53 62 70 78 56
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ISO Symbol Reference 125 250 500 1000 2000 4000 STC or ASTC

Junction 1: Separating Floor/Wall

Sound Transmission Loss, F1 or f1  R_F1,lab RR-334, Mean-BLK190(NW) 35 38 44 50 58 62 49

Structural Reverberation Time T_s,lab RR-334, RT-Mean-BLK190(NW) 0.394 0.255 0.168 0.101 0.056 0.041

Change by Lining on source side ΔR_F1 No lining 0 0 0 0 0 0

Change by Lining on receive side ΔR_f1 No lining 0 0 0 0 0 0

Structural Reverb. Time in-situ  T_s,situ ISO 15712-1, Eq. C.1-C.3 0.276 0.181 0.115 0.070 0.042 0.024

TL in-situ for F1  R_F1,situ ISO 15712-1, Eq. 19 36.6 39.5 45.6 51.6 59.3 64.3 50

TL in-situ for f1  R_f1,situ ISO 15712-1, Eq. 19 36.6 39.5 45.6 51.6 59.3 64.3 50

Junction J1 - Coupling

Velocity Level Difference for Ff  D_v,Ff_1,situ Negligible connection

Velocity Level Difference for Fd  D_v,Fd_1,situ ISO 15712-1, Eq. 21, 22 8.8 9.0 9.4 9.8 10.4 11.1

Velocity Level Difference for Df  D_v,Df_1,situ Negligible connection

Flanking Transmission Loss - Path data

Flanking TL for Path Ff_1 R_Ff Negligible connection 90 90 90 90 90 90 90

Flanking TL for Path Fd_1 R_Fd ISO 15712-1, Eq. 25a 49 52 60 67 76 83 63

Flanking TL for Path Df_1 R_Df Negligible connection 90 90 90 90 90 90 90

Junction 1: Flanking STC for all paths 49 52 60 67 76 82 63

Junction 2: Separating Floor/Wall

Sound Transmission Loss, F2 or f2  R_F2,lab RR-334, Mean-BLK190(NW) 35 38 44 50 58 62 49

Structural Reverberation Time  T_s,lab RR-334, RT-Mean-BLK190(NW) 0.394 0.255 0.168 0.101 0.056 0.041

Change by Lining on source side ΔR_F2 No lining 0 0 0 0 0 0

Change by Lining on receive side ΔR_f2 No lining 0 0 0 0 0 0

Structural Reverb. Time in-situ  T_s,situ ISO 15712-1, Eq. C.1-C.3 0.216 0.144 0.094 0.059 0.036 0.021

TL in-situ for F2  R_F2,situ ISO 15712-1, Eq. 19 37.6 40.5 46.5 52.4 60.0 64.9 51

TL in-situ for f2  R_f2,situ ISO 15712-1, Eq. 19 37.6 40.5 46.5 52.4 60.0 64.9 51

Junction J2 - Coupling

Velocity Level Difference for Ff  D_v,Ff_2,situ ISO 15712-1, Eq. 21, 22 11.3 11.5 11.9 12.4 13.1 13.8

Velocity Level Difference for Fd  D_v,Fd_2,situ ISO 15712-1, Eq. 21, 22 9.8 10.0 10.3 10.7 11.2 11.9

Velocity Level Difference for Df  D_v,Df_2,situ ISO 15712-1, Eq. 21, 22 9.8 10.0 10.3 10.7 11.2 11.9

Flanking Transmission Loss - Path data

Flanking TL for Path Ff_2 R_Ff ISO 15712-1, Eq. 25a 52 55 61 68 76 82 66

Flanking TL for Path Fd_2 R_Fd ISO 15712-1, Eq. 25a 51 54 61 69 78 85 65

Flanking TL for Path Df_2 R_Df ISO 15712-1, Eq. 25a 51 54 61 69 78 85 65

Junction 2: Flanking STC for all paths 47 50 56 64 72 79 61

Junction 3: Separating Floor/Wall

All input values the same as for Junction 1

Flanking TL for Path Ff_3 R_Ff Negligible connection 90 90 90 90 90 90 90

Flanking TL for Path Fd_3 R_Fd ISO 15712-1, Eq. 25a 49 48 57 64 73 81 85

Flanking TL for Path Df_3 R_Df Negligible connection 90 90 90 90 90 90 90

Junction 3: Flanking STC for all paths 49 52 60 67 76 82 63

Junction 4: Separating Floor/Wall

All input data the same as for Junction 2, but different junctions at ceiling and floor change in-situ loss factors from Junction 2

Structural Reverb. Time in-situ  T_s,situ ISO 15712-1, Eq. C.1-C.3 0.236 0.156 0.101 0.063 0.038 0.022

TL in-situ for F4  R_F4,situ ISO 15712-1, Eq. 19 37.2 40.1 46.2 52.1 59.7 64.7 51

TL in-situ for f4  R_f4,situ ISO 15712-1, Eq. 19 37.2 40.1 46.2 52.1 59.7 64.7 51

Junction J4 - Coupling

Velocity Level Difference for Ff  D_v,Ff_4,situ ISO 15712-1, Eq. 21, 22 14.4 14.7 15.1 15.6 16.3 17.1

Velocity Level Difference for Fd  D_v,Fd_4,situ ISO 15712-1, Eq. 21, 22 12.6 12.8 13.1 13.6 14.1 14.8

Velocity Level Difference for Df  D_v,Df_4,situ ISO 15712-1, Eq. 21, 22 12.6 12.8 13.1 13.6 14.1 14.8

Flanking Transmission Loss - Path data

Flanking TL for Path Ff_4 R_Ff ISO 15712-1, Eq. 25a 55 58 64 71 79 85 69

Flanking TL for Path Fd_4 R_Fd ISO 15712-1, Eq. 25a 54 57 64 72 80 88 68

Flanking TL for Path Df_4 R_Df ISO 15712-1, Eq. 25a 54 57 64 72 80 88 68

Junction 4: Flanking STC for all paths 50 53 59 67 75 82 64

Total Flanking (for all 4 junctions) 42 45 53 60 68 75 56

ASTC due to Direct plus Flanking Paths RR-331, Eq. 1.4 39 42 50 58 66 73 53
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Summary for Section 2.2: Calculation Examples for Concrete and Concrete Masonry 

Constructions with Non-Rigid Junctions 

The worked examples 2.2.1 and 2.2.2 illustrate the process for calculating the sound transmission 

between rooms in a building with bare concrete floor/ceilings and hollow concrete block 

masonry wall assemblies where there is a non-rigid (non-loadbearing) junction between the top 

of the hollow concrete block masonry wall and the concrete floor above (due to the presence of 

a soft firestop material).  

For both the side-by-side room pair (Example 2.2.1) and the rooms one-above-the-other 

(Example 2.2.2) the ASTC rating is equal to or lower than the STC rating of the separating 

assembly. For the specific wall and floor assemblies in the examples, the difference is 2 points 

for the horizontal pair and 3 points for the vertical pair. Different mass ratios of the building 

elements could change the difference between the STC rating and the ASTC rating. The basic 

issue is that ASTC ratings are lower than the corresponding STC rating, and that the total flanking 

sound transmission loss (due to the combination of 12 flanking paths) is of similar importance to 

the direct sound transmission loss through the separating wall or floor. 

Examination of the individual flanking paths in the examples of Section 2.1 and 2.2 shows that 

some junctions transmit less vibration energy when a non-rigid junction is used, because the soft 

junction blocks some transmission paths. But this has only a small effect on the ASTC rating of 

the complete system because the paths via the remaining rigid connections transmit more 

vibration energy. Overall, the ASTC rating for these examples remains the same compared with 

the rigid case for side-by-side rooms, and increases by 1 point where one room is above the 

other. 

The key conclusion is that introducing non-loadbearing hollow concrete block masonry walls has 

only a small effect on the overall ASTC ratings between adjacent rooms, and can readily be offset 

by the choice of suitable linings as shown in the following Section.  
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2.3. Adding ǲLiningsǳ to Walls, Floors, and Ceilings in Concrete/Masonry 

Buildings 

The practicality of the calculation framework of ISO 15712-1 comes from the straightforward extension 

to deal with the iŶĐƌeŵeŶtal effeĐt of ͞liŶiŶgs͟ added to the bare structural elements. Here, as before, 

͞ďaƌe͟ is takeŶ to ŵeaŶ the asseŵďlǇ of ĐoŶĐƌete oƌ ŵasoŶƌǇ ǁithout a liŶiŶg suĐh as aŶ added gǇpsuŵ 
board finish on the walls or ceiling, or flooring over the concrete slab. The ͞ďaƌe͟ suƌfaĐe Đould ďe painted 

or sealed, or have a thin coat of plaster.  

It is common practice, especially in residential buildings, to add finish surfaces to the basic structural wall 

and floor assemblies – for example, various flooring products, and gypsum board wall or ceiling surfaces 

that conceal both the bare concrete surfaces and building services such as electrical wiring, water pipes 

and ventilation ducts. These are described in ISO 15712-ϭ as ͞ liŶiŶgs͟ oƌ ͞ liŶeƌs͟ oƌ ͞ laǇeƌs͟. The first term, 

͞liŶiŶgs͟ is used in this Guide.  

Wall or ceiling linings typically include lightweight framing supporting the gypsum board surface layer 

and often include sound absorptive material3 in the cavities between the bare assembly and the gypsum 

board.  

 

Figure 2.3: Transmission combines direct path through separating wall (Dd) and structure-borne 

flanking via paths Df, Fd, and Ff at each of the four edges of the separating assembly. Transmission via 

these paths is altered by addition of linings in the source room and/or receiving room.  
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Adding a lining can significantly improve the sound attenuation by changing the flow of sound power from 

the reverberant sound field in the source room to the resonant vibration in the structural assembly. It is 

assumed that adding the linings does not alter power flow between the heavy structural assemblies. As 

shown conceptually in Figure 2.3, the practical calculation combines the basic flow of structure-borne 

power via the coupled structural elements, with simple additive changes due to the linings. This approach 

works very well for common monolithic supporting structures of concrete or masonry that are much 

heavier than the linings. 

 

Input Data for the Improvement due to Linings 

A standard process for evaluating linings is given in ISO 10140-1; its ASTM counterpart uses ASTM E90 to 

measure the change between the TL for a bare concrete or masonry assembly and the TL for the same 

assembly with the lining added. The improvement depends slightly on mass and porosity of the bare 

assembly. Theoretically, this change in TL should be corrected to remove the non-resonant part of the 

transmission for flanking paths, but as noted in ISO 15712-1, the laboratory result gives a good (slightly 

conservative) estimate. Uncorrected ASTM E90 test data for linings are used in this Guide.  

Note that the lining may be installed on either the source or the receiving side of the base assembly for 

the ASTM E90 test, and the result may be used for a lining added on either side of a matching assembly. 

 

Including Linings in the Calculation Process 

Adding the changes in sound transmission due to linings requires only minor extensions from the eight 

steps described at the beginning of Chapter 2: 

At Step 4: to calculate direct sound transmission loss in-situ through the separating assembly, add the 

laboratory data for the TL change due to an added lining on the source side and the 

laboratory data for the TL change due to an added lining on the receiving side using Eq. 24 

of ISO 15712-1. The changes are identified in Eq. 24 as DRD,situ and DRd,situ respectively.  

At Step 8: to calculate flanking sound transmission via each flanking path, add the laboratory data for 

the TL change due to an added lining on the assembly in the source room and the laboratory 

data for the TL change due to an added lining on the assembly in the receiving room, using 

Eq. 24 of ISO 15712-1. The changes are identified in the equation as DRi,situ and DRj,situ 

respectively.  

Other than these two additions, the process remains unchanged from that described in Section 2.1. 
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EXAMPLE 2.3.1: DETAILED METHOD 

 Rooms side-by-side 

 Concrete floors and normal weight concrete block walls with 
rigid junctions  

 Same structure as Example 2.1.1, plus lining of walls 

Illustration for this case 

 

Junction of 190 mm concrete block 
separating wall (with gypsum board 
lining) with 150 mm thick concrete floor 
and ceiling.  
(Side view of Junctions 1 and 3) 

 

 
Junction of separating wall with flanking 
side wall, both of 190 mm concrete 
block with gypsum board linings. 
(Plan view of Junction 2 or 4) 

Separating wall assembly (loadbearing) with: 

 One wythe of 190 mm hollow concrete block masonry1 constructed 
using normal weight units not less than 53% solid, and with mass per 
area of 238 kg/m2 

 Both sides lined with 13 mm gypsum board4 supported on 65 mm non-
loadbearing steel studs5 spaced 600 mm o.c., with no absorptive 
material3 filling stud cavities  

Junction 1: Bottom Junction (separating wall / floor) with: 

 Concrete floor with mass per area of 345 kg/m2 (e.g. normal weight 
concrete 150 mm thick) with no topping or flooring 

 Rigid mortared cross-junction with concrete block wall assembly 

Junction 2 or 4: Each Side (separating wall /abutting side wall) with: 

 Abutting side wall and separating wall of hollow concrete block 
masonry1 with mass per area of 238 kg/m2, with rigid mortared T-
junctions 

 Flanking walls lined with 13 mm gypsum board4 supported on 65 mm 
non-loadbearing steel studs5 spaced 600 mm o.c. with no absorptive 
material3 filling stud cavities 

Junction 3: Top Junction (separating wall / ceiling) with: 

 Concrete ceiling with mass per area of 345 kg/m2 (e.g. normal weight 
concrete 150 mm thick) with no added ceiling lining 

 Rigid mortared cross-junction with concrete block wall assembly  

Acoustical Parameters: 

 

 

(For the notes in this table please see the corresponding endnotes on page 194.)  

For separating assembly:
iŶteƌŶal loss, η_i = 0.015 c_L = 3500

mass (kg/m²) = 238  f_c = 98 (Eq. C.2) 
Reference K_Ff K_Dd' K_Fd K_Df Σ l_k . α_k

T-Junction 1 ISO 15712-1, Eq. E.4 6.1 11.6 8.8 8.8 0.571
T-Junction 2 or 4 ISO 15712-1, Eq. E.4 5.7 5.7 5.7 0.946

Total loss, η_tot ISO 15712-1, Eq. C.1 0.041 (at 500 Hz)

Similarly, for flanking elements F and f at Junction 1 & 3
iŶteƌŶal loss, η_i = 0.006 c_L = 3500

mass (kg/m²) = 345  f_c = 124
Total loss, η_tot ISO 15712-1, Eq. C.1 0.028 (at 500 Hz)

Similarly, for flanking elements F and f at Junction 2 & 4
iŶteƌŶal loss, η_i = 0.015 c_L = 3500

mass (kg/m²) = 238  f_c = 98
Total loss, η_tot,Ϯ ISO 15712-1, Eq. C.1 0.047 (at 500 Hz)
Total loss, η_tot,ϰ ISO 15712-1, Eq. C.1 0.044 (at 500 Hz)

ISO Symbol Reference 125 250 500 1000 2000 4000 STC or ASTC

Separating Partition

Sound Transmission Loss (TL)  R_D,lab RR-334, Mean-BLK190(NW) 35 38 44 50 58 62 49

Structural Reverberation Time  T_s,lab RR-334, RT-Mean-BLK190(NW) 0.394 0.255 0.168 0.101 0.056 0.041

Change by Lining on source side ΔR_D RR-ϯϯϰ, ΔTL-BLKϭϵϬ;NWͿ-ϲϭ, ““ϲϱ_Gϭϯ -4 8 14 15 13 16

Change by Lining on receive side ΔR_d RR-ϯϯϰ, ΔTL-BLKϭϵϬ;NWͿ-ϲϭ, ““ϲϱ_Gϭϯ -4 8 14 15 13 16

Structural Reverb. Time in-situ T_s,situ ISO 15712-1, Eq. C.1-C.3 0.254 0.168 0.107 0.066 0.040 0.023

Leakage or Airborne Flanking Sealed & Blocked 0.0 0.0 0.0 0.0 0.0 0.0

Direct TL in-situ R_D,situ ISO 15712-1, Eq. 24 29 56 74 82 86 90 53
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ISO Symbol Reference 125 250 500 1000 2000 4000 STC or ASTC

Junction 1: Separating Wall/Floor

Sound Transmission Loss, F1 or f1  R_F1,lab RR-334, CON150, TLF-15-045 40 42 50 58 66 75 53

Structural Reverberation Time T_s,lab RR-334, Measured T_s for CON150 0.439 0.369 0.250 0.205 0.146 0.077

Change by Lining on source side ΔR_F1 No lining 0 0 0 0 0 0

Change by Lining on receive side ΔR_f1 No lining 0 0 0 0 0 0

Structural Reverb. Time in-situ  T_s,situ ISO 15712-1, Eq. C.1-C.3 0.344 0.236 0.158 0.103 0.066 0.041

TL in-situ for F1  R_F1,situ ISO 15712-1, Eq. 19 41.1 44.0 52.0 61.0 69.5 77.8 55

TL in-situ for f1  R_f1,situ ISO 15712-1, Eq. 19 41.1 44.0 52.0 61.0 69.5 77.8 55

Junction J1 - Coupling

Velocity Level Difference for Ff  D_v,Ff_1,situ ISO 15712-1, Eq. 21, 22 9.3 9.4 9.7 10.0 10.5 11.0

Velocity Level Difference for Fd  D_v,Fd_1,situ ISO 15712-1, Eq. 21, 22 11.6 11.8 12.2 12.6 13.2 14.0

Velocity Level Difference for Df  D_v,Df_1,situ ISO 15712-1, Eq. 21, 22 11.6 11.8 12.2 12.6 13.2 14.0

Flanking Transmission Loss - Path data

Flanking TL for Path Ff_1 R_Ff ISO 15712-1, Eq. 25a 48 51 60 69 78 87 62

Flanking TL for Path Fd_1 R_Fd ISO 15712-1, Eq. 25a 46 61 74 83 90 90 70

Flanking TL for Path Df_1 R_Df ISO 15712-1, Eq. 25a 46 61 74 83 90 90 70

Junction 1: Flanking STC for all paths 42 50 60 69 77 84 61

Junction 2: Separating Wall/Wall

Sound Transmission Loss, F2 or f2  R_F2,lab RR-334, Mean-BLK190(NW) 35 38 44 50 58 62 49

Structural Reverberation Time  T_s,lab RR-334, RT-Mean-BLK190(NW) 0.394 0.255 0.168 0.101 0.056 0.041

Change by Lining on source side ΔR_F2 RR-ϯϯϰ, ΔTL-BLKϭϵϬ;NWͿ-ϲϭ, ““ϲϱ_Gϭϯ -4 8 14 15 13 16

Change by Lining on receive side ΔR_f2 RR-ϯϯϰ, ΔTL-BLKϭϵϬ;NWͿ-ϲϭ, ““ϲϱ_Gϭϯ 0 0 0 0 0 0

Structural Reverb. Time in-situ  T_s,situ ISO 15712-1, Eq. C.1-C.3 0.216 0.144 0.094 0.059 0.036 0.021

TL in-situ for F2  R_F2,situ ISO 15712-1, Eq. 19 37.6 40.5 46.5 52.4 60.0 64.9 51

TL in-situ for f2  R_f2,situ ISO 15712-1, Eq. 19 37.6 40.5 46.5 52.4 60.0 64.9 51

Junction J2 - Coupling

Velocity Level Difference for Ff  D_v,Ff_2,situ ISO 15712-1, Eq. 21, 22 10.9 11.2 11.5 12.0 12.7 13.5

Velocity Level Difference for Fd  D_v,Fd_2,situ ISO 15712-1, Eq. 21, 22 11.0 11.3 11.7 12.3 13.0 13.8

Velocity Level Difference for Df  D_v,Df_2,situ ISO 15712-1, Eq. 21, 22 11.0 11.3 11.7 12.3 13.0 13.8

Flanking Transmission Loss - Path data

Flanking TL for Path Ff_2 R_Ff ISO 15712-1, Eq. 25a 41 69 87 90 90 90 65

Flanking TL for Path Fd_2 R_Fd ISO 15712-1, Eq. 25a 41 68 86 90 90 90 65

Flanking TL for Path Df_2 R_Df ISO 15712-1, Eq. 25a 41 68 86 90 90 90 65

Junction 2: Flanking STC for all paths 36 64 82 85 85 85 60

Junction 3: Separating Wall/Ceiling

All input values the same as for Junction 1

Junction 3: Flanking STC for all paths 42 50 60 69 77 84 61

Junction 4: Separating Wall/Wall

All input data the same as for Junction 2, but different junctions at ceiling and floor change in-situ loss factors from Junction 2

Structural Reverb. Time in-situ  T_s,situ ISO 15712-1, Eq. C.1-C.3 0.236 0.156 0.101 0.063 0.038 0.022

TL in-situ for F4  R_F4,situ ISO 15712-1, Eq. 19 37.2 40.1 46.2 52.1 59.7 64.7 51

TL in-situ for f4  R_f4,situ ISO 15712-1, Eq. 19 37.2 40.1 46.2 52.1 59.7 64.7 51

Junction J4 - Coupling

Velocity Level Difference for Ff  D_v,Ff_4,situ ISO 15712-1, Eq. 21, 22 10.5 10.8 11.2 11.8 12.5 13.3

Velocity Level Difference for Fd  D_v,Fd_4,situ ISO 15712-1, Eq. 21, 22 10.8 11.1 11.6 12.1 12.8 13.7

Velocity Level Difference for Df  D_v,Df_4,situ ISO 15712-1, Eq. 21, 22 10.8 11.1 11.6 12.1 12.8 13.7

Flanking Transmission Loss - Path data

Flanking TL for Path Ff_4 R_Ff ISO 15712-1, Eq. 25a 41 68 86 90 90 90 65

Flanking TL for Path Fd_4 R_Fd ISO 15712-1, Eq. 25a 40 68 86 90 90 90 64

Flanking TL for Path Df_4 R_Df ISO 15712-1, Eq. 25a 40 68 86 90 90 90 64

Junction 4: Flanking STC for all paths 36 63 81 85 85 85 60

Total Flanking (for all 4 junctions) 32 47 57 66 74 79 56

ASTC due to Direct plus Flanking Paths RR-331, Eq. 1.4 27 46 57 65 74 78 51
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EXAMPLE 2.3.2: DETAILED METHOD 

 Rooms side-by-side 

 Concrete floors and normal weight concrete block walls with 
rigid junctions 

 Same structure as Example 2.1.1, enhanced lining of walls 

Illustration for this case 

 

Junction of 190 mm concrete block 

separating wall (with enhanced gypsum 

board lining) with 150 mm thick 

concrete floor and ceiling. 

(Side view of Junctions 1 and 3) 

 

 

Junction of separating wall with flanking 

side wall, both of 190 mm concrete 

block with enhanced gypsum board 

linings.  

(Plan view of Junction 2 or 4) 

Separating wall assembly (loadbearing) with: 

 One wythe of 190 mm hollow concrete block masonry1 constructed 
using normal weight units not less than 53% solid, and with mass per 
area of 238 kg/m2 

 Separating wall lined both sides with 13 mm gypsum board4 on 65 mm 
non-loadbearing steel studs5 spaced 600 mm o.c., with absorptive 
material3 filling stud cavities 

Junction 1: Bottom Junction (separating wall / floor) with: 

 Concrete floor with mass per area of 345 kg/m2 (e.g. normal weight 
concrete 150 mm thick) with no topping or flooring 

 Rigid mortared cross-junction with concrete block wall assembly 

Junction 2 or 4: Each Side (separating wall /abutting side wall) with: 

 Rigid mortared T-junctions of abutting side wall and separating wall of 
hollow concrete block masonry1 with mass per area of 238 kg/m2 

 Flanking walls lined with 13 mm gypsum board4 on 65 mm non-
loadbearing steel studs5 spaced 600 mm o.c., with absorptive 
material3 filling stud cavities  

Junction 3: Top Junction (separating wall / ceiling) with: 

 Concrete ceiling with mass per area of 345 kg/m2 (e.g. normal weight 
concrete 150 mm thick) with no added ceiling lining 

 Rigid mortared cross-junction with concrete block wall assembly.  

Acoustical Parameters: 

 

 

(For the notes in this table please see the corresponding endnotes on page 194.)  

For separating assembly:
iŶteƌŶal loss, η_i = 0.015 c_L = 3500

mass (kg/m²) = 238  f_c = 98 (Eq. C.2) 
Reference K_Ff K_Dd' K_Fd K_Df Σ l_k . α_k

T-Junction 1 ISO 15712-1, Eq. E.4 6.1 11.6 8.8 8.8 0.571
T-Junction 2 or 4 ISO 15712-1, Eq. E.4 5.7 5.7 5.7 0.946

Total loss, η_tot ISO 15712-1, Eq. C.1 0.041 (at 500 Hz)

Similarly, for flanking elements F and f at Junction 1 & 3
iŶteƌŶal loss, η_i = 0.006 c_L = 3500

mass (kg/m²) = 345  f_c = 124
Total loss, η_tot ISO 15712-1, Eq. C.1 0.028 (at 500 Hz)

Similarly, for flanking elements F and f at Junction 2 & 4
iŶteƌŶal loss, η_i = 0.015 c_L = 3500

mass (kg/m²) = 238  f_c = 98
Total loss, η_tot,Ϯ ISO 15712-1, Eq. C.1 0.047 (at 500 Hz)
Total loss, η_tot,ϰ ISO 15712-1, Eq. C.1 0.044 (at 500 Hz)

ISO Symbol Reference 125 250 500 1000 2000 4000 STC or ASTC

Separating Partition

Sound Transmission Loss (TL)  R_D,lab RR-334, Mean-BLK190(NW) 35 38 44 50 58 62 49

Structural Reverberation Time  T_s,lab RR-334, RT-Mean-BLK190(NW) 0.394 0.255 0.168 0.101 0.056 0.041

Change by Lining on source side ΔR_D RR-ϯϯϰ, ΔTL-BLKϭϵϬ;NWͿ-ϲϮ, ““ϲϱ_GFBϲϱ_Gϭϯ11 19 21 18 17 21

Change by Lining on receive side ΔR_d RR-ϯϯϰ, ΔTL-BLKϭϵϬ;NWͿ-ϲϮ, ““ϲϱ_GFBϲϱ_Gϭϯ11 19 21 18 17 21

Structural Reverb. Time in-situ T_s,situ ISO 15712-1, Eq. C.1-C.3 0.254 0.168 0.107 0.066 0.040 0.023

Leakage or Airborne Flanking Sealed & Blocked 0.0 0.0 0.0 0.0 0.0 0.0

Direct TL in-situ R_D,situ ISO 15712-1, Eq. 24 59 78 88 88 90 90 83
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ISO Symbol Reference 125 250 500 1000 2000 4000 STC or ASTC

Junction 1: Separating Wall/Floor

Sound Transmission Loss, F1 or f1  R_F1,lab RR-334, CON150, TLF-15-045 40 42 50 58 66 75 53

Structural Reverberation Time T_s,lab RR-334, Measured T_s for CON150 0.439 0.369 0.250 0.205 0.146 0.077

Change by Lining on source side ΔR_F1 No lining 0 0 0 0 0 0

Change by Lining on receive side ΔR_f1 No lining 0 0 0 0 0 0

Structural Reverb. Time in-situ  T_s,situ ISO 15712-1, Eq. C.1-C.3 0.344 0.236 0.158 0.103 0.066 0.041

TL in-situ for F1  R_F1,situ ISO 15712-1, Eq. 19 41.1 44.0 52.0 61.0 69.5 77.8 55

TL in-situ for f1  R_f1,situ ISO 15712-1, Eq. 19 41.1 44.0 52.0 61.0 69.5 77.8 55

Junction J1 - Coupling

Velocity Level Difference for Ff  D_v,Ff_1,situ ISO 15712-1, Eq. 21, 22 9.3 9.4 9.7 10.0 10.5 11.0

Velocity Level Difference for Fd  D_v,Fd_1,situ ISO 15712-1, Eq. 21, 22 11.6 11.8 12.2 12.6 13.2 14.0

Velocity Level Difference for Df  D_v,Df_1,situ ISO 15712-1, Eq. 21, 22 11.6 11.8 12.2 12.6 13.2 14.0

Flanking Transmission Loss - Path data

Flanking TL for Path Ff_1 R_Ff ISO 15712-1, Eq. 25a 48 51 60 69 78 87 62

Flanking TL for Path Fd_1 R_Fd ISO 15712-1, Eq. 25a 61 72 81 86 90 90 83

Flanking TL for Path Df_1 R_Df ISO 15712-1, Eq. 25a 61 72 81 86 90 90 83

Junction 1: Flanking STC for all paths 48 51 60 69 77 84 62

Junction 2: Separating Wall/Wall

Sound Transmission Loss, F2 or f2  R_F2,lab RR-334, Mean-BLK190(NW) 35 38 44 50 58 62 49

Structural Reverberation Time  T_s,lab RR-334, RT-Mean-BLK190(NW) 0.394 0.255 0.168 0.101 0.056 0.041

Change by Lining on source side ΔR_F2 RR-ϯϯϰ, ΔTL-BLKϭϵϬ;NWͿ-ϲϮ, ““ϲϱ_GFBϲϱ_Gϭϯ11 19 21 18 17 21

Change by Lining on receive side ΔR_f2 RR-ϯϯϰ, ΔTL-BLKϭϵϬ;NWͿ-ϲϮ, ““ϲϱ_GFBϲϱ_Gϭϯ0 0 0 0 0 0

Structural Reverb. Time in-situ  T_s,situ ISO 15712-1, Eq. C.1-C.3 0.216 0.144 0.094 0.059 0.036 0.021

TL in-situ for F2  R_F2,situ ISO 15712-1, Eq. 19 37.6 40.5 46.5 52.4 60.0 64.9 51

TL in-situ for f2  R_f2,situ ISO 15712-1, Eq. 19 37.6 40.5 46.5 52.4 60.0 64.9 51

Junction J2 - Coupling

Velocity Level Difference for Ff  D_v,Ff_2,situ ISO 15712-1, Eq. 21, 22 10.9 11.2 11.5 12.0 12.7 13.5

Velocity Level Difference for Fd  D_v,Fd_2,situ ISO 15712-1, Eq. 21, 22 11.0 11.3 11.7 12.3 13.0 13.8

Velocity Level Difference for Df  D_v,Df_2,situ ISO 15712-1, Eq. 21, 22 11.0 11.3 11.7 12.3 13.0 13.8

Flanking Transmission Loss - Path data

Flanking TL for Path Ff_2 R_Ff ISO 15712-1, Eq. 25a 71 90 90 90 90 90 89

Flanking TL for Path Fd_2 R_Fd ISO 15712-1, Eq. 25a 71 90 90 90 90 90 89

Flanking TL for Path Df_2 R_Df ISO 15712-1, Eq. 25a 71 90 90 90 90 90 89

Junction 2: Flanking STC for all paths 66 85 85 85 85 85 84

Junction 3: Separating Wall/Ceiling

All input values the same as for Junction 1

Junction 3: Flanking STC for all paths 48 51 60 69 77 84 62

Junction 4: Separating Wall/Wall

All input data the same as for Junction 2, but different junctions at ceiling and floor change in-situ loss factors from Junction 2

Structural Reverb. Time in-situ  T_s,situ ISO 15712-1, Eq. C.1-C.3 0.236 0.156 0.101 0.063 0.038 0.022

TL in-situ for F4  R_F4,situ ISO 15712-1, Eq. 19 37.2 40.1 46.2 52.1 59.7 64.7 51

TL in-situ for f4  R_f4,situ ISO 15712-1, Eq. 19 37.2 40.1 46.2 52.1 59.7 64.7 51

Junction J4 - Coupling

Velocity Level Difference for Ff  D_v,Ff_4,situ ISO 15712-1, Eq. 21, 22 10.5 10.8 11.2 11.8 12.5 13.3

Velocity Level Difference for Fd  D_v,Fd_4,situ ISO 15712-1, Eq. 21, 22 10.8 11.1 11.6 12.1 12.8 13.7

Velocity Level Difference for Df  D_v,Df_4,situ ISO 15712-1, Eq. 21, 22 10.8 11.1 11.6 12.1 12.8 13.7

Flanking Transmission Loss - Path data

Flanking TL for Path Ff_4 R_Ff ISO 15712-1, Eq. 25a 71 90 90 90 90 90 89

Flanking TL for Path Fd_4 R_Fd ISO 15712-1, Eq. 25a 70 90 90 90 90 90 89

Flanking TL for Path Df_4 R_Df ISO 15712-1, Eq. 25a 70 90 90 90 90 90 89

Junction 4: Flanking STC for all paths 66 85 85 85 85 85 84

Total Flanking (for all 4 junctions) 45 48 57 66 74 79 59

ASTC due to Direct plus Flanking Paths RR-331, Eq. 1.4 44 48 57 66 74 78 59
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EXAMPLE 2.3.3: DETAILED METHOD 

 Rooms one-above-the-other 

 Concrete floors and normal weight concrete block walls with 
rigid junctions 

 Same structure as Example 2.1.2, plus lining of walls 

Illustration for this case 

 

Cross-junction of separating floor of 
150 mm thick concrete with 190 mm 
concrete block wall. (Side view of 
Junctions 1 or 3) 

 

 
T-Junction of separating floor of 
150 mm thick concrete with 190 mm 
concrete block wall. (Side view of 
Junction 2. Junction 4 has same lining 
details, but cross-junction) 

Separating floor/ceiling assembly with: 

 Concrete floor with mass per area of 345 kg/m2 (e.g. normal weight 
concrete 150 mm thick) with no topping or flooring on top, or ceiling 
lining below  

Junction 1, 3 or 4: Cross-junction of separating floor / flanking wall with: 

 Rigid mortared cross-junction with concrete block wall assemblies 

 Wall above and below floor of one wythe of 190 mm hollow concrete 
block masonry1 constructed using normal weight units not less than 
53% solid, and with mass per area of 238 kg/m2  

 Flanking walls lined with 13 mm gypsum board4 on 65 mm non-
loadbearing steel studs5 spaced 600 mm o.c. with no absorptive 
material3 filling stud cavities 

Junction 2: T-Junction of separating floor / flanking wall with: 

 Rigid mortared T-junction with concrete block wall assemblies  

 Wall above and below floor of one wythe of 190 mm hollow concrete 
block masonry1 constructed using normal weight units not less than 
53% solid, and with mass per area of 238 kg/m2  

 Flanking walls lined with 13 mm gypsum board4 on 65 mm non-
loadbearing steel studs5 spaced 600 mm o.c. with no absorptive 
material3 filling stud cavities 

 Acoustical Parameters: 

 

 

(For the notes in this table please see the corresponding endnotes on page 194.)  

For separating assembly:
iŶteƌŶal loss, η_i = 0.006 c_L = 3500

mass (kg/m²) = 345  f_c = 124 (Eq. C.2) 
Reference K_Ff K_Dd' K_Fd K_Df Σ l_k . α_k

X-Junction 1, 3, 4 ISO 15712-1, Eq. E.3 11.6 6.1 8.8 8.8 0.843
T-Junction 2 ISO 15712-1, Eq. E.4 8.1 5.8 5.8 0.657

Total loss, η_tot ISO 15712-1, Eq. C.1 0.028 (at 500 Hz)

Similarly, for flanking elements F and f at Junction 1 & 3
iŶteƌŶal loss, η_i = 0.015 c_L = 3500

mass (kg/m²) = 238  f_c = 98
Total loss, η_tot ISO 15712-1, Eq. C.1 0.041 (at 500 Hz)

Similarly, for flanking elements F and f at Junction 2 & 4
iŶteƌŶal loss, η_i = 0.015 c_L = 3500

mass (kg/m²) = 238  f_c = 98
Total loss, η_tot,Ϯ ISO 15712-1, Eq. C.1 0.047 (at 500 Hz)
Total loss, η_tot,ϰ ISO 15712-1, Eq. C.1 0.044 (at 500 Hz)

ISO Symbol Reference 125 250 500 1000 2000 4000 STC or ASTC

Separating Partition

Sound Transmission Loss (TL)  R_D,lab RR-334, CON150, TLF-15-045 40 42 50 58 66 75 53

Structural Reverberation Time  T_s,lab RR-334, Measured T_s for CON150 0.439 0.369 0.250 0.205 0.146 0.077

Change by Lining on source side ΔR_D No lining 0 0 0 0 0 0

Change by Lining on receive side ΔR_d No lining 0 0 0 0 0 0

Structural Reverb. Time in-situ T_s,situ ISO 15712-1, Eq. C.1-C.3 0.344 0.236 0.158 0.103 0.066 0.041

Leakage or Airborne Flanking Sealed & Blocked 0.0 0.0 0.0 0.0 0.0 0.0

Direct TL in-situ R_D,situ ISO 15712-1, Eq. 24 41 44 52 61 69 78 55
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ISO Symbol Reference 125 250 500 1000 2000 4000 STC or ASTC

Junction 1: Separating Floor/Wall

Sound Transmission Loss, F1 or f1  R_F1,lab RR-334, Mean-BLK190(NW) 35 38 44 50 58 62 49

Structural Reverberation Time T_s,lab RR-334, RT-Mean-BLK190(NW) 0.394 0.255 0.168 0.101 0.056 0.041

Change by Lining on source side ΔR_F1 RR-ϯϯϰ, ΔTL-BLKϭϵϬ;NWͿ-ϲϭ, ““ϲϱ_Gϭϯ -4 8 14 15 13 16

Change by Lining on receive side ΔR_f1 RR-ϯϯϰ, ΔTL-BLKϭϵϬ;NWͿ-ϲϭ, ““ϲϱ_Gϭϯ -4 8 14 15 13 16

Structural Reverb. Time in-situ  T_s,situ ISO 15712-1, Eq. C.1-C.3 0.254 0.168 0.107 0.066 0.040 0.023

TL in-situ for F1  R_F1,situ ISO 15712-1, Eq. 19 36.9 39.8 45.9 51.8 59.5 64.5 51

TL in-situ for f1  R_f1,situ ISO 15712-1, Eq. 19 36.9 39.8 45.9 51.8 59.5 64.5 51

Junction J1 - Coupling

Velocity Level Difference for Ff  D_v,Ff_1,situ ISO 15712-1, Eq. 21, 22 14.1 14.4 14.8 15.4 16.1 17.0

Velocity Level Difference for Fd  D_v,Fd_1,situ ISO 15712-1, Eq. 21, 22 11.6 11.8 12.2 12.6 13.2 14.0

Velocity Level Difference for Df  D_v,Df_1,situ ISO 15712-1, Eq. 21, 22 11.6 11.8 12.2 12.6 13.2 14.0

Flanking Transmission Loss - Path data

Flanking TL for Path Ff_1 R_Ff ISO 15712-1, Eq. 25a 45 72 90 90 90 90 69

Flanking TL for Path Fd_1 R_Fd ISO 15712-1, Eq. 25a 48 63 76 85 90 90 72

Flanking TL for Path Df_1 R_Df ISO 15712-1, Eq. 25a 48 63 76 85 90 90 72

Junction 1: Flanking STC for all paths 42 60 73 81 85 85 66

Junction 2: Separating Floor/Wall

Sound Transmission Loss, F2 or f2  R_F2,lab RR-334, Mean-BLK190(NW) 35 38 44 50 58 62 49

Structural Reverberation Time  T_s,lab RR-334, RT-Mean-BLK190(NW) 0.394 0.255 0.168 0.101 0.056 0.041

Change by Lining on source side ΔR_F2 RR-ϯϯϰ, ΔTL-BLKϭϵϬ;NWͿ-ϲϭ, ““ϲϱ_Gϭϯ -4 8 14 15 13 16

Change by Lining on receive side ΔR_f2 RR-ϯϯϰ, ΔTL-BLKϭϵϬ;NWͿ-ϲϭ, ““ϲϱ_Gϭϯ -4 8 14 15 13 16

Structural Reverb. Time in-situ  T_s,situ ISO 15712-1, Eq. C.1-C.3 0.216 0.144 0.094 0.059 0.036 0.021

TL in-situ for F2  R_F2,situ ISO 15712-1, Eq. 19 37.6 40.5 46.5 52.4 60.0 64.9 51

TL in-situ for f2  R_f2,situ ISO 15712-1, Eq. 19 37.6 40.5 46.5 52.4 60.0 64.9 51

Junction J2 - Coupling

Velocity Level Difference for Ff  D_v,Ff_2,situ ISO 15712-1, Eq. 21, 22 11.3 11.5 11.9 12.4 13.1 13.8

Velocity Level Difference for Fd  D_v,Fd_2,situ ISO 15712-1, Eq. 21, 22 9.5 9.7 10.0 10.4 10.9 11.6

Velocity Level Difference for Df  D_v,Df_2,situ ISO 15712-1, Eq. 21, 22 9.5 9.7 10.0 10.4 10.9 11.6

Flanking Transmission Loss - Path data

Flanking TL for Path Ff_2 R_Ff ISO 15712-1, Eq. 25a 44 71 89 90 90 90 68

Flanking TL for Path Fd_2 R_Fd ISO 15712-1, Eq. 25a 46 61 75 84 90 90 70

Flanking TL for Path Df_2 R_Df ISO 15712-1, Eq. 25a 46 61 75 84 90 90 70

Junction 2: Flanking STC for all paths 40 58 72 80 85 85 64

Junction 3: Separating Floor/Wall

All input values the same as for Junction 1

Junction 3: Flanking STC for all paths 42 60 73 81 85 85 66

Junction 4: Separating Floor/Wall

All input data the same as for Junction 2, but different junctions at ceiling and floor change in-situ loss factors from Junction 2

Structural Reverb. Time in-situ  T_s,situ ISO 15712-1, Eq. C.1-C.3 0.236 0.156 0.101 0.063 0.038 0.022

TL in-situ for F4  R_F4,situ ISO 15712-1, Eq. 19 37.2 40.1 46.2 52.1 59.7 64.7 51

TL in-situ for f4  R_f4,situ ISO 15712-1, Eq. 19 37.2 40.1 46.2 52.1 59.7 64.7 51

Junction J4 - Coupling

Velocity Level Difference for Ff  D_v,Ff_4,situ ISO 15712-1, Eq. 21, 22 14.4 14.7 15.1 15.6 16.3 17.1

Velocity Level Difference for Fd  D_v,Fd_4,situ ISO 15712-1, Eq. 21, 22 12.3 12.5 12.8 13.2 13.8 14.5

Velocity Level Difference for Df  D_v,Df_4,situ ISO 15712-1, Eq. 21, 22 12.3 12.5 12.8 13.2 13.8 14.5

Flanking Transmission Loss - Path data

Flanking TL for Path Ff_4 R_Ff ISO 15712-1, Eq. 25a 47 74 90 90 90 90 71

Flanking TL for Path Fd_4 R_Fd ISO 15712-1, Eq. 25a 49 64 77 86 90 90 73

Flanking TL for Path Df_4 R_Df ISO 15712-1, Eq. 25a 49 64 77 86 90 90 73

Junction 4: Flanking STC for all paths 43 61 74 82 85 85 67

Total Flanking (for all 4 junctions) 36 53 67 75 79 79 60

ASTC due to Direct plus Flanking Paths RR-331, Eq. 1.4 35 44 52 61 69 76 54
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EXAMPLE 2.3.4: DETAILED METHOD 

 Rooms one-above-the-other 

 Concrete floors and normal weight concrete block walls with 
rigid junctions 

 Same structure as Example 2.1.2, enhanced lining of walls 

Illustration for this case 

 

Cross-junction of separating floor of 
150 mm thick concrete with 190 mm 
concrete block wall. (Side view of 
Junctions 1 or 3) 

 

 
T-Junction of separating floor of 
150 mm thick concrete with 190 mm 
concrete block wall. (Side view of 
Junction 2. Junction 4 has same lining 
details, but cross-junction) 

Separating floor/ceiling assembly with: 

 Concrete floor with mass per area of 345 kg/m2 (e.g. normal weight 
concrete 150 mm thick) with no topping or flooring on top, or ceiling 
lining below  

Junction 1, 3, 4: Cross-junction of separating floor / flanking wall with: 

 Rigid mortared cross-junction with concrete block wall assemblies 

 Wall above and below floor of one wythe of 190 mm hollow concrete 
block masonry1 constructed using normal weight units not less than 
53% solid, and with mass per area of 238 kg/m2 

 Flanking walls lined with 13 mm gypsum board4 on 65 mm non-
loadbearing steel studs5 spaced 600 mm o.c. with absorptive 
material3 filling stud cavities  

Junction 2: T-Junction of separating floor / flanking wall with: 

 Rigid mortared T-junction with concrete block wall assemblies  

 Wall above and below floor of one wythe of 190 mm hollow concrete 
block masonry1 constructed using normal weight units not less than 
53% solid, and with mass per area of 238 kg/m2 

 Flanking walls lined with 13 mm gypsum board4 on 65 mm non-
loadbearing steel studs5 spaced 600 mm o.c. with absorptive 
material3 filling stud cavities  

 Acoustical Parameters: 

 

 

(For the notes in this table please see the corresponding endnotes on page 194.)  

For separating assembly:
iŶteƌŶal loss, η_i = 0.006 c_L = 3500

mass (kg/m²) = 345  f_c = 124 (Eq. C.2) 
Reference K_Ff K_Dd' K_Fd K_Df Σ l_k . α_k

X-Junction 1, 3, 4 ISO 15712-1, Eq. E.3 11.6 6.1 8.8 8.8 0.843
T-Junction 2 ISO 15712-1, Eq. E.4 8.1 5.8 5.8 0.657

Total loss, η_tot ISO 15712-1, Eq. C.1 0.028 (at 500 Hz)

Similarly, for flanking elements F and f at Junction 1 & 3,  
iŶteƌŶal loss, η_i = 0.015 c_L = 3500

mass (kg/m²) = 238  f_c = 98
Total loss, η_tot ISO 15712-1, Eq. C.1 0.041 (at 500 Hz)

Similarly, for flanking elements F and f at Junction 2 & 4,  
iŶteƌŶal loss, η_i = 0.015 c_L = 3500

mass (kg/m²) = 238  f_c = 98
Total loss, η_tot,Ϯ ISO 15712-1, Eq. C.1 0.047 (at 500 Hz)
Total loss, η_tot,ϰ ISO 15712-1, Eq. C.1 0.044 (at 500 Hz)

ISO Symbol Reference 125 250 500 1000 2000 4000 STC or ASTC

Separating Partition

Sound Transmission Loss (TL)  R_D,lab RR-334, CON150, TLF-15-045 40 42 50 58 66 75 53

Structural Reverberation Time  T_s,lab RR-334, Measured T_s for CON150 0.439 0.369 0.250 0.205 0.146 0.077

Change by Lining on source side ΔR_D No lining 0 0 0 0 0 0

Change by Lining on receive side ΔR_d No lining 0 0 0 0 0 0

Structural Reverb. Time in-situ T_s,situ ISO 15712-1, Eq. C.1-C.3 0.344 0.236 0.158 0.103 0.066 0.041

Leakage or Airborne Flanking Sealed & Blocked 0.0 0.0 0.0 0.0 0.0 0.0

Direct TL in-situ R_D,situ ISO 15712-1, Eq. 24 41 44 52 61 69 78 55
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ISO Symbol 125 250 500 1000 2000 4000 STC or ASTC

Junction 1: Separating Floor/Wall Reference

Sound Transmission Loss, F1 or f1  R_F1,lab 35 38 44 50 58 62 49

Structural Reverberation Time T_s,lab RR-334, Mean-BLK190(NW) 0.394 0.255 0.168 0.101 0.056 0.041

Change by Lining on source side ΔR_F1 RR-334, RT-Mean-BLK190(NW) 11 19 21 18 17 21

Change by Lining on receive side ΔR_f1 RR-ϯϯϰ, ΔTL-BLKϭϵϬ;NWͿ-ϲϮ, ““ϲϱ_GFBϲϱ_Gϭϯ11 19 21 18 17 21

Structural Reverb. Time in-situ  T_s,situ RR-ϯϯϰ, ΔTL-BLKϭϵϬ;NWͿ-ϲϮ, ““ϲϱ_GFBϲϱ_Gϭϯ0.254 0.168 0.107 0.066 0.040 0.023

TL in-situ for F1  R_F1,situ ISO 15712-1, Eq. C.1-C.3 36.9 39.8 45.9 51.8 59.5 64.5 51

TL in-situ for f1  R_f1,situ ISO 15712-1, Eq. 19 36.9 39.8 45.9 51.8 59.5 64.5 51

Junction J1 - Coupling ISO 15712-1, Eq. 19

Velocity Level Difference for Ff  D_v,Ff_1,situ 14.1 14.4 14.8 15.4 16.1 17.0

Velocity Level Difference for Fd  D_v,Fd_1,situ ISO 15712-1, Eq. 21, 22 11.6 11.8 12.2 12.6 13.2 14.0

Velocity Level Difference for Df  D_v,Df_1,situ ISO 15712-1, Eq. 21, 22 11.6 11.8 12.2 12.6 13.2 14.0

Flanking Transmission Loss - Path data ISO 15712-1, Eq. 21, 22

Flanking TL for Path Ff_1 R_Ff 75 90 90 90 90 90 90

Flanking TL for Path Fd_1 R_Fd ISO 15712-1, Eq. 25a 63 74 83 88 90 90 85

Flanking TL for Path Df_1 R_Df ISO 15712-1, Eq. 25a 63 74 83 88 90 90 85

Junction 1: Flanking STC for all paths ISO 15712-1, Eq. 25a 60 71 80 84 85 85 81

Junction 2: Separating Floor/Wall

Sound Transmission Loss, F2 or f2  R_F2,lab 35 38 44 50 58 62 49

Structural Reverberation Time  T_s,lab RR-334, Mean-BLK190(NW) 0.394 0.255 0.168 0.101 0.056 0.041

Change by Lining on source side ΔR_F2 RR-334, RT-Mean-BLK190(NW) 11 19 21 18 17 21

Change by Lining on receive side ΔR_f2 RR-ϯϯϰ, ΔTL-BLKϭϵϬ;NWͿ-ϲϮ, ““ϲϱ_GFBϲϱ_Gϭϯ11 19 21 18 17 21

Structural Reverb. Time in-situ  T_s,situ RR-ϯϯϰ, ΔTL-BLKϭϵϬ;NWͿ-ϲϮ, ““ϲϱ_GFBϲϱ_Gϭϯ0.216 0.144 0.094 0.059 0.036 0.021

TL in-situ for F2  R_F2,situ ISO 15712-1, Eq. C.1-C.3 37.6 40.5 46.5 52.4 60.0 64.9 51

TL in-situ for f2  R_f2,situ ISO 15712-1, Eq. 19 37.6 40.5 46.5 52.4 60.0 64.9 51

Junction J2 - Coupling ISO 15712-1, Eq. 19

Velocity Level Difference for Ff  D_v,Ff_2,situ 11.3 11.5 11.9 12.4 13.1 13.8

Velocity Level Difference for Fd  D_v,Fd_2,situ ISO 15712-1, Eq. 21, 22 9.5 9.7 10.0 10.4 10.9 11.6

Velocity Level Difference for Df  D_v,Df_2,situ ISO 15712-1, Eq. 21, 22 9.5 9.7 10.0 10.4 10.9 11.6

Flanking Transmission Loss - Path data ISO 15712-1, Eq. 21, 22

Flanking TL for Path Ff_2 R_Ff 74 90 90 90 90 90 90

Flanking TL for Path Fd_2 R_Fd ISO 15712-1, Eq. 25a 61 72 82 87 90 90 83

Flanking TL for Path Df_2 R_Df ISO 15712-1, Eq. 25a 61 72 82 87 90 90 83

Junction 2: Flanking STC for all paths ISO 15712-1, Eq. 25a 58 69 79 83 85 85 80

Junction 3: Separating Floor/Wall

All input values the same as for Junction 1

Junction 3: Flanking STC for all paths 60 71 80 84 85 85 81

Junction 4: Separating Floor/Wall

All input data the same as for Junction 2, but different junctions at ceiling and floor change in-situ loss factors from Junction 2

Structural Reverb. Time in-situ  T_s,situ 0.236 0.156 0.101 0.063 0.038 0.022

TL in-situ for F4  R_F4,situ ISO 15712-1, Eq. C.1-C.3 37.2 40.1 46.2 52.1 59.7 64.7 51

TL in-situ for f4  R_f4,situ ISO 15712-1, Eq. 19 37.2 40.1 46.2 52.1 59.7 64.7 51

Junction J4 - Coupling ISO 15712-1, Eq. 19

Velocity Level Difference for Ff  D_v,Ff_4,situ 14.4 14.7 15.1 15.6 16.3 17.1

Velocity Level Difference for Fd  D_v,Fd_4,situ ISO 15712-1, Eq. 21, 22 12.3 12.5 12.8 13.2 13.8 14.5

Velocity Level Difference for Df  D_v,Df_4,situ ISO 15712-1, Eq. 21, 22 12.3 12.5 12.8 13.2 13.8 14.5

Flanking Transmission Loss - Path data ISO 15712-1, Eq. 21, 22

Flanking TL for Path Ff_4 R_Ff 77 90 90 90 90 90 90

Flanking TL for Path Fd_4 R_Fd ISO 15712-1, Eq. 25a 64 75 84 89 90 90 86

Flanking TL for Path Df_4 R_Df ISO 15712-1, Eq. 25a 64 75 84 89 90 90 86

Junction 4: Flanking STC for all paths ISO 15712-1, Eq. 25a 61 72 80 85 85 85 82

Total Flanking (for all 4 junctions) 53 65 74 78 79 79 75

ASTC due to Direct plus Flanking Paths RR-331, Eq. 1.4 41 44 52 61 69 76 55
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EXAMPLE 2.3.5: DETAILED METHOD 

 Rooms one-above-the-other 

 Concrete floors and normal weight concrete block walls with 
rigid junctions 

 Same structure as Example 2.1.2, lining of walls and ceiling 

Illustration for this case 

 

Cross-junction of separating floor of 
150 mm thick concrete with 190 mm 
concrete block wall. (Side view of 
Junctions 1 or 3) 

 

 
T-Junction of separating floor of 
150 mm thick concrete with 190 mm 
concrete block wall. (Side view of 
Junction 2. Junction 4 has same lining 
details, but cross-junction) 

Separating floor/ceiling assembly with: 

 Concrete floor with mass per area of 345 kg/m2 (e.g. normal weight 
concrete 150 mm thick) with no topping or flooring 

 Ceiling lining: 16 mm gypsum board4 fastened to hat-channels7 
supported on cross-channels hung on wires, cavity of 150 mm 
between concrete and ceiling, with 150 mm absorptive material3 

Junction 1, 3 or 4: Cross-junction of separating floor / flanking wall with: 

 Rigid mortared cross-junction with concrete block wall assemblies 

 Wall above and below floor of one wythe of 190 mm hollow concrete 
block masonry1 constructed using normal weight units not less than 
53% solid, and with mass per area of 238 kg/m2  

 Flanking walls lined with 13 mm gypsum board4 on 65 mm non-
loadbearing steel studs5 spaced 600 mm o.c. with no absorptive 
material3 filling stud cavities 

Junction 2: T-Junction of separating floor / flanking wall with: 

 Rigid mortared T-junction with concrete block wall assemblies  

 Wall above and below floor of one wythe of 190 mm hollow concrete 
block masonry1 constructed using normal weight units not less than 
53% solid, and with mass per area of 238 kg/m2  

 Flanking walls lined with 13 mm gypsum board4 on 65 mm non-
loadbearing steel studs5 spaced 600 mm o.c. with no absorptive 
material3 filling stud cavities 

Acoustical Parameters: 

 

 

(For the notes in this table please see the corresponding endnotes on page 194.)  

For separating assembly:
iŶteƌŶal loss, η_i = 0.006 c_L = 3500

mass (kg/m²) = 345  f_c = 124 (Eq. C.2) 
Reference K_Ff K_Dd' K_Fd K_Df Σ l_k . α_k

X-Junction 1, 3, 4 ISO 15712-1, Eq. E.3 11.6 6.1 8.8 8.8 0.843
T-Junction 2 ISO 15712-1, Eq. E.4 8.1 5.8 5.8 0.657

Total loss, η_tot ISO 15712-1, Eq. C.1 0.028 (at 500 Hz)

Similarly, for flanking elements F and f at Junction 1 & 3,  
iŶteƌŶal loss, η_i = 0.015 c_L = 3500

mass (kg/m²) = 238  f_c = 98
Total loss, η_tot ISO 15712-1, Eq. C.1 0.041 (at 500 Hz)

Similarly, for flanking elements F and f at Junction 2 & 4,  
iŶteƌŶal loss, η_i = 0.015 c_L = 3500

mass (kg/m²) = 238  f_c = 98
Total loss, η_tot,Ϯ ISO 15712-1, Eq. C.1 0.047 (at 500 Hz)
Total loss, η_tot,ϰ ISO 15712-1, Eq. C.1 0.044 (at 500 Hz)

ISO Symbol Reference 125 250 500 1000 2000 4000 STC or ASTC

Separating Partition

Sound Transmission Loss (TL)  R_D,lab RR-334, CON150, TLF-15-045 40 42 50 58 66 75 53

Structural Reverberation Time  T_s,lab RR-334, Measured T_s for CON150 0.439 0.369 0.250 0.205 0.146 0.077

Change by Lining on source side ΔR_D No lining 0 0 0 0 0 0

Change by Lining on receive side ΔR_d RR-ϯϯϰ, ΔTL-CONϭϱϬ-CϬϭ 8 21 24 24 22 19

Structural Reverb. Time in-situ T_s,situ ISO 15712-1, Eq. C.1-C.3 0.344 0.236 0.158 0.103 0.066 0.041

Leakage or Airborne Flanking Sealed & Blocked 0.0 0.0 0.0 0.0 0.0 0.0

Direct TL in-situ R_D,situ ISO 15712-1, Eq. 24 49 65 76 85 90 90 73
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ISO Symbol Reference 125 250 500 1000 2000 4000 STC or ASTC

Junction 1: Separating Floor/Wall

Sound Transmission Loss, F1 or f1  R_F1,lab RR-334, Mean-BLK190(NW) 35 38 44 50 58 62 49

Structural Reverberation Time T_s,lab RR-334, RT-Mean-BLK190(NW) 0.394 0.255 0.168 0.101 0.056 0.041

Change by Lining on source side ΔR_F1 RR-ϯϯϰ, ΔTL-BLKϭϵϬ;NWͿ-ϲϭ, ““ϲϱ_Gϭϯ -4 8 14 15 13 16

Change by Lining on receive side ΔR_f1 RR-ϯϯϰ, ΔTL-BLKϭϵϬ;NWͿ-ϲϭ, ““ϲϱ_Gϭϯ -4 8 14 15 13 16

Structural Reverb. Time in-situ  T_s,situ ISO 15712-1, Eq. C.1-C.3 0.254 0.168 0.107 0.066 0.040 0.023

TL in-situ for F1  R_F1,situ ISO 15712-1, Eq. 19 36.9 39.8 45.9 51.8 59.5 64.5 51

TL in-situ for f1  R_f1,situ ISO 15712-1, Eq. 19 36.9 39.8 45.9 51.8 59.5 64.5 51

Junction J1 - Coupling

Velocity Level Difference for Ff  D_v,Ff_1,situ ISO 15712-1, Eq. 21, 22 14.1 14.4 14.8 15.4 16.1 17.0

Velocity Level Difference for Fd  D_v,Fd_1,situ ISO 15712-1, Eq. 21, 22 11.6 11.8 12.2 12.6 13.2 14.0

Velocity Level Difference for Df  D_v,Df_1,situ ISO 15712-1, Eq. 21, 22 11.6 11.8 12.2 12.6 13.2 14.0

Flanking Transmission Loss - Path data

Flanking TL for Path Ff_1 R_Ff ISO 15712-1, Eq. 25a 45 72 90 90 90 90 69

Flanking TL for Path Fd_1 R_Fd ISO 15712-1, Eq. 25a 56 84 90 90 90 90 80

Flanking TL for Path Df_1 R_Df ISO 15712-1, Eq. 25a 56 84 90 90 90 90 80

Junction 1: Flanking STC for all paths 44 71 85 85 85 85 68

Junction 2: Separating Floor/Wall

Sound Transmission Loss, F2 or f2  R_F2,lab RR-334, Mean-BLK190(NW) 35 38 44 50 58 62 49

Structural Reverberation Time  T_s,lab RR-334, RT-Mean-BLK190(NW) 0.394 0.255 0.168 0.101 0.056 0.041

Change by Lining on source side ΔR_F2 RR-ϯϯϰ, ΔTL-BLKϭϵϬ;NWͿ-ϲϭ, ““ϲϱ_Gϭϯ -4 8 14 15 13 16

Change by Lining on receive side ΔR_f2 RR-ϯϯϰ, ΔTL-BLKϭϵϬ;NWͿ-ϲϭ, ““ϲϱ_Gϭϯ -4 8 14 15 13 16

Structural Reverb. Time in-situ  T_s,situ ISO 15712-1, Eq. C.1-C.3 0.216 0.144 0.094 0.059 0.036 0.021

TL in-situ for F2  R_F2,situ ISO 15712-1, Eq. 19 37.6 40.5 46.5 52.4 60.0 64.9 51

TL in-situ for f2  R_f2,situ ISO 15712-1, Eq. 19 37.6 40.5 46.5 52.4 60.0 64.9 51

Junction J2 - Coupling

Velocity Level Difference for Ff  D_v,Ff_2,situ ISO 15712-1, Eq. 21, 22 11.3 11.5 11.9 12.4 13.1 13.8

Velocity Level Difference for Fd  D_v,Fd_2,situ ISO 15712-1, Eq. 21, 22 9.5 9.7 10.0 10.4 10.9 11.6

Velocity Level Difference for Df  D_v,Df_2,situ ISO 15712-1, Eq. 21, 22 9.5 9.7 10.0 10.4 10.9 11.6

Flanking Transmission Loss - Path data

Flanking TL for Path Ff_2 R_Ff ISO 15712-1, Eq. 25a 44 71 89 90 90 90 68

Flanking TL for Path Fd_2 R_Fd ISO 15712-1, Eq. 25a 54 82 90 90 90 90 78

Flanking TL for Path Df_2 R_Df ISO 15712-1, Eq. 25a 46 61 75 84 90 90 70

Junction 2: Flanking STC for all paths 42 61 75 82 85 85 66

Junction 3: Separating Floor/Wall

All input values the same as for Junction 1

Junction 3: Flanking STC for all paths 43 62 76 83 85 85 67

Junction 4: Separating Floor/Wall

All input data the same as for Junction 2, but different junctions at ceiling and floor change in-situ loss factors from Junction 2

Structural Reverb. Time in-situ  T_s,situ ISO 15712-1, Eq. C.1-C.3 0.236 0.156 0.101 0.063 0.038 0.022

TL in-situ for F4  R_F4,situ ISO 15712-1, Eq. 19 37.2 40.1 46.2 52.1 59.7 64.7 51

TL in-situ for f4  R_f4,situ ISO 15712-1, Eq. 19 37.2 40.1 46.2 52.1 59.7 64.7 51

Junction J4 - Coupling

Velocity Level Difference for Ff  D_v,Ff_4,situ ISO 15712-1, Eq. 21, 22 14.4 14.7 15.1 15.6 16.3 17.1

Velocity Level Difference for Fd  D_v,Fd_4,situ ISO 15712-1, Eq. 21, 22 12.3 12.5 12.8 13.2 13.8 14.5

Velocity Level Difference for Df  D_v,Df_4,situ ISO 15712-1, Eq. 21, 22 12.3 12.5 12.8 13.2 13.8 14.5

Flanking Transmission Loss - Path data

Flanking TL for Path Ff_4 R_Ff ISO 15712-1, Eq. 25a 47 74 90 90 90 90 71

Flanking TL for Path Fd_4 R_Fd ISO 15712-1, Eq. 25a 57 85 90 90 90 90 81

Flanking TL for Path Df_4 R_Df ISO 15712-1, Eq. 25a 49 64 77 86 90 90 73

Junction 4: Flanking STC for all paths 45 64 77 83 85 85 69

Total Flanking (for all 4 junctions) 37 57 71 77 79 79 61

ASTC due to Direct plus Flanking Paths RR-331, Eq. 1.4 37 56 70 77 79 79 61
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EXAMPLE 2.3.6: DETAILED METHOD 

 Rooms one-above-the-other 

 Concrete floors and normal weight concrete block walls with 
rigid junctions 

 Same structure as Example 2.1.2, lining of walls and ceiling 

Illustration for this case 

 

Cross-junction of separating floor of 
150 mm thick concrete with 190 mm 
concrete block wall. (Side view of 
Junctions 1 or 3) 

 

T-Junction of separating floor of 
150 mm thick concrete with 190 mm 
concrete block wall. (Side view of 
Junction 2. Junction 4 has same lining 
details, but cross-junction) 

Separating floor/ceiling assembly with: 

 Concrete floor with mass per area of 345 kg/m2 (e.g. normal weight 
concrete 150 mm thick) with no topping or flooring 

 Ceiling lining: 16 mm gypsum board4 fastened to hat-channels7 
supported on cross-channels hung on wires, cavity of 150 mm 
between concrete and ceiling, with 150 mm absorptive material3 

Junction 1, 3 or 4: Cross-junction of separating floor / flanking wall with: 

 Rigid mortared cross-junction with concrete block wall assemblies 

 Wall above and below floor of one wythe of 190 mm hollow concrete 
block masonry1 constructed using normal weight units not less than 
53% solid, and with mass per area of 238 kg/m2  

 Flanking walls lined with 13 mm gypsum board4 on 65 mm non-
loadbearing steel studs5 spaced 600 mm o.c. with absorptive 
material3 filling stud cavities 

Junction 2: T-Junction of separating floor / flanking wall with: 

 Rigid mortared T-junctions with concrete block wall assemblies  

 Wall above and below floor of one wythe of 190 mm hollow concrete 
block masonry1 constructed using normal weight units not less than 
53% solid, and with mass per area of 238 kg/m2 

 Flanking walls lined with 13 mm gypsum board4 on 65 mm non-
loadbearing steel studs5 spaced 600 mm o.c. with absorptive 
material3 filling stud cavities 

Acoustical Parameters: 

 

 

(For the notes in this table please see the corresponding endnotes on page 194.)  

For separating assembly:
iŶteƌŶal loss, η_i = 0.006 c_L = 3500

mass (kg/m²) = 345  f_c = 124 (Eq. C.2) 
Reference K_Ff K_Dd' K_Fd K_Df Σ l_k . α_k

X-Junction 1, 3, 4 ISO 15712-1, Eq. E.3 11.6 6.1 8.8 8.8 0.843
T-Junction 2 ISO 15712-1, Eq. E.4 8.1 5.8 5.8 0.657

Total loss, η_tot ISO 15712-1, Eq. C.1 0.028 (at 500 Hz)

Similarly, for flanking elements F and f at Junction 1 & 3,  
iŶteƌŶal loss, η_i = 0.015 c_L = 3500

mass (kg/m²) = 238  f_c = 98
Total loss, η_tot ISO 15712-1, Eq. C.1 0.041 (at 500 Hz)

Similarly, for flanking elements F and f at Junction 2 & 4,  
iŶteƌŶal loss, η_i = 0.015 c_L = 3500

mass (kg/m²) = 238  f_c = 98
Total loss, η_tot,Ϯ ISO 15712-1, Eq. C.1 0.047 (at 500 Hz)
Total loss, η_tot,ϰ ISO 15712-1, Eq. C.1 0.044 (at 500 Hz)

ISO Symbol Reference 125 250 500 1000 2000 4000 STC or ASTC

Separating Partition

Sound Transmission Loss (TL)  R_D,lab RR-334, CON150, TLF-15-045 40 42 50 58 66 75 53

Structural Reverberation Time  T_s,lab RR-334, Measured T_s for CON150 0.439 0.369 0.250 0.205 0.146 0.077

Change by Lining on source side ΔR_D No lining 0 0 0 0 0 0

Change by Lining on receive side ΔR_d RR-ϯϯϰ, ΔTL-CONϭϱϬ-CϬϭ 8 21 24 24 22 19

Structural Reverb. Time in-situ T_s,situ ISO 15712-1, Eq. C.1-C.3 0.344 0.236 0.158 0.103 0.066 0.041

Leakage or Airborne Flanking Sealed & Blocked 0.0 0.0 0.0 0.0 0.0 0.0

Direct TL in-situ R_D,situ ISO 15712-1, Eq. 24 49 65 76 85 90 90 73
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ISO Symbol Reference 125 250 500 1000 2000 4000 STC or ASTC

Junction 1: Separating Floor/Wall

Sound Transmission Loss, F1 or f1  R_F1,lab RR-334, Mean-BLK190(NW) 35 38 44 50 58 62 49

Structural Reverberation Time T_s,lab RR-334, RT-Mean-BLK190(NW) 0.394 0.255 0.168 0.101 0.056 0.041

Change by Lining on source side ΔR_F1 RR-ϯϯϰ, ΔTL-BLKϭϵϬ;NWͿ-ϲϮ, ““ϲϱ_GFBϲϱ_Gϭϯ11 19 21 18 17 21

Change by Lining on receive side ΔR_f1 RR-ϯϯϰ, ΔTL-BLKϭϵϬ;NWͿ-ϲϮ, ““ϲϱ_GFBϲϱ_Gϭϯ11 19 21 18 17 21

Structural Reverb. Time in-situ  T_s,situ ISO 15712-1, Eq. C.1-C.3 0.254 0.168 0.107 0.066 0.040 0.023

TL in-situ for F1  R_F1,situ ISO 15712-1, Eq. 19 36.9 39.8 45.9 51.8 59.5 64.5 51

TL in-situ for f1  R_f1,situ ISO 15712-1, Eq. 19 36.9 39.8 45.9 51.8 59.5 64.5 51

Junction J1 - Coupling

Velocity Level Difference for Ff  D_v,Ff_1,situ ISO 15712-1, Eq. 21, 22 14.1 14.4 14.8 15.4 16.1 17.0

Velocity Level Difference for Fd  D_v,Fd_1,situ ISO 15712-1, Eq. 21, 22 11.6 11.8 12.2 12.6 13.2 14.0

Velocity Level Difference for Df  D_v,Df_1,situ ISO 15712-1, Eq. 21, 22 11.6 11.8 12.2 12.6 13.2 14.0

Flanking Transmission Loss - Path data

Flanking TL for Path Ff_1 R_Ff ISO 15712-1, Eq. 25a 75 90 90 90 90 90 90

Flanking TL for Path Fd_1 R_Fd ISO 15712-1, Eq. 25a 71 90 90 90 90 90 89

Flanking TL for Path Df_1 R_Df ISO 15712-1, Eq. 25a 71 90 90 90 90 90 89

Junction 1: Flanking STC for all paths 67 85 85 85 85 85 85

Junction 2: Separating Floor/Wall

Sound Transmission Loss, F2 or f2  R_F2,lab RR-334, Mean-BLK190(NW) 35 38 44 50 58 62 49

Structural Reverberation Time  T_s,lab RR-334, RT-Mean-BLK190(NW) 0.394 0.255 0.168 0.101 0.056 0.041

Change by Lining on source side ΔR_F2 RR-ϯϯϰ, ΔTL-BLKϭϵϬ;NWͿ-ϲϮ, ““ϲϱ_GFBϲϱ_Gϭϯ11 19 21 18 17 21

Change by Lining on receive side ΔR_f2 RR-ϯϯϰ, ΔTL-BLKϭϵϬ;NWͿ-ϲϮ, ““ϲϱ_GFBϲϱ_Gϭϯ11 19 21 18 17 21

Structural Reverb. Time in-situ  T_s,situ ISO 15712-1, Eq. C.1-C.3 0.216 0.144 0.094 0.059 0.036 0.021

TL in-situ for F2  R_F2,situ ISO 15712-1, Eq. 19 37.6 40.5 46.5 52.4 60.0 64.9 51

TL in-situ for f2  R_f2,situ ISO 15712-1, Eq. 19 37.6 40.5 46.5 52.4 60.0 64.9 51

Junction J2 - Coupling

Velocity Level Difference for Ff  D_v,Ff_2,situ ISO 15712-1, Eq. 21, 22 11.3 11.5 11.9 12.4 13.1 13.8

Velocity Level Difference for Fd  D_v,Fd_2,situ ISO 15712-1, Eq. 21, 22 9.5 9.7 10.0 10.4 10.9 11.6

Velocity Level Difference for Df  D_v,Df_2,situ ISO 15712-1, Eq. 21, 22 9.5 9.7 10.0 10.4 10.9 11.6

Flanking Transmission Loss - Path data

Flanking TL for Path Ff_2 R_Ff ISO 15712-1, Eq. 25a 74 90 90 90 90 90 90

Flanking TL for Path Fd_2 R_Fd ISO 15712-1, Eq. 25a 69 90 90 90 90 90 89

Flanking TL for Path Df_2 R_Df ISO 15712-1, Eq. 25a 61 72 82 87 90 90 83

Junction 2: Flanking STC for all paths 60 72 81 84 85 85 82

Junction 3: Separating Floor/Wall

All input values the same as for Junction 1

Junction 3: Flanking STC for all paths 62 74 82 84 85 85 82

Junction 4: Separating Floor/Wall

All input data the same as for Junction 2, but different junctions at ceiling and floor change in-situ loss factors from Junction 2

Structural Reverb. Time in-situ  T_s,situ ISO 15712-1, Eq. C.1-C.3 0.236 0.156 0.101 0.063 0.038 0.022

TL in-situ for F4  R_F4,situ ISO 15712-1, Eq. 19 37.2 40.1 46.2 52.1 59.7 64.7 51

TL in-situ for f4  R_f4,situ ISO 15712-1, Eq. 19 37.2 40.1 46.2 52.1 59.7 64.7 51

Junction J4 - Coupling

Velocity Level Difference for Ff  D_v,Ff_4,situ ISO 15712-1, Eq. 21, 22 14.4 14.7 15.1 15.6 16.3 17.1

Velocity Level Difference for Fd  D_v,Fd_4,situ ISO 15712-1, Eq. 21, 22 12.3 12.5 12.8 13.2 13.8 14.5

Velocity Level Difference for Df  D_v,Df_4,situ ISO 15712-1, Eq. 21, 22 12.3 12.5 12.8 13.2 13.8 14.5

Flanking Transmission Loss - Path data

Flanking TL for Path Ff_4 R_Ff ISO 15712-1, Eq. 25a 77 90 90 90 90 90 90

Flanking TL for Path Fd_4 R_Fd ISO 15712-1, Eq. 25a 72 90 90 90 90 90 90

Flanking TL for Path Df_4 R_Df ISO 15712-1, Eq. 25a 64 75 84 89 90 90 86

Junction 4: Flanking STC for all paths 63 75 82 85 85 85 83

Total Flanking (for all 4 junctions) 56 68 76 79 79 79 77

ASTC due to Direct plus Flanking Paths RR-331, Eq. 1.4 48 63 73 78 79 79 72
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Summary for Section 2.3: Calculation Examples for Adding Linings to Constructions of 

Concrete and Concrete Masonry  

The worked examples 2.3.1 to 2.3.6 demonstrate the calculation of sound transmission between rooms 

in a building of concrete/masonry when linings are added to some or all of the bare floor and wall 

assemblies. The examples show improvements in direct and/or flanking transmission loss via specific 

paths due to the addition of some common types of linings using gypsum board, lightweight steel 

framing, and sound absorbing material. Many other lining options are possible, and may be easily 

substituted if the necessary laboratory test data is available. Note that for a hollow concrete block 

masonry wall constructed using normal weight units, tests have shown that its surface could be painted 

or sealed, or have a thin coat of plaster without effect on the sound transmission. 

Examples 2.3.1 and 2.3.2 for the horizontal room pair show the improvements relative to Example 2.1.1, 

which has the same concrete and masonry elements but no linings. For both of these examples, linings 

of gypsum board mounted on 65 mm lightweight steel studs are installed on all the wall surfaces; for 

Example 2.3.2, the cavities between the studs are filled with absorptive material. In both cases, the 

ASTC rating is increased – from 48 with bare walls, to 51 with the basic lining, and to 59 with addition 

of absorptive material. In Example 2.3.1 with the basic lining (SS65_G13), the combined Flanking STC of 

56 is better than the Direct STC of 53, but the contributions of the flanking paths still decrease the ASTC 

to 51. The better wall linings in Example 2.3.2 raise the Direct STC for the separating partition to over 

80, and provide a similar improvement for the wall/wall junctions. The apparent sound insulation of 

the complete system is limited by the significant transmission via junctions 1 and 3, particularly the 

floor-floor and ceiling-ceiling paths which are still bare concrete. Adding a lining to the ceiling could 

make flanking transmission via the ceiling insignificant, but would increase the ASTC by only 3 points to 

62. To raise the ASTC to over 62, a substantial improvement to the floor surfaces would be required.  

Examples 2.3.3 and 2.3.4 for the vertical room pair show the improvements relative to Example 2.1.2 

when the flanking wall surfaces are lined. The ASTC is increased from 52 with bare concrete masonry 

walls to 54 (for 2.3.3, with the basic lining SS65_G13) and to 55 (for 2.3.4, with absorptive material 

filling the wall cavities). In both cases, the higher flanking TL due to the wall linings is short-circuited by 

direct transmission through the floor.  

Examples 2.3.5 and 2.3.6 have the same structural assemblies and wall linings as 2.3.3 and 2.3.4 

respectively, but show the effect of adding a ceiling lining. The ASTC rises to 61 with the ceiling plus the 

basic wall lining, and to 72 with ceiling and better wall lining with absorptive material filling the inter-

stud cavities. In Example 2.3.5, with the basic SS65_G13 lining on the walls, the ASTC is limited by the 

flanking paths. With the addition of absorptive material to the wall linings in 2.3.6, the ASTC is mainly 

limited by direct transmission but an excellent ASTC rating is achieved.  

Overall, these examples show the clear benefit of wall and ceiling linings in achieving high ASTC values, 

and emphasize the need to focus improvements on the weakest path(s).  
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2.4. Simplified Calculation Method for Concrete/Masonry Buildings 

Section 4.4 of ISO 15712-ϭ pƌeseŶts a ͞“iŵplified ŵodel foƌ stƌuĐtuƌe-borne transmission.͟ The 

Simplified Method has some clearly stated limitations, and some implicit cautions including that: 

 The Simplified Method uses a set of ad hoc approximations that are appropriate for buildings 

with concrete and concrete masonry construction, with or without linings. 

 The application of the Simplified Method ͞is ƌestƌiĐted to pƌiŵaƌilǇ hoŵogeŶeous 
constructions,͟ fuƌther restricted here to homogeneous lightly-damped structural assemblies. 

Here, ͞ lightlǇ-daŵped͟ iŵplies a ƌeǀeƌďeƌaŶt ǀiďƌatioŶ field that ĐaŶ ďe ĐhaƌaĐteƌized ďǇ a ŵeaŶ 
ǀiďƌatioŶ leǀel, aŶd ͞hoŵogeŶeous͟ iŵplies siŵilaƌ ďeŶdiŶg stiffŶess iŶ all diƌeĐtioŶs across the 

surface. This limitation excludes wood-framed and steel-framed assemblies, but includes typical 

concrete or hollow concrete block masonry walls and concrete floors. 

 Within that restricted context, the calculation has been structured to predict an ASTC rating 

slightly lower than that from the Detailed Method used in the examples presented in this Guide, 

especially if linings are applied to the assemblies.  

The calculation method of Section 4.4 of ISO 15712-1 is based on two main simplifications: 

 The most significant simplification is that losses to connected assemblies are dealt with ͞iŶ aŶ 
aǀeƌage ǁaǇ͟, ignoring the difference between the losses for laboratory specimens and the 

(usually higher) in-situ sound transmission loss due to edge losses to adjoining wall and floor 

constructions in the building. 

 The procedure uses only single-number quantities as input data, namely laboratory STC ratings 

for the wall and floor assemblies, Δ“TC ǀalues foƌ aŶǇ liŶiŶgs, and mean Kij values for the junction 

attenuation. 

 These simplifications eliminate much of the calculation process of the Detailed Method. 

However, the Simplified Method tends to predict an ASTC which is slightly lower than that from 

the Detailed Method described in Section 2.1 of this Guide. 

The Simplified Method predicts the overall ASTC rating by following the steps indicated in Figure 2.4.1 

and explained in more detail below. 
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Figure 2.4.1: Steps to calculate the Direct STC and the Flanking STC for each flanking path.  

Step 1:  Assemble the required laboratory test data for the constructions including the: 

o Laboratory sound transmission class (STC) values based on the TL measured according to ASTM 

E90 for the structural floor or wall assemblies (of bare concrete or masonry), 

o Mass per area for these bare assemblies, 

o Measured change in sound transmission class (DSTC) determined according to Appendix A1 of 

this Guide for each lining that will be added to the bare structural floor or wall assemblies. 

Step 2: Determine the correction terms as follows: 

a) For linings on the source and/or receiving side of the separating assembly, the correction 

DSTCDd is the sum of the larger of the DSTC values for these two linings plus half of the smaller 

value. 

b) For each flanking path ij, the correction DSTCij for linings on the source surface i and/or the 

receiving surface j, is the sum of the larger of the DSTC values for these two linings plus half 

of the smaller value. 

c) For each edge of the separating assembly, calculate the vibration reduction indices KFf, KFd, 

and KDf for the flanking paths between the assembly in the source room (D or F) and the 

attached assembly in the receiving room (f or d) using the appropriate case from Annex E of 

ISO 15712-1. These values depend on the junction geometry and the ratio of the mass per 

area for the connected assemblies. Also calculate the normalization correction, which 

depends on the length of the flanking junction and the area of the separating assembly. 

Step 3: Calculate the Direct STC rating for the direct sound transmission through the separating assembly 

(STCDd ) using Eq. 27 of ISO 15712-1 with the inputs: 

o Laboratory STC value for the bare structural assembly, 

o Correction for linings DSTCDd from Step 2(a). 

Step 2(a): For a separating 

assembly, calculate DSTCDd 

due to linings 

Step 2(b): For flanking 

paths at each edge, 

calculate DSTCFf , DSTCFd 

and DSTCDf due to linings 

Step 2(c): For the flanking 

paths at each edge, 

calculate the vibration 

reduction indices KFf, KFd 

and KDf and normalization 

correction 

Step 1:  

Assemble the 

laboratory data 

for the separating 

assembly and for 

each of the 

assemblies 

connected to its 

four edges  

Step 3: 

For a separating assembly 

calculate Direct Path STCDd   

Step 4: For each edge, calculate the 

Flanking STC for paths Ff, Fd and Df  

Step 5: Combine 

Direct STC with 

Flanking STCs 
ASTC 
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Step 4:  Calculate the Flanking STC for transmission via each pair of connected assemblies at each edge of 

the separating assembly, using Eq. 28a of ISO 15712-1 with inputs:  

o Laboratory STC value for each bare structural assembly,  

o Correction for linings DSTCij from Step 2(b), 

o Value of Kij and normalization correction for this path from Step 2(c). 

Step 5: Combine the transmission via the direct and flanking paths to determine the ASTC. In the worked 

examples, the Direct STC and Flanking STC values are rounded to the nearest integer before they 

are combined, and the ASTC is also rounded to the nearest integer, to match the nominal 

precision of the ASTM ratings. 

Expressing the Process using Equations 

The ASTC rating between two rooms (neglecting sound that is by-passing the building structure, e.g. 

through leaks or ducts) is estimated using the Simplified Method from the logarithmic expression of the 

combination of the Direct STC rating (STCDd) of the separating wall or floor assembly and the combined 

Flanking STC ratings of the three flanking paths for every junction at the four edges of the separating 

assembly. This may be expressed as: 

�ܵܶ� = −ͳͲ logଵ଴ [ͳͲ−଴.ଵ⋅ௌ்஼�� + ∑ (ͳͲ−଴.ଵ⋅ௌ்஼�� + ͳͲ−଴.ଵ⋅ௌ்஼�� + ͳͲ−଴.ଵ⋅ௌ்஼��)4
௘ௗ௚௘=ଵ ]  Eq. 2.4.1 

Eq. 2.4.1 is appropriate for all types of building systems similar to the Standard Scenario. The following 

expressions are used to calculate the transmission for each individual path:  

 For the direct path, STCDd is obtained according to Eq. 2.4.2 from the laboratory STC of the bare 

separating assembly and the DSTC changes due to linings on source ͞D͟ aŶd/oƌ ƌeĐeiǀiŶg side ͞d͟ 
of the assembly. This is the counterpart in ASTM metrics for Eq. 30 of ISO 15712-1. 

ܵܶ�஽ௗ =  ܵܶ�௟௔௕ + maxሺ∆ܵܶ�஽, ∆ܵܶ�ௗሻ + minሺ∆ܵܶ�஽, ∆ܵܶ�ௗሻʹ  
Eq. 2.4.2  

 For each flanking path, STCij is calculated using Eq. 2.4.3 where index i and j refer to the coupled 

flanking assemblies; thus, ͞i͟ ĐaŶ eitheƌ ďe ͞D͟ oƌ ͞F͟ aŶd ͞j͟ ĐaŶ ďe ͞f͟ oƌ ͟d͟. The geoŵetƌiĐ 
correction factor at the end depends on the surface area of the separating assembly (Ss) and the 

length of the junction between flanking and separating assemblies (lij), with l0 = 1 m. Eq. 2.4.3 is 

the counterpart in ASTM metrics for Equations 28a and 31 of ISO 15712-1. 

ܵܶ�௜௝ =  ܵܶ�௜ʹ + ܵܶ�௝ʹ + ௜௝ܭ + max ሺ∆ܵܶ�௜ , ∆ܵܶ�௝ሻ + min ሺ∆ܵܶ�௜ , ∆ܵܶ�௝ሻʹ + ͳͲ ∙ logଵ଴ ௌ݈ܵ଴ ∙ ݈௜௝   Eq. 2.4.3 
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EXAMPLE 2.4.1: SIMPLIFIED METHOD 

 Rooms side-by-side 

 Concrete floors and normal weight concrete block walls with 

rigid junctions 

 Same structure as Example 2.1.1 

Illustration for this case 

 

Junction of 190 mm concrete block 

separating wall with 150 mm thick 

concrete floor and ceiling. 

(Side view of Junctions 1 and 3) 

 

 

Junction of separating wall with side 

wall, both of 190 mm concrete block.  

(Plan view of Junction 2 or 4) 

 

Separating wall assembly (loadbearing) with: 

 One wythe of 190 mm hollow concrete block masonry1 constructed 

using normal weight units not less than 53% solid, and with mass per 

area of 238 kg/m2, with no lining 

Junction 1: Bottom Junction (separating wall / floor) with: 

 Concrete floor with mass per area of 345 kg/m2 (e.g. normal weight 

concrete150 mm thick) with no topping or flooring 

 Rigid mortared cross-junction with concrete block wall assembly 

Junction 2 or 4: Each Side (separating wall /abutting side wall) with: 

 Abutting side wall and separating wall of hollow concrete block 

masonry1 with mass per area of 238 kg/m2, with no lining 

 Rigid mortared T-junctions 

Junction 3: Top Junction (separating wall / ceiling) with: 

 Concrete ceiling with mass per area of 345 kg/m2 (e.g. normal weight 

concrete150 mm thick) with no added ceiling lining 

 Rigid mortared cross-junction with concrete block wall assembly  

Acoustical Parameters: 

 

 

(For the notes in this table please see the corresponding endnotes on page 194.)  

For 190 mm concrete block walls: 

Mass/unit area (kg/m
2
 ) = 238 (Separating wall)

238 (Flanking wall)

For 150 mm concrete floor: 

Mass/unit area (kg/m
2
 ) = 345

Separating partition area ( m
2
 ) =  12.5

Floor/wall junction length (m ) =  5.0

Separating partition height ( m ) =  2.5

10*log(S_Partition/l_junction 1&3) = 4.0

10*log(S_Partition/l_junction 2&4) = 7.0

Junction Mass ratio for Ff Path Ff Path Fd Path Df Reference

1 Rigid cross-junction 0.69 6.1 8.8 8.8 ISO 15712-1, Eq. E.3

2 Rigid T-junction 1.00 5.7 5.7 5.7 ISO 15712-1, Eq. E.4

3 Rigid cross-junction 0.69 6.1 8.8 8.8 ISO 15712-1, Eq. E.3

4 Rigid T-junction 1.00 5.7 5.7 5.7 ISO 15712-1, Eq. E.4

Kij [dB]
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ISO Symbol STC or DSTC STC or ASTC

Separating Partition

Laboratory STC for Dd R_s,w RR-334, Mean-BLK190(NW) 49

Δ“TC change by Lining on D ΔR_D,w No lining 0

Δ“TC change by Lining on d ΔR_d,w No lining 0

Direct STC in-situ R_Dd,w RR-331, Eq. 2.4.2 49 + MAX(0,0) + MIN(0,0)/2  = 49

Junction 1: Separating Wall/Floor

Flanking Element F1: 

Laboratory STC for F1 R_F1,w RR-334, CON150, TLF-15-045 53

Δ“TC ĐhaŶge ďǇ LiŶiŶg ΔR_Fϭ,ǁ No lining 0

Flanking Element f1:  

Laboratory STC for f1 R_f1,w RR-334, CON150, TLF-15-045 53

Δ“TC ĐhaŶge ďǇ LiŶiŶg ΔR_fϭ,ǁ No lining 0

Flanking STC for path Ff R_ Ff,w RR-331, Eq. 2.4.3 53/2 + 53/2 + MAX(0,0) + MIN(0,0)/2 + 6.1 + 4 = 63

Flanking STC for path Fd R_ Fd,w RR-331, Eq. 2.4.3 53/2 + 49/2 + MAX(0,0) + MIN(0,0)/2 + 8.8 + 4 = 64

Flanking STC for path Df R_ Df,w RR-331, Eq. 2.4.3 49/2 + 53/2 + MAX(0,0) + MIN(0,0)/2 + 8.8 + 4 = 64

Junction 1: Flanking STC for all paths RR-331, subset of Eq. 2.4.1 - 10*LOG10(10^-6.3 + 10^- 6.4 + 10^- 6.4 ) = 59

Junction 2: Separating Wall/Wall

Flanking Element F2: 

Laboratory STC for F2 R_F2,w RR-334, Mean-BLK190(NW) 49

Δ“TC ĐhaŶge ďǇ LiŶiŶg ΔR_FϮ,ǁ No lining 0

Flanking Element f2:  

Laboratory STC for f2 R_f2,w RR-334, Mean-BLK190(NW) 49

Δ“TC ĐhaŶge ďǇ LiŶiŶg ΔR_fϮ,ǁ No lining 0

Flanking STC for path Ff R_ Ff,w RR-331, Eq. 2.4.3 49/2 + 49/2  + MAX(0,0) + MIN(0,0)/2 + 5.7 + 7 = 62

Flanking STC for path Fd R_ Fd,w RR-331, Eq. 2.4.3 49/2 + 49/2  + MAX(0,0) + MIN(0,0)/2 + 5.7 + 7 = 62

Flanking STC for path Df R_ Df,w RR-331, Eq. 2.4.3 49/2 + 49/2  + MAX(0,0) + MIN(0,0)/2 + 5.7 + 7 = 62

Junction 2: Flanking STC for all paths RR-331, subset of Eq. 2.4.1 - 10*LOG10(10^-6.2 + 10^- 6.2 + 10^- 6.2 ) = 57

Junction 3: Separating Wall/Ceiling

Flanking Element F3: 

Laboratory STC for F3 R_F3,w RR-334, CON150, TLF-15-045 53

Δ“TC ĐhaŶge ďǇ LiŶiŶg ΔR_Fϯ,ǁ No lining 0

Flanking Element f3:  

Laboratory STC for f3 R_f3,w RR-334, CON150, TLF-15-045 53

Δ“TC ĐhaŶge ďǇ LiŶiŶg ΔR_fϯ,ǁ No lining 0

Flanking STC for path Ff R_ Ff,w RR-331, Eq. 2.4.3 53/2 + 53/2  + MAX(0,0) + MIN(0,0)/2 + 6.1 + 4 = 63

Flanking STC for path Fd R_ Fd,w RR-331, Eq. 2.4.3 53/2 + 49/2  + MAX(0,0) + MIN(0,0)/2 + 8.8 + 4 = 64

Flanking STC for path Df R_ Df,w RR-331, Eq. 2.4.3 49/2 + 53/2  + MAX(0,0) + MIN(0,0)/2 + 8.8 + 4 = 64
Junction 3: Flanking STC for all paths RR-331, subset of Eq. 2.4.1 - 10*LOG10(10^-6.3 + 10^- 6.4 + 10^- 6.4 ) = 59

Junction 4: Separating Wall/Wall

Flanking Element F4: 

Laboratory STC for F4 R_F4,w RR-334, Mean-BLK190(NW) 49

Δ“TC ĐhaŶge ďǇ LiŶiŶg ΔR_Fϰ,ǁ No lining 0

Flanking Element f4:  

Laboratory STC for f4 R_f4,w RR-334, Mean-BLK190(NW) 49

Δ“TC ĐhaŶge ďǇ LiŶiŶg ΔR_fϰ,ǁ No lining 0

Flanking STC for path Ff R_ Ff,w RR-331, Eq. 2.4.3 49/2 + 49/2  + MAX(0,0) + MIN(0,0)/2 + 5.7 + 7 = 62

Flanking STC for path Fd R_ Fd,w RR-331, Eq. 2.4.3 49/2 + 49/2  + MAX(0,0) + MIN(0,0)/2 + 5.7 + 7 = 62

Flanking STC for path Df R_ Df,w RR-331, Eq. 2.4.3 49/2 + 49/2  + MAX(0,0) + MIN(0,0)/2 + 5.7 + 7 = 62

Junction 4: Flanking STC for all paths RR-331, subset of Eq. 2.4.1 - 10*LOG10(10^-6.2 + 10^- 6.2 + 10^- 6.2 ) = 57

Total Flanking STC (for all 4 junctions) RR-331, subset of Eq. 2.4.1 Combining 12 Flanking STC values 52

ASTC due to Direct plus Flanking Paths RR-331, Eq. 2.4.1 Combining Direct STC with 12 Flanking STC values 47
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